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USE OF ABRASIVE WHEELS AND ATTACHMENTS ON 


ARO GRINDERS 

PLEASE READ CAREFULLY 


Aro grinders and accessories listed in this catalog, 
with two exceptions noted below, are in conformity with 
the American Standard Safety Code for Use, Care and 
Protection of Abrasive Wheels, B7.1-1970. The foregoing 
applies to those tools whose specifications are predicated 
upon the use of abrasive wheels. 

Rated wheel capacities for Aro grinders are 
maximum only. Regardless of the rated capacity and 
speed of any Aro grinder, no abrasive wheel should 
ever be operated at a speed greater than that recom¬ 


mended by the wheel manufacturer. Aro further rec¬ 
ommends that the free speed of the grinder be checked 
each time a grinding wheel is changed, to assure 
compatibility. 

All arbor-mounted wheels must be used with ap¬ 
proved wheel guards in order to conform to the Safety 
Code. Where applicable, approved wheel guards are 
specified by part number under specific Aro grinder 
listings in this catalog, and are referenced to a specific 
arbor number. 


STANDARD WARRANTY 

Following the reasonable assumption that any inherent defect which might prevail in 
a product will become apparent to the user within three months from the date of 
purchase, all equipment of our manufacture is warranted against defects in workman¬ 
ship and materials under normal use and service and we will repair or replace at our 
factory any equipment or part thereof which shall within 90 days after delivery to 
the original purchaser indicate upon our examination to have been defective. 

Our obligation is contingent upon proper use in accordance with factory recommen¬ 
dations and instructions and shall not apply to equipment which has been subject 
to misapplication, misuse, negligence, accident or tampering in a way so as to affect 
its normal performance. 


All air tools listed in this catalog comply with the sound-level requirements of 90 db(A) or below as outlined in the 
Occupational Safety and Health Act of 1970, when installed and used as recommended. 


CUSTOM TOOLS 


Completely special tools or modifications of standard tools 
can be made to your specifications. 

Ask your Aro Representative or call us direct. 
419-636-4242 




PRODUCTION GRINDERS 


|aro| * 


Two-Stage Turbine Grinder, 85,000 R.P.M. 


STANDARD EQUIPMENT. 39853 %" Air Hose 7' long with cartridge filter at one end, 
31812-4 Y 8 " Precision Collet, 30131 Wrench. 

OPTIONAL EQUIPMENT. 31812 %V' Precision Collet available at extra cost. All other 
sizes may be substituted, on request, at no additional cost. See page 14. 


Model 

No. 

R.P.M. 

Throttle 

Motor 

Weight 

Length 

Over-All 

Spindle 

Offset 

Air Inlet 

7980-2 

85,000 

Lever 

Two-Stage 

Impeller 

14 oz. 

sy." 

Xt" 

Y t " female 
N.P.T.F. 



MODEL 7980-2 

NO LUBRICATION REQUIRED 




Grinder Kits 


GRINDER KIT, MODEL 7980-3 Fitted box, \0%" x 7%" x 
2 1 /s" with 39853 7' Air Hose & Cartridge Filter, Model 7980-2 
Grinder, 30131 Collet Wrench, 30494 Dressing Stone and 
four mounted wheels listed at right. 


Mounted 

Grinding 

Size 

Shank 

Wheel No. 


Size 

30293-102 


YU 

30293-103 

J4'W 

YU 

30293-104 

Xi'*YU 

Yt" 

30293-105 

Yt' 



High-Speed Grinder, 40,000 R.P.M. 

STANDARD EQUIPMENT. 37167 Wrench, 39853 Hose Assembly 7' long x Ht" I-D-. 
41750-3 YU Collet, 33536 Collet Nut. 

OPTIONAL EQUIPMENT. 41750-1 YU Collet or 41750-2 Collet can be substituted 
at no extra cost. When specified on original order, tool can be furnished with modified 
spindle for rubber-flex collets; see listing at right and specify by collet number. 


Model No. 

R.P.M. 

Throttle 

Motor 

Weight 

Length Over-All 

Spindle-Offset 

7998-AL 

40,000 

Lever 

Rotary-Vane 

13 oz. 

5" 

W 



MODEL 7998-AL 

OPTIONAL RUBBER-FLEX COLLETS 


Collet No. 

Size Range 

Min. 

Max. 

37431-1 

.094 

.146 

37431-2 

.146 

.198 

37431-3 

.198 

.250 


High-Speed Grinders. 30,000, 28,000 R.P.M., 


Short grinders have noise-suppressor guard, and will accept shank-mounted 
abrasive wheels up to 3/4" dia. x I". Extension grinders accept wheels up 
to I" dia. x 3/4". 

STANDARD EQUIPMENT. Speed regulator, Aro Collet 41750-3, Collet 

Wrenches 30131 and 37167, female N.P.T.F. air inlet. 


NO-COST SUBSTITUTIONS. Aro Collets 41750-1, V 8 n and 41750-2, Rec¬ 

ommended hose size, 


REF. 

Lev. Thr. 
Mod. No. 

But. Thr. 
Mod. No. 

R.P.M. 

Exhaust 

Port 

Spindle 

Offset 

Length 

Weight 

Lbs. 

Short 

8475-A 

8476-A 

30,000 

Front 

21/32" 

5%" 

0.75 

Extension 

8477 

8478 

28,000 

Side 

21/32" 

9 Yt" 

1.20 


ERICKSON COLLETS. If Erick¬ 
son Collet is desired, add dash I 
to model number. Collets 42005-1, 
-2 and -3 are at extra cost. All 
other sizes substituted at no cost. 


Complete 

Assy. 

Collet 

No. 

Size 

42005-1 

31812-1 

YU' 

42005-2 

31812-2 

YU' 

42005-3 

31812-3 

YU' 

42005-4 

31812-4 

Yt" 

42005-5 

31812-5 

%i 

42005-6 

31812-6 

XU 

42005-7 

31812-7 

W 

42005-8 

31812-8 

YU 



MODEL 8476-A 



MODEL 8477 


Please read carefully USE OF ABRASIVE WHEELS AND ATTACHMENTS ON ARO GRINDERS on inside front cover. 
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PRODUCTION GRINDERS 



NOTE: If air line connector is used with any high speed grinder, install the connector at end 

of hose away from tool to avoid vibration. ' 


High-Speed Grinder, 20,000 R.P.M. 



MODEL 7II4-D 


STANDARD EQUIPMENT. female N.P.T.F. air inlet, 39853 Air Hose T long with 
filter at one end. 32122 Collet Wrench, 31812-8 Precision Collet. Has nose housing 
which serves as collet shield and finger grip. 

OPTIONAL EQUIPMENT. 31812-1 %V' Precision Collet furnished at extra cost. Other 
sizes of collets listed on page 14 can be substituted, on request, at no additional cost. 


Model 

No. 

R.P.M. 

Weight 

Over-All 

Length 

Offset 

Spindle 

Spindle 

Tnread 

7114-D 

20,000 

13 oz. 

6" 

% M 

/4”-24 


0-Series Short Grinders, 21,000, 18,000 R.P.M. 



MODEL 7014-10 


STANDARD EQUIPMENT. Built-in speed regulator, female N.P.T.F. air 
inlet, %"-24 spindle thread. Dash 10 and dash 20 models have Aro Collet 
41753-3, Dash 12 and dash 22 models have Erickson Collet 33226-8, Y\". 

Dash II and dash 21 models have Jacobs Collet 39959, 

NO-COST AND EXTRA-COST SUBSTITUTIONS. 36934 Dia. Arbor in 
place of collet. Should be used with extra-cost 37037-1 Wheel Guard to con¬ 
form to American Standard Safety Code. Series 31812 Erickson Collet Sleeves 
substituted on Erickson-fitted models; 31812-1 %t" Collet Sleeve at extra cost, 
all other sizes substituted at no cost. See listing on page 14. 41753-1 W 

Collet substituted on Aro-fitted models at no cost. Recommended hose size, 



MODEL 7015-10 


Button 
Throttle 
Model No. 

Lever 
Throttle 
Model No. 

R.P.M. 

Length 

Weight 

Make of 
Collet 

7014-10 

7015-10 

18,000 

6" 


Aro 

7014-11 

7015-11 

18,000 

5%" 


Jacobs 

7014-12 

7015-12 

18,000 

5 %" 

1.2 

Erickson 

7014-20 

7015-20 

21,000 

6" 

lbs. 

Aro 

7014-21 

7015-21 

21,000 

5%" 


Jacobs 

7014-22 

7015-22 

21,000 

s 3 A" 


Erickson 


Please read carefully USE OF ABRASIVE WHEELS AND ATTACHMENTS ON ARO GRINDERS on inside front cover. 
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PRODUCTION GRINDERS 



0-Series Short Grinders, 17,000 R.P.M. 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40191 Muffler, } /i " female 
N.P.T.F. air inlet, 41753-3 '/ A " Collet, Collet Wrenches. 

OPTIONAL EQUIPMENT. 41753-1 J4" or 41753-2 %" Collet, or 36943 Arbor can be 
substituted at no cost. For compliance with safety code, arbor should always be used with 
extra-cost No. 37037-1 Wheel Guard. See inside front cover. Recommended hose size, %s". 


Model 

No. 

R.P.M. 

Throttle 

Length 

Weight 

Spindle 

Offset 

Spindle 

Thread 

Maximum 
Collet Size 

7014-E 

17,000 

Button 


1.6 lbs. 

%" 

X"- 24 

'A" 

7015-E 

17,000 

Lever 

w 

1.6 lbs. 


3 /a"-24 

'A" 



MODEL 7014-E, 17,000 R.P.M. 


22-Series Short Grinders, 12,000, 18,000 R.P.M. 


STANDARD EQUIPMENT. Aluminum housings, built-in speed regulator, adjustable ex- 
hause deflector, V A " female N.P.T.F. air inlet, 41753-3 V A " Collet, necessary wrenches. 

OPTIONAL EQUIPMENT. No-cost substitutions: 41753-1 %" or 41753-2 Collet, 

30434 2" Extension, 36934 Arbor. Arbor should always be used with extra-cost No. 37901 
2" Wheel Guard, ecommended hose size, 


Model 

No. 

R.P.M. 

Throttle 

Length 

Weight 

Spindle 

Thread 

Maximum 

Collet Size 

7149-B 

18,000 

Button 

7V 

2 lbs. 

%"■24 

'A" 

7153-B 

18,000 

Lever 

I'/u 

2 lbs. 

3 A"- 24 

'A" 

7235-B 

12,000 

Button 

7X6" 

2 lbs. 

%"■ 24 

Va" 

7236-B 

12,000 

Lever 

7X6" 

2 lbs. 

3 A"- 24 

Va" 



MODEL 7153-B, 18,000 R.P.M. 


2200-Series Short Grinders, 12,000, 18,000 R.P.M. 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40192 Muffler, built-in speed 
regulator, double ball-bearings at forward end of spindle, 'A” female N.P.T.F. air inlet, 
41753-3 'A" Precision Collet, collet wrenches. 

OPTIONAL EQUIPMENT. No-cost substitutions: 41753-1 'A” or 41753-2 Xs" Collet, 
Series 33226 Erickson Collets; Series 37292 Cone Wheel Adapters, or 36934 Arbor. 
Arbor should always be used with extra-cost No. 37900 2" Wheel Guard. Recommended 


R.P.M. 

Model 

No. 

Throttle 

Weight 

Length 

Spindle 

Offset 

Spindle 

Thread 

Max. 

Collet 

18,000 

12,000 

18,000 

12,000 

7870- E 

7871- E 

7872- E 

7873- E 

Lever 

Lever 

Button 

Button 

2.4 lbs. 

2.4 lbs. 

2.4 lbs. 

2.4 lbs. 

7%" 

7%" 

7%" 

7%" 

%" 

%" 

%" 

%" 

3 X"-24 

3 A"- 24 
X"-24 
%"■ 24 

'A" 

A" 

'A" 

'A" 



MODEL 7873-E, 12,000 R.P.M. 


GRINDER ACCESSORIES 
BEGIN ON PAGE 13. 


22-Series 2" Grinders, 12,000, 18,000 R.P.M. 


STANDARD EQUIPMENT. Built-in speed regulator, 'A" female N.P.T.F. air inlet. 
40818 Arbor, necessary wrenches, 30569 Wheel Guard, % -24 spindle thread. 
OPTIONAL EQUIPMENT. Same as for 2" Grinders above, except that 30189 Adapter 
is not required for 30504 Extension Handle. Also available at extra cost, 42157-1A 17 
Extension Spindle with 41753-3 Collet. 



Model 


Wheel Capacity 

Weight 


Arbor 

Spindle 

R.P.M. 

No. 

Throttle 

Vitr. 

Organ. 

Lbs. 

Length 

Thread 

Offset 

12,000 

7198-A 

Button 

i'A" 

2" 

3.25 

12" 

3 A"- 24 

%*• 

12,000 

7199-A 

Lever 

i'A" 

2" 

3.25 

12" 

%"-24 

%'* 

18,000 

7163-A 

Button 

i'A" 

2" 

3.25 

12" 

X>"-24 


18,000 

7164-A 

Lever 

i'A" 

2" 

3.25 

12" 

%"-24 





MODEL 7198, 12,000 R.P.M. 


Please read carefully USE OF ABRASIVE WHEELS AND ATTACHMENTS ON ARO GRINDERS on inside front cover. 
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PRODUCTION GRINDERS 



2200-Series 2" Grinders, 12,000, 18,000 R.P.M. 

STANDARD EQUIPMENT. Quiet-exhaust air system with 40192 Muffler, built-in 
speed regulator, Y" female N.P.T.F. air inlet, 36934 Arbor for %" arbor-hole 
wheels, 37037 2" Wheel Guard with hinged spindle shield, spindle wrench. 



MODEL 7941-D, 18,000 R.P.M. 


OPTIONAL EQUIPMENT. Any one of the following Precision Collets can be sub¬ 
stituted for standard arbor and guard at no cost: 41753-1 Yg"\ 41753-2 
41753-3 Y”» Any of the following Cone Wheel Adapters with male threads can 
also be substituted for standard arbor and wheel guard at no cost: 37292-1 /^"-I6, 
37292-2 24, 37292-3 ^"-13, 37292-4 Y 2 "- 20, 37292-5 Yg"-W. Series 33226 

Erickson Collets substituted at no cost. Recommended hose size, 


ALUMINUM HOUSINGS 


Model 

No. 

R.P.M. 

Throttle 

Wheel Capacity 

Length 

Less 

Guard 

Weight 

Less 

Guard 

Spindle 

Offset 

Spindle 

Thread 

Vitr. 

Elast. 

7940-D 

18,000 

Lever 

■X" 

2" 

I2%" 

3.8 lbs. 

%" 

24 

7941-D 

18,000 

Button 

w 

2'* 

I2%" 

3.8 lbs. 

%" 

%"■ 24 

7942-D 

12,000 

Button 

i 3 /T 

2" 

I2%" 

3.8 lbs. 

%" 

%"-24 

7943-D 

12,000 

Lever 

i%” 

2" 

I2%" 

3.8 lbs. 

%" 

^"-24 


GRINDER ACCESSORIES 
BEGIN ON PAGE 13. 


IRON & STEEL HOUSINGS 





Wheel Capacity 

Length 

Less 

Guard 

Weight 

Less 

Guard 

Spindle 

Offset 

Spindle 

Thread 

Model 

No. 

R.P.M. 

Throttle 

Yitr. 

Elast. 

7840-D 

7843-D 

18,000 

12,000 

Lever 

Lever 

w 

2" 

2" 

I2%" 

12%'" 

4.9 lbs. 
4.9 lbs. 

%" 

%" 

%"■ 24 
3 / 8 "-24 


2200-Series Rotary Files and 4" Capacity Wire Brush Tools, 2,400, 4,500 R.P.M. 



MODEL 7877-E-2, 2,400 R.P.M. 



MODEL 7874-E-l, 4,500 R.P.M. 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40192 Muffler, speed 
regulator, Y" female N.P.T.F. air inlet. Rotary files furnished with 41753-3 Y" 
Precision Collet and wrenches. Wire brush tools furnished with 36934 Arbor for 
Y” arbor-hole attachments, spindie wrench. 

OPTIONAL EQUIPMENT. No-cost substitutions as follows: 41753-1 Yg" Collet, 
41753-2 Collet; Series 33226 Erickson Colets. 30246 4" Radial Wire Brush at 
extra cost. Recommended hose size, 


Type 

Model 

No. 

R.P.M. 

Throttle 

Length 

Weight 

Spindle 

Offset 

Spindle 

Thread 

File 

7874-E-2 

4,500 

Lever 

w 

3.0 lbs. 

%" 

y,"- 24 

File 

7875-E-2 

2,400 

Lever 

W 

3.0 lbs. 

%" 

%"■ 24 

File 

7876-E-2 

4,500 

Button 

9 y," 

3.0 lbs. 

%" 

%"-24 

File 

7877-E-2 

2,400 

Button 

9%" 

3.0 lbs. 

%"■ 

3 /b"-24 

Brush 

7874-E-l 

4,500 

Lever 

iovr 

3.0 lbs. 

%" 

%"■ 24 

Brush 

7875-E-l 

2,400 

Lever 

\ov e - 

3.0 lbs. 

%" 

%"-24 

Brush 

7876-E-l 

4,500 

Button 

|<W 

3.0 lbs. 

%" 

^"-24 

Brush 

7877-E-l 

2,400 

Button 

\0'A" 

3.0 lbs. 

%" 

%".24 


2200-Series Extended Rotary Files and 4" Capacity Wire Brush Tools, 4,500 R.P.M. 



STANDARD EQUIPMENT. Quiet-exhaust air system with 40192 Muffler, speed 
regulator, Y” female N.P.T.F. air inlet. Rotary files furnished with 41753-3 
Precision Collet and wrenches. Wire brush tools furnished with 36934 Arbor 
for %” arbor-hole attachments, spindle wrench. 


MODEL 8067-E-2, 4,500 R.P.M. 



MODEL 8068-E-l, 4,500 R.P.M. 


OPTIONAL EQUIPMENT. No-cost substitutions as follows: 41753-1 Collet, 
41753-2 Collet, Series 33226 Erickson Collets. 30246 4" Radial Wire Brush 
at extra cost. Recommended hose size, £f 6 ". 


Type 

Model 

No. 

R.P.M. 

Throttle 

Length 

Weight 

Spindle 

Offset 

Brush 

8067-E-l 

4,500 

Lever 

I2%" 

3.7 lbs. 


File 

8057-E-2 

4,500 

Lever 

I2%" 

3.7 lbs. 


Brush 

8068-E-l 

4,500 

Button 

I2%" 

3.7 lbs. 


File 

8068-E-2 

4,500 

Button 

I2%" 

3.7 lbs. 



Please read carefully USE OF ABRASIVE WHEELS AND ATTACHMENTS ON ARO GRINDERS on inside front cover. 


4 


THE ARO CORPORATION, BRYAN, OHIO, U.S.A 
































































PRODUCTION GRINDERS 



3" Grinders, 6,000, 9,000, 


12,000, 14,000, 17,000 R.P.M. 


STANDARD EQUIPMENT. Adjustable exhaust ring, built-in automatic 
oiler, female N.P.T.F. air inlet. Governor-controlled speed, ad¬ 

justed and sealed at factory. Safety-throttle models have spring-loaded 
throttles which shut off automatically when released. 


OPTIONAL EQUIPMENT. Listed below under Nos. I through 8. Any 
one group will be furnished with tool, as specified on order. Also avail¬ 
able at extra cost, 42162-1 Extension Spindle, 17" long, with collet. 
Recommended hose size, 


HOW TO ORDER. Specify model number and add correct dash number 
to show optional equipment desired. For example, Model 7600-AS3-2 
represents a grinder with safety throttle, 12,000 r.p.m. speed, with 37039 
3" Wheel Guard and 36934 Arbor for %” arbor-hole wheels. 


OPTIONAL EQUIPMENT GROUPS 


No. 

Components 

No. 

Components 

1 

33226-8 Precision Col¬ 

let for 1 Yi" x 1 Vi' wheels. 

5 

37292-2 Cone Wheel 
Adapter, %"-24 UNF-2A. 

2 

37039 3" Wheel Guard, 
36934 Arbor for %*' ar¬ 
bor-hole wheels. 

6 

37292-3 Cone Wheel 
Adapter, J^"-I3 UNC-2A. 

3 

37039 3" Wheel Guard, 
38362 Arbor for ar¬ 

bor-hole wheels. 

7 

37292-4 Cone Wheel 
Adapter, V 1 "-20 UNF-2A. 

4 

37292-1 Cone Wheel 

Adapter, %"-!6 UNC-2A. 

8 

37292-5 Cone Wheel 
Adapter. %"-ll UNC-2A. 



MODEL 7600-AS2-8, 9,000 R.P.M. 


Safety 

Throttle 

R.P.M. 

Wheel 

Capacity 

Spindle Thread 
Without 

Spindle 

Weight 

Length 



Model No. 


Vitr. 

Organic 

Attachment 

Offset 


7600-ASI 

6,000 

3" 

3" 

3 A"- 24 

Vi" 



7600-AS2 

9,000 

2W 

3" 

%"-24 

y," 

6.2 

lbs. 


7600-AS3 

12,000 

2" 

3" 

%"■ 24 

X" 

17%" 

7600-AS4 

14,000 

Wa" 

2 V 2 " 

24 

y," 

y." 

7600-AS5 

17,000 

ijt 

2 " 

%"■ 24 




Please read carefully USE OF ABRASIVE WHEELS AND ATTACHMENTS ON ARO GRINDERS on inside frorvt cover. 
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PRODUCTION GRINDERS 


6" Horizontal Grinders, 4,500, 5,000. 0,000 R.P.M. 

STANDARD EQUIPMENT. Magnesium housing, safety throttle, bolt-on con¬ 
struction with throttle handle adjustable to four positions at 90-degree intervals. 
Governor-controlled speed. Tandem ball bearings in front end of spindle, 
tandem needle bearings in center. Shielded wheel guard, and arbor for %" 
arbor-hole wheel. 

OPTIONAL EQUIPMENT. Models shown below are shipped with guard and 
flanges, indicated by part numbers, according to maximum permissible wheel 
size. Substitutions can be made, upon request, except that 9,000-r.p.m. models 
should not be used with any wheel larger than 4". 37946-1 Cone Wheel Adapter 
substituted at no cost. Recommended air hose size, Vi'. 



R.P.M. 

Model Number 

Wheel Capacity 

Length Over-all 

Drive 

Flange 

Outer 

Flange 

Standard 

Guard 

Wheel 

Guard 

Dia. 

Spindle 

Offset 

Spindle 

Thread 

Weight 

Air 

Inlet 

Straight 

Handle 

Safety 

Throttle 

Spade 

Handle 

Vitr. 

Org. 

Straight 

Handle 

Spade 

Handle 

4,500 

83I2-AS4 

83I2-D4 

5" 

6 " 

2 W 

21'A" 

37296 

37295 

37952 

6 " 

1 x- 

5 /a"-H 

10 lbs. 

X" 

6,000 

83I2-AS6 

83I2-D6 

4" 

6 " 

2 I%" 

2 l'/ 4 " 

37296 

37295 

37952 

6 " 


%"-l 1 

10 lbs. 

A" 

9,000 

83I2-AS9 

83I2-D9 

2Ji" 

4 M 

2 I%" 

21'A" 

37294 

37293 

37948 

4" 

\K' 

Ya'-U 

10 lbs. 

Vi 


8" Heavy Duty Horizontal Grinders, 4,100, 4,500, 6,000 R.P.M, 

STANDARD EQUIPMENT. Magnesium housing, safety throttle, bolt-on con¬ 
struction with throttle handle adjustable to four positions at 90 intervals. 
Governor-controlled speed. Tandem ball bearings in front end of spindle, 
tandem needle bearings in center. Flush fitting, J4" female N.P.T.F. air in¬ 
let with protective screen. Shielded wheel guard, arbor for %" arbor-hole 
wheel. 

OPTIONAL EQUIPMENT. Models shown below are shipped with guard and 
flanges, as indicated by part numbers, according to maximum permissible wheel 
size. Substitutions can be made upon request, except that 6,000-r.p.m. models 
should not be used with any wheel larger than 6". No-cost substitutions include 
37948 4" Guard with 37293-37294 Flanges, 37950 5" Guard with 37296-37295 
Flanges, or 37946-1 Cone Wheel Adapter. Recommended hose size, 

If 5"-diameter wheel guard is desired, specify No. 37041. Use with 37296- 
37295 Flanges. 


R.P.M. 

Model Numbers 

Wheel Capacity 

Length Over-all 

Drive 

Flange 

Outer 

Flange 

Std. 

Wheel 

Guard 

Wheel 

Guard 

Diameter 

Spindle 

Offset 

Spindle 

Thread 

Weight 

Air 

Inlet 

Straight 

Handle 

Spade 

Handle 

Vitr. 

Org. 

Spade 

Handle 

Straight 

Handle 

4,100 

8314-AS4 

83 I4-AD4 

6 " 

8 " 

2I*V' 

22 ^" 

36048 

31286 

40996 

8 " 

2Vn 

s /s"-n 

13 lbs. 

Vi" 

4,500 

8314-AS5 

8314-AD5 

5" 

8 " 

2W 

22 V," 

36048 

31286 

40996 

8 " 

2 Hi' 

%"-w 

13 lbs. 

Vi" 

6,000 

83 I4-AS6 

8314-AD6 

4" 

6 " 

2 %" 

22 ]/ a " 

37296 

37295 

37952 

6 " 

2 % 2 " 

Ya'-W 

13 lbs. 

Vi" 



MODEL 83I4-AD5, 4,500 R.P.M. 


000-Series Right-Angle Grinder with Short Head 



STANDARD EQUIPMENT. Quiet-exhaust air system, flush fittings for lubrication, 
A" female N.P.T.F. air inlet, A" capacity rubber-flex collet, 38109 Sanding Pad, 
2 " diameter with ]/£" shank. 


OPTIONAL EQUIPMENT. A" capacity rubber-flex collet can be substituted at 
no extra cost, for use with smaller sanding pads and abrasive wheels having A" 
shank. Recommended air hose size, 


Model 

No. 

R.P.M. 

Throttle 

Length 

Weight 

Spindle 

Offset 

Collet 

Capacity 

758l-E 

14,000 

Lever 

8A" 

2 lbs. 

Vi 

A" 
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RIGHT-ANGLE SANDERS AND POLISHERS 


|aro| 


22 and 2200-Series Right-Angle Sanders and Polishers 


STANDARD EQUIPMENT. All tools have side handle 
and flush fittings for lubrication. 31859-2 7" Sanding 
Pad, 30214 Pad Nut and 30855 Spanner Wrench fur¬ 
nished on sanders only. Wet Sanders have water nozzle 
and rubber shield. 22 and 2200-Series tools have speed 
regulators and 1/4" female N.P.T.F. 0-Series Tools have 


1/8" female N.P.T.F. air inlet. 37167 Flat Wrench fur¬ 
nished on 2200-Series Tools, 30131 on all others. 

OPTIONAL EQUIPMENT. Lamb's wool bonnet for 
polishers available at extra cost. Other sanding pads 
substituted at no cost. See page 13. Recommended 
hose size, 5/ 16". 


22-SERIES, ALUMINUM MOTOR HOUSING AND ANGLE HEAD 


Model 

No. 

Type 

R.P.M. 

Throttle 

Gear Re¬ 
duction 

Length 

Weight 
Less Pad 

Angle 

Head 

Spindle 

Thread 

7098-C 

Polisher 

1,500 

Lever 

Single 

W 

4.3 lbs. 

Alum. 

5/8”-11 

7096-C 

Sander 

3,500 

Lever 

Single 

W 

4.3 lbs. 

Alum. 

5/8"-II 

7334-LW 

Wet Sander 

1,500 

Lever 

Single 

9 v 2 - 

6.0 lbs. 

Alum. 

5/8"-11 


2200-SERIES, ALUMINUM MOTOR HOUSING AND ANGLE HEAD 


Model 

No. 

Type 

R.P.M. 

Throttle 

Gear Re¬ 
duction 

Length 

Weight 
Less Pad 

Angle 

Head 

Spindle 

thread 

7958-D 

Sander 

750 

Lever 

Double 

I23T 

5.3 lbs. 

Alum. 

5/8"-II 

7945-D 

Polisher 

1,500 

Lever 

Single 

I0%" 

4.4 lbs. 

Alum. 

5/8"-l 1 

7945-DW 

Wet Sander 

1,500 

Lever 

Single 

15%" 

6.5 lbs. 

Alum. 

5/8"-II 

7958-DW 

Wet Sander 

750 

Lever 

Double 

ibV," 

7.4 lbs. 

Alum. 

5/8"-11 

7944-D 

Sander 

3,500 

Lever 

Single 

io%" 

4.4 lbs. 

Alum. 

5/8"-11 

7939-D 

Sander 

6,000 

Lever 

Single 

I0%" 

4.4 lbs. 

Alum. 

5/8"-l1 



2200-Series Heavy Duty Right-Angle Sanders and Polishers 


STANDARD EQUIPMENT. Side handle, flush fittings for lubrication, 
built-in speed regulator, automatic oiler, 1/4" female N.P.T.F. air inlet. 
31859-2 7" Sanding Pad, 30131 Flat Wrench, 30855 Spanner Wrench, 
30214 Pad Nut. 

OPTIONAL EQUIPMENT. Other sanding pads substituted at no cost, 
lamb's wool bonnet for polishers available at extra cost. See page 13. 
Recommended hose size, 5/16". 



MODEL 7828-A SANDER 
3,750 R.P.M. 


Model 

No. 

Type 

R.P.M. 

Throttle 

Length 
Less Pad 

Weight 

Spindle 

Thread 

7827-A 

Sander 

3,200 

Lever 

14'/," 

5.2 lbs. 

5/8"-11 

7828-A 

Sander 

3,750 

Lever 

14/," 

5.1 lbs. 

5/8"-l 1 

7829-A 

Polisher 

1,750 

Lever 

14/," 

5.1 lbs. 

5/8"-II 
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RIGHT-ANGLE SANDERS AND POLISHERS 



33-Series Right-Angle Sanders and Polishers, 3,000, 4,500 and 6,000 R.P.M. 

GOVERNED 



MODEL 7654-AL3 SANDER 
6,000 R.P.M. 


STANDARD EQUIPMENT. Side handle, flush fitting for lubrication, 
built-in automatic oiler, 3/8" female N.P.T.F. air inlet with screen, 
31859-2 7" Sanding Pad, 30131 Flat Wrench, 30855 Spanner Wrench, 
30214 Pad Nut. 

OPTIONAL EQUIPMENT. Other types of sanding pads with 5/8"-l I 
arbor hole can be substituted for standard pad at no extra cost. 
Lamb's wool bonnet for polishing available at extra cost. See acces¬ 
sories on page 13. Recommended air hose size, 3/8". 



MODEL 7654-AS3 SANDER 
6,000 R.P.M. 


Model 

No. 

Type 

R.P.M. 

Throttle 

Drive 

Length 

Weight 

Angle 

Head 

Spindle 

Thread 

7654-AL3 

Governed 

6,000 

Lever 

Direct 

18V 

7 lbs. 

Malleable 

5/8"- II 

7654-AL2 

Governed 

4,500 

Lever 

Direct 

18V 

7 lbs. 

Malleable 

5/8"-11 

7654-ALI 

Governed 

3,000 

Lever 

Direct 

18V 

7 lbs. 

Malleable 

5/8"-II 

7654-AS3 

Governed 

6,000 

Safety 

Direct 

18V 

7 lbs. 

Malleable 

5/8”-l I 

7654-AS2 

Governed 

4,500 

Safety 

Direct 

18 V 

7 lbs. 

Malleable 

5/8”-11 

7654-AS 1 

Governed 

3,000 

Safety 

Direct 

18V 

7 lbs. 

Malleable 

5/8"- II 


8 


THE ARO CORPORATION, BRYAN, OHIO, U.S.A 

























VERTICAL GRINDERS AND SANDERS 



Low Profile Vertical Sander 


STANDARD EQUIPMENT. Furnished with 7" Diameter Spiral Faced Sanding Pad, Nut 
and Spanner Wrench. 


OPTIONAL EQUIPMENT. 40217 Regulator at extra cost. 


Model 

No. 

Type 

Throttle 

R.P.M. 

Spindle 

Offset 

Height 

Length 

Weight 

Spindle 

Drive 

8630-A 

Lever 

6,000 

CM 

4%" 

io 

7 y 2 ibs. 

i 



MODEL 8630-A SANDER 
6,000 R.P.M. 


Rotary and Rotary-Orbital Sander 


STANDARD EQUIPMENT. Furnished with 41487 4" Sanding Pad and 41491 Guard. 
30855 Spanner Wrench and built-in 36775 Air Regulator and 32854 Adapter. 


Model 

No. 

Type 

R.P.M. 

Spindle 

Thread 

Weight 

Height 

Length 

Offset 

Spindle 

Air 

Inlet 

8326 

Rotary 

12,000 

s /s"-n 

2.7 Ibs. 

3" 

4/4" 

_ 

'A" 

8327 

Rotary- 

Orbital 

12,000 

ii 

2.7 Ibs. 

3" 

4 3 /t" 


Va" 



MODEL 8326 SANDER 

ROTA RY 

MODEL 8327 SANDER 
ROTARY-ORBITAL 


High-Speed Vertical Grinders and Sanders 


STANDARD EQUIPMENT. Suspension bail, speed regulator, lever throttle, dead handle. 
8313-1 Grinder furnished with 39223 Guard for 3" depressed-center wheels and has neces¬ 
sary spacers, drive flange, lock nut, 38237 Spanner Wrench, Y106-4 Hex Socket Wrench. 
8313-2 Sander has 39282 Spindle Adapter (3/8"-24 female to 5/8"-l I male), 39283 Plain- 
Face 4” Dia. Sanding Pad, 31297 Flat Wrench, 30855 Spanner Wrench, Y-106-4 Hex Socket 
Wrench, 30214 Pad Nut. 8313-3 Sander has 39228 Adapter, 2]^" diameter, 39229 Pad 
Nut, necessary wrenches; used for rigid back-up on abrasive disc. 

OPTIONAL EQUIPMENT. None. Recommended hose size, 5/16". 


Model 

No. 

Type 

R.P.M. 

Throttle 

Length 

Height 

Weight 

Spindle 

Air Inlet 

8313-1 

Grinder 

18,000 

Lever 

8 " 

V/ t " 

4.7 Ibs. 

3/8"-24 

3/8" 

8313-2 

Sander 

18,000 

Lever 

8 " 

W 

4.7 Ibs. 

5/8"-II 

3/8" 

8313-3 

Sander 

18,000 

Lever 

8 " 

W 

4.7 Ibs. 

3/8"-24 

3/8" 



MODEL 8313-1 GRINDER 
18,000 R.P.M. 


Light-Weight Geared Vertical Sander 


STANDARD EQUIPMENT. Furnished with a 5" Sanding Pad, Pad Nut and Spanner Wrench, 
built-in Speed Regulator, Muffler (in Dead Handle),. An alternate Muffler (40192) can 
be used if the Dead Handle is not wanted. 


Model 

No. 

R.P.M. 

Throttle 

Length 

Height 

Weight 

Spindle 

Thread 

Air 

Inlet 

8613-1A 

4,000 

Lever 

OO CO 

6 " 

3.9 Ibs. 

X"- II 

X" 

85I3-2A 

2,100 

Lever 

6 " 

3.9 Ibs. 

X"-i 1 

X” 


NOTE — This tool should not be used as a grinder. 



MODEL 8513-1A SANDER 
4,000 R.P.M. 
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VERTICAL GRINDERS AND SANDERS 


I ® 

. 



MODEL 7025-GL-5 
1,500 R.P.M. 


7025-G Series Vertical Sanders 

STANDARD EQUIPMENT. Governor-controlled speed, choice of lever or 
trigger model, 2-position side handle with choice of 90 or 120 setting, 31859 
7" Sanding Pad, necessary wrenches, 1/2" female N.P.T.F. air inlet with screen. 

EXTRA-COST OPTIONS. Wet sanding attachment. 31860 9" Sanding Pad 
substituted, on request, at no cost. 


R.P.M. 

Lever Throttle 
Model No. 

Safety Throttle 
Model No. 

Maximum 

Pad Cap. 

Height 

Inches 

Weight, Lbs., 

Less Pad 

3,000 

7025-GL-9 

7025-GS-9 




2,500 

7025-GL-8 

7025-GS-8 




2,000 

7025-GL-7 

7025-GS-7 



7025-GL 

1,650 

7025-GL-6 

7025-GS-6 



5.8 

1,500 

7025-GL-5 

7025-G S-5 

9" 

6 % " 


1,250 

7025-GL-4 

7025-GS-4 



7025-GS 

1,000 

7025-GL-3 

7025-GS-3 



6.1 

850 

7025-GL-2 

7025-GS-2 




600 

7025-GL-l 

7025-GS-l 





7025-Series Vertical Grinders and Sanders 



MODEL 7025-KH5-D, 5,000 R.P.M. 


STANDARD EQUIPMENT. Governor-controlled speed, spring-loaded trigger 
for JH models only, 2-position side handle for 90 or 120-degree mounting, 
suspension bail, low-level exhaust noise, 1/2" fmale N.P.T.F. air inlet with 
screen, necessary wrenches. 

OPTIONAL EQUIPMENT. One wheel guard and flanges for grinding; set of 
flanges for wire brush; sanding pad and nut; or set of adapters for depressed- 
center wheel furnished as part of original tool at no cost; choice of one. 

HOW TO ORDER. Refer to page 11, find dash letter covering desired at¬ 
tachments, and add to model number. Model 7025-KH5-D, for example, would 
be furnished with 7" sanding pad, flange and nut. Do not use wire brush at¬ 
tachments with tools whose speed exceeds 6,000 r.p.m. 


R.P.M. 

Lever 
Throttle 
Model No. 

Safety 
Throttle 
Model No. 

Max. 

Wheel Size 

Max. Size 

Depressed 

Center 

Wheels 

Type-27 

Max. 

Sanding 

Pad 

Size 

Height 

Spindle 

Thread 

Weight 

Vitr. 

Org 

5,000 

7025-KL5 

7025-KH5 

4" 

4" 

7" 

7" 

6%" 

JT-ll 

5.5 lbs. 

6,000 

7025-KL6 

7025-KH6 

3" 

4" 

7" 

7" 

6 %" 

%"■ M 

5.5 lbs. 

7,600 

7025-KL8 

7025-KH8 

3" 

4" 

7" 

7" 

6 %" 

%"-n 

5.5 lbs. 

9,000 

7025-KL9 

7025-KH9 

— 

4" 

Not Avail. 

5" 

6%" 

5 A"-n 

5.5 lbs. 


REFER TO WHEEL MFR'S. SPEED RATING. 


8300-Series Grinders and Sanders 



STANDARD EQUIPMENT. Governor-controlled speed, built-in automatic oiler, 
2-position side handle for 90 or 120-degree mounting, low-level exhaust noise, 
I /2" female N.P.T.F. air inlet with screen, necessary wrenches. 

OPTIONAL EQUIPMENT. One wheel guard and flanges for grinding; set 
of flanges for wire brush; sanding pad and nut; or set of adapters for depressed- 
center wheel furnished as part of original tool at no cost; choice of one. 
Recommended hose size, 1/2". 

HOW TO ORDER. Refer to page 11, find dash letter covering desired attach¬ 
ments, and add to model number. Model 8300-AS4-B, for example, would be 
furnished with revolving wheel guard, flange and nut. Do not use wire brush 
attachments with tools whose speed exceeds 6,000 r.p.m. For Safety Lever Kit 
order 41741 at no extra cost. 


MODEL 8300-AS4-A, 4,500 R.P.M. 


R.P.M. 

Safety 
Throttle 
Model No. 

Lever 
Throttle 
Model No. 

Max. 

Wheel Size 

Max. Size 

Depressed 

Center 

Wheels 

Type-27 

Max. 
Sand. 
Pad Size 

Ht. 

Spindle 

Thread 

Weight 

Vitr. 

Org 

4,500 

8300-AS4 

8300-BL-4 

5" 

6 " 

9" 

9" 

nr 

5T-M 

7'A lbs. 

6,000 

8300-AS6 

8300-BL-6 

4” 

6 " 

9" 

9" 

7'A" 

%"■ ii 

7V 2 lbs. 

7,600 

8300-AS8 

8300-BL-8 

3" 

4" 

7" 

7" 

7'A" 

%"-u 

7V 2 lbs. 


REFER TO WHEEL MFR’S. SPEED RATING. 


Please read carefully USE OF ABRASIVE WHEELS AND ATTACHMENTS ON ARO GRINDERS on Inside front cover. 
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ATTACHMENTS FOR VERTICAL GRINDERS & SANDERS |ARo| 


HOW TO ORDER. When ordering original Vertical 
Tool, specify model number and add dash letter, found 
below, to indicate desired attachments. Left-hand column 
is for 7025-series tools, and right-hand column is for all 


others. To order a set of attachments only, without 
original tool, specify either 38557 or 37964 and add 
dash letter. Sanding pads furnished where shown. 
Wheels and brushes not furnished. 


SERIES 38557 FOR 7025-KL & KH TOOLS ON PAGE 10 



Revolving Guard For 
Threaded-Hole Cup Wheels 


Dash Letter 

For Wheel Size 

A 

4 x 3 x Vi-W UNC Thread 


A 37372 Flange | B 37353 Guard 



Stationary Guard For 
Threaded-Hole Cup Wheels 


Dash Letter 

For Wheel Size 

B 

4 x 3 x Y%-\ 1 UNC Thd. 


A 38582 Flange | B 32075 Guard 
Includes 32655 Wrench 



Guard and Adapters For 
Depressed-Center Wheels 


ncludes 32655 Wrench 



Dash Letter 

For Wheel Size 

c 

7 O.D. x V» I.D. 

A 38582 Flang. | B 37362 Spacer 
C 32753 Adapter Kit | D 38567 Guard 

Sanding Pads 

Dash Letter 

For Wheel Size 

D 

7 O.D. x Vi-W UNC Thd. 

E 

5 O.D. xV,- II UNC Thd. 


Includes 30855 and 32655 Wrenches 
A 38582 Flange | B 37362 Spacer | C 33003 Spacer | D 30214 Nut 
E 31859-2 Pad for Dash D. 32950 Pad for Dash E 



Stationary Guard For 
Plain-Hole Cup Wheels 


Dash Letter 

For Wheel Size 

G 

4 x 3 x V, I.D. 


A 37371 Flange | B 32075 Guard 
C 37233 Nut 
Includes 32655 Wrench 



Adapters For 
Cup-Wire Brushes 


Dash Letter 

Brush Size 

H 

5 O.D. 


A 38582 Flange | B 32079 Adapter 
C 32077 Adapter | D 37360 Nut 
Includes 32655 Wrench, 32777 Socket 


SERIES 37964 FOR 8300 TOOLS ON PAGE 10 



Revolving Guards For 
Threaded-Hole Cup Wheels 


Includes 32777 Socket 


Dash Letter 

For Wheel Size 

A 

4 x « : 

« Vi-W UNC Thd. 

B 

4 x 3 x 

Va-U UNC Thd. 

Wheel Size 

A Flange 

B Guard 

C Nut 

6'* 

37372 

37355 

37360 

4" 

37372 

37353 

37360 


P^JT 

--Tv 

iLoif 

Tfjjif puniin _ 

0 / ! I 

t \ 1 

T/rJ 

tx \ 


Stationary Guards For 
Threaded-Hole Cup Wheels 


A \ 


Dash Letter 


c 

D 


For Wheel Size 


Includes 32655 Wrench, 
32777 Socket 


6x4%x^-ll UNCThd. 
4x3x^-ll UNCThd. 


Wheel 

A 

B 

C 

Size 

Flange 

Guard 

Nut 

6 " 

37369 

32596 

37360 

4" 

37369 

37307 

37360 



Guard and Adapters For 
Depressed-Center Wheels 


Dash Letter 


For Wheel Size 


9 O.D. x Vt I.D. 
7 O.D. x % I.D. 


Includes 32655 Wrench 


Wheel 

A 

B 

C 

Size 

Flange 

Guard 

Adapter Kit 

9" 

37369 

33133 

32753 

7" 

37369 

33132 

32753 



Sanding Pads 


Dash Letter 

For Wheel Size 

G 

9 x Vi-W UNC Thread 

H 

1 x Vi-W UNC Thread 


Includes 30855-32655 
Wrenches 


A 37369 Flange | C 33003 Lockwasher 
B 37362 Spacer | E 30214 Pad Nut 
D 31860-2 Pad for -G, 

31859-2 Pad for -H 



Stationary Guards For 
Plain-Hole Cup Wheels 


Dash Letter 


For Wheel Size 


L 

M 

6 a 
4 3 

[ 4 y A ) 

< 3 x 

c % I.D. 

Vi I.D. 

Size 

A 

Flange 

B 

Guard 

c 

Flange 

Wrenches 

6" 

4" 

37370 

37371 

32596 

37307 

37359 

37233 

32655-30855 

32655-1 



Adapters For Cup-Wire Brushes 


Dash Letter 

Brush Size 

N 

6 O.D. 


A 37369 Flange 
C 32644 Adapter 


icludes 32655 Wrench 
and 32777 Socket. 

B 32079 Adapter 
I D 37360 Nut 


THE ARO CORPORATION, BRYAN, OHIO, U.S.A. 



































































































































































































PRODUCTION SANDERS 




Series 8444 and 8445 Orbital Sanders 8,000 C.P.M. 



MODEL 8444 



MODEL 8445 


Operates at 90 p.s.i. in 3/16"-diameter orbit. Main plate firmly 
secured to double-drive roll bearing. Will hold up to 12 sheets of 
abrasive paper. Flexible band suspension system gives highly efficient 
damping action. Normal exhaust beneath skirt. Diffuser and plug 
can also be switched to alternate rear exhaust. 

STANDARD EQUIPMENT. 1/4" female N.P.T.F. air inlet, one sanding pad. 

OPTIONAL EQUIPMENT. 37699 Dual Hose and Adapter on page 38 at extra 
cost. 41608-1 Water Attachment Kit for 8444 series at extra cost. Recommended 
air hose size, 5/16". 



r _ _ _ 


Sanding Pad 


Model 

rree 

Speed 

Height 

No. 

Type 

Length 

Width 

Weight 

8444 

8,000 CPM 

334" 

39800 

5/16" Felt 

5/16" Sponge Rubber 

7%" 

334" 

3.9 lbs. 

8444-1 

8,000 CPM 

334" 

39801 

7V2" 

334" 

334" 

3.9 lbs. 

8444-2 

8,000 CPM 

3 34" 

39802 

1 /2" Sponge Rubber 

1 /2" White Felt 

7V2" 

3.9 lbs. 

8444-3 

8,000 CPM 

3 34" 

39589 

7W 

334" 

3.9 lbs. 

8444-4 

8,000 CPM 

334" 

41360 

1 /2" White Sponge 

1 /2" Molded Rubr. 

71/2" 

334" 

334" 

3.9 lbs. 

8444-5 

8,000 CPM 

334" 

41980 

7V2" 

3.9 lbs. 

WET SANDERS 

8445 

8,000 CPM 

334" 

39801 

Sponge Rubber 

734" 

334" 

4.5 lbs. 

8445-1 

8,000 CPM 

434" 

39802 

34" Sponge Rubber 

734" 

334" 

334" 

4.5 lbs. 

8445-2 

8,000 CPM 

434" 

41360 

34" White Sponge 

7 34" 

4.5 lbs. 

8445-3 

8,000 CPM 

434" 

41980 

34" Molded Rubber 

734" 

334" 

4.5 lbs. 


Heavy 



MODEL 8310 WITH 2" CONTACT WHEEL 


Duty Belt Grinder, 7,000 S.F.M. 

Specially designed for fast, powerful grinding and finishing in one 
operation. Leaves no swirl marks. For finishing welds, cleaning forg¬ 
ings and castings, blending metal surfaces, removing surface imper¬ 
fections from metal or fiberglas. Grooved rubber contact wheel cools 
abrasive belt and maintains smooth cutting action over roughest sur¬ 
faces. Precision tracking adjustment. 

STANDARD EQUIPMENT. Governor, safety throttle with trigger and latch, side 
handle, shield for abrasive belt, 1/2" female N.P.T.F. air inlet; 37847-3 Contact 
Wheel, 2" wide x 4)4" diameter, 80 Shore A hardness, groove-to-land ratio 2 to I; 
37851-103 Abrasive Belt, 36 grit, 2" x 25%". 

OPTIONAL EQUIPMENT. Contact wheels shown below or 37970 Belt I" x 25}4", 
can be substituted, on request, at no extra cost. Recommended hose size, 3/8". 


OPTIONAL 4j4"-DIAMETER CONTACT WHEELS 


No. 

Width 

Durometer 

Groove-Land 

Ratio 

No. 

Width 

Durometer 

Groove-Land 

Ratio 

37847-2 

2 " 

50 Shore A 

1 to 1 

37969-1 

1 " 

70 Shore A 

1 to 1 

37847-1 

2 " 

70 Shore A 

1 to 1 

37969-2 

1 " 

90 Shore A 

3 to 1 

37847-4 

2 " 

90 Shore A 

3 to 1 






Model No. 

R.P.M. 

S.F.M. 

Belt C 

Min. 

Capacity 

Max. 

Width 

Height 

Weight 

Contact 

Wheel Size 

Air Inlet 

8310 

6,000 

7,000 

25" 

26" 

6 %" 

7 Hi" 

12.9 lbs. 

2 " x 4J4" Dia. 

1 /2" 



Heavy 


MODEL 831 l-B 


Duty Belt Sander, 1,800 S.F.M. 

Recommended for heavy-dufy industrial sanding applications on all flat- 
surface materials such as wood, metal or plastic. Powerful air motor 
maintains necessary speed under load. Exhaust is in forward direction 
to keep working surface clean. Swivel air inlet (not shown in illustration) 
can be locked in any position in 360-degree range to accommodate 
the air hose. 

STANDARD EQUIPMENT. Furnished complete as illustrated with 38524-103 Abra¬ 
sive Belt, 36-grit. Tension adjustment for belt. Screened air inlet, lubricant reser¬ 
voir for worm-and-gear drive. Spring-loaded trigger has lock-on button. 

OPTIONAL EQUIPMENT. None. Recommended hose size, 3/8". 


Model No. 

S.F.M. 

Length 

Height 

Weight 

Width 

Wheel Dia. 

Wheel Width 

Belt Size 

831 l-B 

1,800 

15342" 

S? 

00 

16% lbs. 

434" 

2 34" 

3" 

3" x 24" 


12 


THE ARO CORPORATION, BRYAN. OHIO, U.S.A 






































































GRINDER ACCESSORIES 



GRINDER ACCESSORIES 



Stationary Vertical Guards 


No. 

Wheel 

Size 

Used On 

32075 

4"x3" 

Vertical Grinders, Pg. 10. 

37307 

4"x3" 

Heavy-Duty Vertical 

32596 

6"x4%" 

Grinders, Page 10. 


Revolving 
Vertical Guards 



No. 

Wheel Type 

Wheel Size 

37353 

Threaded 

4" x 3" 

37355 

Threaded 

6 " x 4%" 


Horizontal 

Guards 



No. 

Wheel 

Dia. 

Clamp 

Dia. 

No. 

Wheel 

Dia. 

Clamp 

Dia. 

30569 

2 

\'A 

37039 

3 

1 % 

37037 

2 

i% 

37039-1 

3 

Wl 

37037-1 

2 

I'/i 

37948 

4 

2 

37900 

2 


37950 

5 

2 

37901 

2 


37952 

6 

2 

37038 

2Vi 

■% 

40996 

8 

2 

37038-1 

2 K 

\'/i 

41439 

3 

1 % 



PAD NUMBERS 

Dia. 

Face 

Arbor 

Hole 

Flexible 

Medium 

Rigid 

31859-1 

31859-2 

31859-3 

7" 

Spiral 

5/8"-II 

31860-1 

31860-2 

31860-3 

9" 

Spiral 

5/8"-l 1 

32809-1 

32809-2 

32809-3 

7" 

Plain 

5/8"-l 1 



32950 

5" 

Spiral 

5/8"-II 


38237 Universal Spanner 
(Not illustrated) 
Hinged type 6" long, with 
3/l6"-dia. pins. 


30855 Face 
Spanner 
Wrench 

Has l%" centers and 7/32"-dia. 
studs. For 30214 Pad Nut. 



Pin Spanner Wrenches, 7/32" dia. Studs 



No. 

Size 

32655 

2" Span 

32655-1 

I'A" Span 


Depressed-Center 
Wheel Guards 



No. 

Wheel 

Dia. 

Used On 


38567 

7" 

7025 Grinders 

Page 10. 


33132 

7" 

Heavy-Duty Vertical 


33133 

9" 

Grinders, Page 10. 





32753 Depressed- 
Center Adapters 

Has all components 
needed for attaching 
depressed-center wheel 
to vertical grinders. 



Open-End Wrenches 


No. 

Size 

30470 

13/32" 

31254 

5/16" 

39893 



32122 Collet Nut Wrench 

For disassembly of any collets 
having external wrench holes. 



32777 Hex Socket Wrench 

I" Hex. For Heavy-Duty Grind¬ 
ers and Wire Brush Tools. 


Radial Wire Brushes 


Extensions 



Wheel 


Drive 

Thick¬ 

Wire 

No. 

O.D. 

Dia. 

ness 

Size 

30246 

4" 

%" 

1 " 

.oils" 


Cup Wire Brushes 



No. 

Dia. 

Wire 

Size 

Used On 

32673 

6 " 

.014" 

Heavy Duty Vertical 




Grinders, Page 10. 

32078 

5" 

.014" 

Vert. Grinders, Pg. 10 



30216 Lamb's Wool Bonnet 

For buffing and polishing. Best 
quality pelt with heavy binding. 9" 
diameter. Use on 7" pad. Draw¬ 
string for fastening. 



30385 


Number 

Length 

Type 

Spindle 

Thread 

Wheel Guard 
Needed 

30385 

6 " 

JT Collet 

%"-24 

None 

30385-1 

6 " 

y A “ Collet 

X”- 24 


Arbors 



36934 40818 

See Inside Back Cover 


No. 

Arbor Size 

Fern. Thread 

Used On 

36934 

%" 

%"■ 24 

0 and 2200 Series 

40818 

Vs" 

*7-24 

22 Series 

38362 

Vi" 

24 

3" Grinders 

36934-1 

1" 

%"■ 24 

3" Grinders 
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GRINDER ACCESSORIES 


*; 


Adapters 



41207 30420 


Part No. 

Male Thd. 

Female Thd. 

Used On 

41207 

%-24 UNF 

%-24 UNF 

22 Series 

30420 

X-II 

M- 24 

22 and 2200 Series 


Series 32984 3-Pc. Collets, 3/8"-24 Thread 


Size 

Complete 

Collet 

Collet 

Sleeve 

1/8 -3/32 

32984-1 

32968-1 

5/32-1/8 

32984-2 

32968-2 

3/16-5/32 

32984-3 

32968-3 

7/32-3/16 

32984-4 

32968-4 

1/4 -7/32 

32984-5 

32968-5 

9/32-1/4 

32984-6 

32968-6 

5/16-9/32 

32984-7 

32968-7 

11/32-5/16 

32984-8 

32968-8 

3/8-11/32 

32984-9 

32968-9 


Collet Nut Collet Body 
32970 32969 



Cone Wheel Adapters 


No. 

Male 

Thd. Size 

Female 

Thd. Size 

37292-1 

3 A-\b 

^-24 

37292-2 

%■ 24 

3 /a-24 

37292-3 

'A-n 

%■ 24 

37292-4 

y,-2o 

%■ 24 

37292-5 

%- II 

%■ 24 



Series 30292 2-Pc. Collets, 5/l6"-24 Thread 


Size 

Complete 

Collet 

Body No. 

Nut No. 

1/4" 

30292-1 

30135-1 

30134 

1 /8" 

30292-2 

30135-2 

30134 

3/16" 

30292-3 

30135-3 

30134 

1 /2" 

30292-4 

30135-4 

30134-4 



Series 41755 3-Pc. Collets, 5/l6"-24 Thread 



Complete 

Collet 

Collet Body 

Size 

Collet 

Sleeve 

41754 

1 /8" 

41755-1 

41750-1 

3/16" 

41755-2 

41750-2 

Collet Nut 

1/4" 

41755-3 

41750-3 

41751 



Series 33225 Erickson 3-Pc. Collets, 5/l6"-24 Thread 


Size 

Complete 

Collet 

Collet 

Sleeve 

3/64-1/64 

33225-1 

31812-1 

5/64-3/64 

33225-2 

31812-2 

3/32-1/16 

33225-3 

31812-3 

1/8 -3/32 

33225-4 

31812-4 

5/32-1/8 

33225-5 

31812-5 

3/16-5/32 

33225-6 

31812-6 

7/32-3/16 

33225-7 

31812-7 

1/4 -7/32 

33225-8 

31812-8 



Collet Body Collet Nut 
33219 33220 


Series 32983 Erickson 3-Pc. Collets, 3/8"-24 Thread 



Complete 

Co! let 

Size 

Collet 

bleeve 

"""Lrfre 1 j finwiW-- 

3/64-1/64 

32983-1 

31812-1 


5/64-3/64 

32983-2 

31812-2 


3/32-1/16 

32983-3 

3I8IZ-3 r - 

1/8 -3/32 

32983-4 

31812-4 

5/32-1/8 

32983-5 

31812-5 Collet Body Collet Nut 

3/16-5/32 

32983-6 

31812-6 32542 

32541 

7/32-3/16 

32983-7 

31812-7 

1/4 -7/32 

32983-8 

31812-8 


Series 33226 Erickson 3-Pc. Collets, 3/8"-24 Thread 


Size 

Complete 

Collet 

Collet 

Sleeve 

3/64-1/64 

33226-1 

31812-1 

5/64-3/64 

33226-2 

31812-2 

3/32-1/16 

33226-3 

31812-3 

1/8 -3/32 

33226-4 

31812-4 

5/32-1/8 

33226-5 

31812-5 

3/16-5/32 

33226-6 

31812-6 

7/32-3/16 

33226-7 

31812-7 

1/4 -7/32 

33226-8 

31812-8 


Collet Body 
33218 


Collet Nut 
33220 



PRECISION COLLETS FOR 
GRINDER MODELS 7980-2 & 7114-E 
ON PAGES 1 & 2 


2-Pc. Collets, 3/8"-24 Thread 


Size 

Complete 

Collet 

Collet 
Body No. 

Collet 

Nut 

1/4" 

30731-1 

30730-1 

30134 

1 /8" 

30489-2 

30430 

30134 

3/16" 

30489-3 

30430 

30134 

3/8" 

32966-1 

32926-1 

30134-1 

1 /2" 

32966-2 

32926-2 

30134-1 





Capacity 



Capacity 

Collet No. 

Size 

Min. 

Max. 

Collet No. 

Size 

Min. 

Max. 

31812-1 

3/64" 

5/64" 

3/32" 

1/64" 

3/64" 

31812-5 

5/32" 

1 /8" 

5/32" 

3/16" 

31812-2 

3/64" 

5/64" 

3/32" 

31812-6 

3/16" 

7/32" 

1/4" 

5/32" 

31812-3 

1/16" 

31812-7 

3/16" 

7/32" 

31812-4 

1 /8" 

3/32" 

1 /8" 

31812-8 

7/32" 

1/4" 


Series 41753 3-Pc. Collets, 3/8"-24 Thread 



Complete 

Collet 

Size 

Collet 

Sleeve 

1 /8" 

41753-1 

41750-1 

3/16" 

1/4" 

41753-2 

41750-2 

41753-3 

41750-3 



Collet Body Collet Nut 
41752 41751 


41741 Safety Lever Kit 
(NOT ILLUSTRATED) 


Safety Lever is designed to replace standard lever on the 8300-AS 
series grinders. 
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PRODUCTION DRILLS 


000-Series Drills, Pistol Throttle 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40190 Muffler, two-stage safety- 
lock trigger, built-in oiler, flush fittings for lubrication, 1/4" female N.P.T.F. air inlet, chuck 
with key and wrench. 


OPTIONAL EQUIPMENT. Choice of 30509 3/16" Chuck or 31330 1/4" Light Duty Chuck; 
unless otherwise specified, original tool furnished with chuck size indicated by asterisk 
below. 37699 Dual-Hose and adapters for closed-air circuit available at extra cost. 
Recommended air hose size, 5/16". 


Model 

R.P.M. 

Length 

Height 

Weight 

Spindle 

Offset 

Spindle 

Thread 

Chuck Sizes 

7550-D 

7548-D 

7512-D 

7525-D 

7520-D 

550 

900 

2,700 

4,400 

19,000 

7 

m x 

6 *6 m 

6 Xt" 

W 

4%" 

4%" 

4%" 

4%" 

4%" 

2.1 lbs. 
2.1 lbs. 
1.9 lbs. 
1.9 lbs. 
1.9 lbs. 

11/16" 

11/16" 
11/16" 
11/16" 
11/16" 

3/8"-24 

3/8"-24 

3/8"-24 

3/8"-24 

3/8"-24 

3/16, 1/4* 

3/16. 1/4* 

3/16* 1/4 

3/16*. 1/4 
3/16* 1/4 


♦Standard chuck, furnished with original tool unless otherwise specified. 


TEMPLATE DRILL SPECIFICATONS 


Model 

No. 

R.P.M. 

Length 

Height 

Weight 

Spindle 

Offset 

Spindle 

Thread 

Retracted 

7525-DT 

4,400 

8'A" 

4%" 

1 lb. 15 oz. 

%" 

%"-24 

7V, 

7512-DT 

2,700 

8'A" 

4%" 

1 lb. 15 oz. 


3 /e"-24 

7% 


See Page 21 for ordering information. 




000-Series Drills, Lever Throttle 


STANDARD EQUIPMENT. Quiet-exhaust system with diffuser and shield, suspension 
bail, flush fittings for lubrication, 1/8" female N.P.T.F. air inlet, chuck with key and wrench. 


OPTIONAL EQUIPMENT. Choice of 30509 3/16" Chuck or 31330 1/4" Light Duty Chuck; 
unless otherwise specified, original tool furnished with chuck size indicated by asterisk be¬ 
low and 34798 Chuck Guard. 37459 Dual-Hose Adapter can be furnished in place of 
standard inlet and outlet, at no cost, if specified on original order. 37698 Dual-Hose and 
adapters for closed-air circuit available at extra cost. Recommended air hose size. 5/16 . 



MODEL 7519-D, 19,000 R.P.M. 


Model 

R.P.M. 

Length 

Weight 

Spindle 

Offset 

Spindle 

Thread 

Chuck Sizes 

755 l-D 
7549-D 
7517-D 
7524-D 
7519-D 

550 

900 

2,700 

4,400 

19,000 

7%" 

7 %" 
bVt‘ 

b%" 

b%" 

1.5 lbs. 

1.5 lbs. 

1.3 lbs. 

1.3 lbs. 

1.3 lbs. 

19/32" 

19/32" 

19/32" 

19/32" 

19/32" 

3/8"-24 

3/8"-24 

3/8“-24 

3/8"-24 

3/8"-24 

3/16, 1/4* 

3/16, 1/4* 

3/16*. 1/4 
3/16*. 1/4 
3/16*. 1/4 


♦Standard chuck, furnished with original tool unless otherwise specified. 



MODEL 7549-D, 900 R.P.M. 
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PRODUCTION DRILLS 


|/VRO| C 


0-Series Drills, Pistol Throttle 




MODEL 7364-D 
2,800 R.P.M. 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40191 Muffler, two-stage safety- 
lock trigger, built-in oiler, flush fittings for lubrication, 1/4" female N.P.T.F. air inlet. See 
asterisk in table below for standard chuck size furnished with each drill. 


OPTIONAL EQUIPMENT. 30509 3/16" chuck, 30209 1/4" chuck. 30510 5/16" chuck or 
30896 3/8" chuck can be substituted on request, at no cost. Any model can be furnished 
without extra cost, with No. I tapered spindle and 36953 No. I taper chuck with 40884 
Thread Guard. Thread guard, 40884, and 32703 Auxiliary Side Handle or 37699 Dual-Hose 
and adapters for closed-air circuit available at extra cost. Recommended air hose size, 


Model 

R.P.M. 

Rotation 

Length 

Height 

Weight 

Spindle 

Offset 

Spindle 

Thread 

Chuck Size 

7386-D 

2,100 

Fwd. 

7" 

5)4" 

2.4 lbs. 

%" 

24 

He. 'A*.He 

7364-D 

2,800 

Fwd. 

7" 

5)4" 

2.4 lbs. 

%" 

24 

He. 'A*. He 

7368-D 

4,500 

Fwd. 

7" 

5)4" 

2.4 lbs. 

%•' 

%"-24 

'A*. He 

7369-D 

16,000 

Fwd. 

7" 

5)4" 

2.4 lbs. 


%"-24 

He. 'A*. He 

7365-D 

500 

Fwd. 

8/4" 

5)4" 

2.9 lbs. 

%" 

H"-24 

'A. He*. 3 A 

7366-D 

800 

Fwd. 

8 J4 M 

s%" 

2.9 lbs. 

%" 

%"■ 24 

'A. He*. V, 

7367-D 

1,200 

Fwd. 

8/4" 

5)4" 

2.9 lbs. 

%" 

%"-24 

'A. He*. 3 /, 


^Standard chuck, furnished with original tool unless otherwise specified. 


REVERSIBLE DRILL 


7915-D 

1,500 

Rev. 

7" 

5 V," 2.5 lbs. 

%" $1 Taper 

1 /4" only 


0-Series Drills, Lever Throttle 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40191 Muffler, built-in speed 
regulator, flush fittings for lubrication, 1/8"' female N.P.T.F. air inlet, chuck in size indicated 
by asterisk, with key and wrench. 



MODEL 7141 -D, 4,500 R.P.M. 


OPTIONAL EQUIPMENT. Other size chuck substituted at no cost, upon request. Specify 
one of the following: 30509 3/16" Chuck, 30209 1/4" Chuck. 30896 3/8" Chuck, or 
30510 5/16" Chuck. Also available, at no extra cost, with tapered spindle and 36953 No. I 
Tapered Chuck. 37698 Dual Hose and Adapters for closed-air circuit at extra cost. 
Recommended air hose size, 5/16". 


HIGH-SPEED MODELS 


Model 

R.P.M. 

Throttle 

Length 

Weight 

Spindle 

Offset 

Spindle 

Thread 

Chuck Sizes 

7137-F 

2,800 

Lever 

7 3 A" 

2 lbs. 

'He" 

V ,"-24 

He. 'A*. He 

7141-D 

4,500 

Lever 

7 3 A" 

2 lbs. 

'He" 

% M -24 

He. 'A*. He 

7903-D 

16,000 

Lever 

7 3 A" 

2 lbs. 

%" 

H"-24 

He. 'A*. He 


HIGH-TORQUE MODELS 


Model 

R.P.M. 

Throttle 

Length 

Weight 

Spindle 

Offset 

Spindle 

Thread 

Chuck Sizes 

7253-D 

500 

Lever 

9" 

2.6 lbs. 

%" 

3 /,“- 24 

'A. He*. V, 

7256-F 

800 

Lever 

9" 

2.6 lbs. 

%" 

24 

'A. He*, y. 

7259-D 

1,200 

Lever 

9" 

2.6 lbs. 

%" 

V ,"-24 

'A. He*, y. 


^Standard chuck, furnished with original tool unless otherwise specified. 
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PRODUCTION DRILLS 



B. 

Single 

Reduction 

ioy$' 

B. 

Double 

Reduction 

u A" 

A. 

IA" 

c. 2 Hi" 


D. 

%" 

E. %" 


F. 

A" 

e. i" 



B. Single 

Reduction 

10 X" 

B. Double 

Reduction 

ii A" 

A. IA" 

C. 2W 


D. i V 

E. %'• 


F. A" 

g. r 



0-Series Flat-Angle Drills 



MODEL 7439-D2, NEEDLE BEARING HEAD 


STANDARD EQUIPMENT. Quiet-exhaust air system with 
40191 Muffler, suspension bail, built-in speed regulator, flush 
fittings for lubrication, angle head with 360° adjustment range, 
1/8" female N.P.T.F. air inlet. l/4"-28 female thread spindle 
furnished on all original models unless otherwise specified, 
but is ONLY size available on -D2 models. Choice of one 
collet: 33628 or 43497, described on page 21. 


OPTIONAL EQUIPMENT. 43494 Spindle can be 
furnished in any of 4 other thread sizes at no cost 
. . . see listing on page 21. Available at extra cost: 
33662 Tapered Chuck Adapter, page 21; 37698 
Dual-Hose and adapters for closed-air circuit on 
page 38. Recommended hose size, 5/16". 


nr 

G 

Jl. 



NOTE: Spindle Adapter 

Gears on D-2 models are 
not interchangeable with 
those used on D models. 


MODEL 

NUMBER 

— TYPE OF 

HEAD 

Gear 

Reduction 

Throttle 

Weight 

Capacity 

Plain 

Bearing 

R.P.M. 

Needle 

Bearing 

R.P.M. 

7438-D 

1,450 

7438-D2 

1,450 

Double 

Lever 

3.5 lbs. 

A" 

7439-D 

2,500 

7439-D2 

2,500 

Single 

Lever 

2.9 lbs. 

A" 

744 l-D 

3,300 

744I-D2 

3,300 

Single 

Lever 

2.9 lbs. 

A" 


1100-Series Pistol-Grip Drills 


STANDARD EQUIPMENT. Built-in automatic oiler, lubrication 
fitting, 1/4" female N.P.T.F. air inlet. For standard chuck 
furnished, see asterisk in table below. 


OPTIONAL EQUIPMENT. 30209 1/4" Chuck, 30510 5/16" 
Chuck or 30896 3/8" Chuck can be substituted, on request, 
at no extra cost. 39240 Adapter for drill guide available at 
extra cost. Recommended air hose size, 5/16". 



MODEL 8426-1 


DRILL ACCESSORIES 
BEGIN ON PAGE 21. 


Model No. 


8426-1 

8426-2 

8426-3 

8426-4 

8426-5 

8426-6 

8426-7 


R.P.M. 


18,000 

5,300 

3,250 

2,600 

1,550 

950 

575 


Length 


7Hi" 

7 %" 

m" 

7Hi" 

9" 

9 " 

9" 


Height 


5Hi" 

5Hi" 

5Hi" 

5Hi" 

5V 
5 V 
5V 


Weight 


3.25 

3.25 

3.25 

3.25 

3.75 

3.75 

3.75 


lbs. 

lbs. 

lbs. 

lbs. 

lbs. 

lbs. 

lbs. 


Spindle Offset 


IV 

I Hi" 
I Hi" 
I Hi" 
1 %" 
I Hi" 
I Hi" 


Spindle Thread 


X"-24 
A "-24 
A"-24 
A"-24 
A "-24 
X"-24 
A"-24 


Chuck Size* 

A* Hi A 
% Hi* A 
a Hi* a 
A 
A 
A 


Hi A* 
Hi A* 
% Hi A* 


•Standard chuck, furnished with original tool unless otherwise specified. 
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PRODUCTION DRILLS 


|aro| 


2200-Series High-Speed Drills 



MODEL 7850-D 
18,000 R.P.M. 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40192 
Muffler, flush fittings for lubrication, 1/4" female N.P.T.F. air inlet, 
chuck with key. Pistol-grip models have automatic oiler and safety 
button for locking in off-position. Lever-throttle models have built-in 
speed regulator and suspension bail. 37167 Wrench for all tools. 

OPTIONAL EQUIPMENT at no cost. 38103 Bail Assy, furnished for 
pistol-grip models, when requested, at no additional charge. Unless 
otherwise specified, drill will be shipped with chuck size indicated by 
asterisk * below. When requesting other size, state chuck number: 
33906, 1/4"; 33907, 5/16"; 30016, 3/8"; 30018, 1/2". Recommended 
air hose size, 5/16". 

Height of pistol-grip drills 6". All models have l/2"-20 spindle. 


Model 

No. 

R.P.M. 

Throttle 

Length 

Weight 

Spindle 

Offset 

Chuck Sizes 

7844-D 

18,000 

Pistol 

8X" 

3.9 lbs. 

i" 

X". %■•*. X" 

7845-D 

4,500 

Pistol 

8 JT 

3.9 lbs. 

i" 

X". %"•. X" 

7846-D 

2,400 

Pistol 

8X" 

3.9 lbs. 

r 

x'\ %••*. v%" 

7850-D 

18,000 

Lever 

9 Hi" 

3.2 lbs. 

%" 

X". K."*. x - 

785 l-D 

4,500 

Lever 

9%" 

3.2 lbs. 

%" 

X". X" 

7852-D 

2,400 

Lever 

9%" 

3.2 lbs. 

%" 

X". %"•. X" 


2200-Series High-Torque Drills 



MODEL 7855-D, 325 R.P.M. 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40192 
Muffler, flush fittings for lubrication, 1/4" female N.P.T.F. air inlet, 
chuck with key. Pistol-grip models have automatic oiler and safety 
button for locking in off-position; 37085 Auxiliary Handle furnished 
on all models having speeds of 325 and 600 r.p.m. Lever-throttle 
models have built-in speed regulator and suspension bail. 37167 
Wrench for all tools. 

OPTIONAL EQUIPMENT at no cost. 38103 Bail Assy, furnished for 
pistol-grip models, when requested, at no additional charge. Unless 
otherwise specified, drill will be shipped with chuck size indicated by 
asterisk * below. When requesting other size, state chuck number: 
33906, 1/4"; 33907, 5/16"; 30016, 3/8"; 30018, 1/2". Recommended 
air hose size, 5/16". 

Height of pistol-grip drills 6". All models have I /2"-20 spindle. 


Model 

No. 

R.P.M. 

Throttle 

Length 

Weight 

Spindle 

Offset 

Chuck Sizes 

7847-D 

1,100 

Pistol 

I0%" 

5.4 lbs. 

i" 

X,". X"*. X" 

7848-D 

600 

Pistol 

I0%" 

5.4 lbs. 

i" 

X"*. X" 

7849-D 

325 

Pistol 

I0%" 

5.4 lbs. 

r 

X"*, X" 

7853-D 

1,100 

Lever 

11%" 

4.7 lbs. 

%" 

X"* X" 

7854-D 

600 

Lever 

ll%" 

4.7 lbs. 

%" 

X"*. X" 

7855-D 

325 

Lever 

N%" 

4.7 lbs. 

%" 

X"*. X" 


Pistol-Grip Drills, 3/8 M -l/2 M Capacity 



Double-drive motor (Model 7450 only) is so designed that the rotor blades receive 
compressed air from two internal ports instead of one. Since the ports are diametrically 
opposite each other, a given rotor blade will receive two power impulses in each 
revolution. 

STANDARD EQUIPMENT. Built-in speed regulator, automatic oiler, 1/4" female 
N.P.T.F. air inlet, wrench, one standard chuck as indicated below. Adjustable auxiliary 
handle on Models 7450 and 7016. l/2"-20 spindle thread. Recommended hose size, 

5/16". 


Model 

Motor 

R.P.M. 

Weight 

Length 

Spindle 

Offset 

Capacity 

Standard 

Chuck 

7145 

Standard 

1,500 

5.8 lbs. 

7X" 

IX" 

X" 

30016 X" 

7016 

Standard 

1,000 

6.3 lbs. 

8X" 

IX" 

X" 

30018 X" 

7450 

Double Drive 

500 

6.3 lbs. 

8X" 

IX" 

X" 

30018 X” 
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RIGHT-ANGLE DRILLS 


0000-Series Right-Angle Drills with Short Head 


STANDARD EQUIPMENT. Suspension bail (not shown), Spindle drive 
as listed opposite each model, 39853 3/16" Air Hose, T long with 
cartridge filter. 30509 3/16" Chuck with key. Available in lever- 
throttle only. Air inlet 1/2". 


Model 

No. 

R.P.M 

Gear 

Reduction 

Length 

Height 

Weight 

Spindle 

Drive 

Spindle 

Offset 

8635-1 

14,000 

Single 

V/i" 

i'/r 

16 oz. 

K" Chuck 

A" 

8635-2 

14,000 

Single 

lVi' 

w 

16 oz. 

28 Fem.Thd. 

A" 

8634-1 

2,800 

Single 

iVi' 

2A" 

16 oz. 

Chuck 

A" 

8634-2 

2,800 

Single 

V/ 7 " 

w 

16 oz. 

%"-28 Fern. Thd. 

A" 



' 3 | §3 



□ 



1 ® 
B 

-Lc _ 


D 




A 7 A" 

B 1" 

1 c 2A " 

D 1 A" 

E A" 


000-Series Right-Angle Drills 

STANDARD EQUIPMENT. Quiet-exhaust air system with diffuser and 
shield, suspension bail, flush fittings for lubrication, 1/8" female 
N.P.T.F. air inlet, wrench, 30509 3/16" Chuck with key. 

OPTIONAL EQUIPMENT. 31330 1/4" Chuck with key or 40447 
Drive Spindle with I /4"-28 female thread can be substituted at no cost. 

37459 Dual-Hose Adapter can be furnished in place of standard inlet 
and outlet, at no cost, if specified on original tool order. 37698 Dual 
Hose and adapters for closed-air circuit available at extra cost. Recom¬ 
mended air hose size, 5/16". 


Model 

Throttle 

R.P.M. 

Weight 

Spindle 

Thread 

Chuck Size 

7567-D 

Lever 

14,000 

2.6 lbs. 

A"- 24 

Hr*. A" 

7568-D 

Lever 

2,800 

2.6 lbs. 

A"-24 

Hr*. A" 


♦Standard chuck, furnished with original tool unless otherwise specified. 




0-Series Right-Angle Drills with Short Head 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40191 
Muffler, suspension bail, built-in speed regulator, flush fittings for 
lubrication. 1/8" female N.P.T.F. air inlet, wrench, 31330 1/4" 
Chuck with key. 

OPTIONAL EQUIPMENT. 30509 3/16" Chuck, or 40447 Drive Spindle 
with l/4"-28 female thread, can be substituted at no cost. 37698 
Dual-Hose and adapters for closed-air circuit available at extra cost; 
see page 38. Recommended hose size, 5/16". 


Model 

Throttle 

R.P.M. 

Weight 

Spindle 

Thread 

Chuck Size 

7937-D 

Lever 

3,200 

2.7 lbs. 

A"- 24 

nr. A"* 

7936-D 

Lever 

12,000 

2.7 lbs. 

A"-24 

nr. A"* 


♦Standard chuck, furnished with original tool unless otherwise specified. 



MODEL 7936-D 
12,000 R.P.M. 



0-Series Right-Angle Drills 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40191 
Muffler, suspension bail, built-in speed regulator, flush fittings for 
lubrication, 1/8" female N.P.T.F. air inlet, wrench, 30209 1/4" Chuck 
with key. 

OPTIONAL EQUIPMENT. 30509 3/16" Chuck or 30510 5/16" Chuck 
can be substituted, on request, at no cost. 37698 Dual-Hose and 
adapters for closed-air circuit available at extra cost; see page 38. 
Recommended air hose size, 5/16". 


Model 

Throttle 

R.P.M. 

Weight 

Spindle 

Thread 

Chuck 

Sizes 

8433-10 

Lever 

1,000 

4 lbs. 4 oz. 

A"-24 

nr. a••* 

8433-21 

Lever 

2,100 

3 lbs. 12 oz. 

A"- 24 

nr. a-* 

8433-35 

Lever 

3,500 

3 lbs. 12 oz. 

A" 24 

nr. a-* 


♦Standard chuck, furnished with original tool unless otherwise specified. 
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H.D. RIGHT-ANGLE DRILLS & TAPPERS 


|aro| 


Heavy Duty 2200-Series Right-Angle Drills 



STANDARD EQUIPMENT. Adjustable exhaust sleeve, radial ad¬ 
justment on throttle handle, built-in speed regulator, automatic 
oiler, flush fittings for lubrication, 1/4" female N.P.T.F. air inlet, 
chuck with key. 

OPTIONAL EQUIPMENT. None. Recommended hose size, 5/16". 


LW 





Model 

Throttle 

R.P.M. 

Weight 

Spindle 

Thread 

Standard 

Chuck 

]y 

D-hH 





7830-A 

Lever 

450 

7.7 lbs. 

Vi'-20 

30018 Vi' 

7830-A, 7831-A 

A \5%" 

B 4" 

c i y t - 

d y, 

7831-A 

Lever 

950 

7.7 lbs. 

Vi'- 20 

30016 Vi' 

7832-A 

A 14" 

B 3 s / t " 

c iy," 

D Vi' 

7832-A 

Lever 

2,050 

5.5 lbs. 

Vi'- 24 

30510 Vi' 


Push-Pull Tappers, Slow Speed, High Torque 



MODEL 7292-D, 1,200 R.P.M. 



DRILL AND TAPPER ACCES¬ 
SORIES BEGIN ON PAGE 21. 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40191 Muffler, flush fittings for 
lubrication. Tapping head is in forward rotation when motor is running; reverses auto¬ 
matically when tool is pulled back. Pistol-grip models have two-stage trigger. All tappers 
have 31432 No. 10-5/16" Tapping Chuck with necessary wrenches. Lever and button- 
throttle tools have built-in speed regulator, suspension bail and 1/8" female N.P.T.F. air 
inlet. Pistol-grip tools have built-in automatic oiler and 1/4" female N.P.T.F. air inlet. 

OPTIONAL EQUIPMENT. 36976 Regulator & Adapter can be substituted for standard air 
inlet on pistol-grip tools at no cost, to provide air regulator. 31427 0-1/4" Tapping Chuck 
can be substituted at no cost; 32060 5/l6"-5/8" Tapping Chuck can be substituted at extra 
cost. Dual-Hose and adapters for closed-air circuit available at extra cost . . . 37699 for 
pistol-grip tools, 37698 for lever or button-throttle tools. Recommended air hose size, 5/16". 


Model 

R.P.M. 

Throttle 

Length 

Height 

Weight 

Air Inlet 

7429-D 

500 

Pistol 

12 " 

5 K" 

3.90 lbs. 

Vi' 

7287-D 

500 

Lever 

12 Vi' 


3.35 lbs. 

V* 

7430-D 

800 

Pistol 

12 " 

514" 

3.90 lbs. 

Vi' 

7288-D 

800 

Lever 

12 Vi' 


3.35 lbs. 

Vi' 

743 l-D 

1,200 

Pistol 

12 " 

5'A" 

3.90 lbs. 

Vi' 

7292-D 

1,200 

Lever 

12 Vi' 


3.35 lbs. 

Vi' 
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ACCESSORI 


ES 



Accessories for Flat-Angle Drills 

SERIES 33628 2-PIECE COLLETS (NON-PRECISION) 

l/4"-28 thread. Over-all length, less thread, 23/32". Use with 
33500-3 Spindle Adapter Gear. Listed sizes in stock, other sizes 
on special order, prices on application. Order by dash number. 



Drill 

Size 

Dash 

No. 

Drill 

Size 

Dash 

No. 

Drill 

Size 

Dash 

No. 

No. 10 

4 

No. 20 

14 

11/64 

62 

No. II 

5 

No. 21 

15 

3/64 

63 

No. 13 

6 

No. 30 

24 

1/4 

67 


Chuck 




No. 

Size 

Thread 

Key No. 

30442 

1/8" 

No. 0 Taper 
3/8"-24 

30442-K 

30509 

3/16" 

30509-K 

36953 

1/4" 

1/4" 

1/4" 

No. 1 Taper 

36953-K 

30209 

3/8"-24 

30209-K 

33906 

1 /2"-20 

33906-K 

30510 

5/16" 

5/16" 

3/8"-24 

30510-K 

33907 

l/2"-20 

l/2"-20 

33907-K 

30016 

3/8" 

3/8" 

30016-K 

30896 

3/8"-24 

30896-K 

30018 

1/2" 

l/2"-20 

30018-K 


Keyed 

Chucks 



40884 CHUCK GUARD FOR 0-SERIES DRILLS. 
34798 CHUCK GUARD FOR 000-SERIES DRILLS. 


I SERIES 43497 ONE-PIECE COLLETS, NON-PRECISION 

Has over-all length of 1/2 , with 9/32 -40 thread. 
Always use with 43494 Spindle Adapter Gear. 


Adapters 


No. 

Description 

30431 

y»"-2 4 

fern. 

X 

No. 0 Taper, 

i%" 

overall. 

30056 

3 A"-24 

male 

X 

%"-24 male, 

i%" 

W 

overall. 

30629 

H n - 24 

fern. 

X 

Vi'-lO male, 

overall. 

40847 

3 /b"-24 

fern. 

X 

H"-20 male, 

W 

overall. 



ORDER BY DASH NUMBER 


Dash 

No. 

Drill 

Size 

Collet 

Dia. 

Dash 

No. 

Drill 

Size 

Collet 

Dia. 

Dash 

No. 

Drill 

Size 

Collet 

Dia. 

7 

7 

.2010 

28 

28 

.1405 

49 

49 

.0730 

8 

8 

.1990 

29 

29 

.1360 

50 

50 

.0700 

9 

9 

.I960 

30 

30 

.1285 

51 

51 

.0670 

10 

10 

.1935 

31 

31 

.1200 

52 

52 

.0635 

11 

II 

.1910 

32 

32 

.1160 

53 

53 

.0595 

12 

12 

.1890 

33 

33 

.1130 

54 

54 

.0550 

13 

13 

.1850 

34 

34 

.1110 

55 

55 

.0520 

14 

14 

.1820 

35 

35 

.1100 

56 

56 

.0465 

15 

15 

.1800 

36 

36 

.1065 

57 

57 

.0430 

16 

16 

.1770 

37 

37 

.1040 

58 

58 

.0420 

17 

17 

.1730 

38 

38 

.1015 

59 

59 

.0410 

18 

18 

.1695 

39 

39 

.0995 

60 

60 

.0400 

19 

19 

.1660 

40 

40 

.0980 

161 

1/16 

.0625 

20 

20 

.1610 

41 

41 

.0960 

162 

5/64 

.0781 

21 

21 

.1590 

42 

42 

.0935 

163 

3/32 

.0937 

22 

22 

.1570 

43 

43 

.0890 

164 

7/64 

.1094 

23 

23 

.1540 

44 

44 

.0860 

165 

1/8 

.1250 

24 

24 

.1520 

45 

45 

.0820 

166 

9/64 

.1406 

25 

25 

.1495 

46 

46 

.0810 

167 

5/32 

.1562 

26 

26 

.1470 

47 

47 

.0785 

168 

11/64 

.1719 

27 

27 

.1440 

48 

48 

.0760 

169 

3/16 

.1875 


SERIES 33500 SPINDLE ADAPTER GEARS 

* The drive spindle of every Flat-Angle Drill is an in¬ 
ternal-threaded gear. These are available in 5 thread 
sizes for various types of attachments. Can be quickly 
inserted in flat-angle head after removal of bottom 


No. 

Thread 

Used With 

33500-1 

5-40 

Threaded shank aircraft drills. 

33500-2 

10-32 

Threaded shank aircraft drills. 

33500-3 

%"-28 

33628 Collets, 33662 Adapter, 
threaded shank aircraft drills. 

43494 

40 

33663 Collet. 

33500-5 

V'-24 

For threaded screwdriver bits. 


NOTE: Spindle Adapter Gears listed above will NOT fit a Dl or 
a D2 Flat-Angle Drill. Such models are furnished with l/4"-28 
thread only. 


33662 Taper Chuck Adapter 

34"-28 male thread, No. 0 Taper to fit 30442 
Chuck. 



Tapping Chucks — Positive Drive 


No. 

Capacity 

31427 

0-1/4". 

31432 

No. 10-5/16". 

5/l6"-5/8". Use with No. 32064 
No. 2 Taper Adapter. 

32063 



Threaded, Hex Ball-Lock Adapters 



No. 

30712 

No. 

31367 

Mtg. Thd. 

3/8"-24 

Mtg. Thd. 

l/2"-20 

Dr. Size 

1/4" Hex 

Dr. Size 

7/16" hex 


Drill Template — 000-Series 


WHEN ORDERING SPECIFY MODEL NUMBER 
PLUS DESIRED COLLET AND DRILL 
GUIDE NUMBERS. 


Drill 

Size 

Drill 

Guide No. 

Collet 

No. 

1/16 

42173-1 

31812-2 

3/32 

42173-2 

31812-3 

1/8 

42173-3 

31812-4 

5/32 

42173-4 

31812-5 

39 

42173-5 

31812-4 

7/64 

42173-6 

31812-4 
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ARO PRODUCTION SCREWDRIVERS AND NUTSETTERS 


CHOOSING THE PROPER CLUTCH OR DRIVE 


Aro Screwdrivers and Nutsetters are available with sev¬ 
eral types of clutches, each designed for a specific 
function. Choice of correct clutch is essential to maxi¬ 
mum speed and efficiency for any repetitive operation. 
The following descriptions are offered as aids to selection. 

ADJUSTABLE BALL CLUTCH (A) 

Available for 000, 0 and 2200-series models. Recom¬ 
mended for most torque-control jobs. Steel balls are 
spring-loaded and nested in mating clutch halves. De¬ 
clutching action is a rolling movement, with each ball 
sensing six detents in a single revolution. Wide range 
of adjustments, accurate settings. 

ADJUSTABLE TORQMATIC CLUTCH (B) 

Available for 000 and 0-series models. When clutch 
reaches preset torque limit it uncouples jaws and re¬ 
mains open until manual pressure is released. Remains 
uniform throughout infinite number of cycles, and cannot 
be overrun by operator. Clutch will open only when 
torque limit is reached, regardless of the amount of 
forward thrust. 


POSITIVE CLUTCH (C) 

Available for 0000, 000, 0 and 2200-series models. The 
positive clutch is generally used where torque setting 
is not critical, and where a quick, solid stop is desired. 
Clutch jaws are milled at a 25-degree angle to allow 
ratcheting when stall torque is reached. Beyond this 
point the jaws can be used, if desired, for impacting. 

DIRECT DRIVE 

Available in standard models for 0000, 000, 0 and 2200- 
series tools. Used for running threaded fasteners to 
absolute stall torque. 

RATCHETING ADJUSTABLE CLUTCH 

Available for 2200-series models and some 0-series 
right-angle models. An adjustable ratcheting clutch is 
used to obtain uniform torque control at the highest 
possible limits. 

AUTOMATIC SHUT-OFF CLUTCH 

Automatically shuts off motor when maximum torque is 
reached. 
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PRODUCTION SCREWDRIVERS AND NUTSETTERS 



Push-Throttle 0000-Series Screwdrivers-Nutsetters 

STANDARD EQUIPMENT. 39853 Air Hose, 7' long x 3/16" I.D. with 
cartridge filter, 30145-2 Bit, 39357-4 Finder. On adjustable-clutch models, 
gearing assemblies have integral drive jaw. 43967 Clutch Lubricant, in 
%-oz. tube, furnished with adjustable-clutch and automatic shut-off 
models. Air inlet 1/8" female N.P.T.F. 

OPTIONAL EQUIPMENT. Other size bladed bit and finder, or non- 
bladed bit and guide, substituted at no cost. Specify size and type. Also 
39383 Max. Torque Spring for adjustable clutch models, 40188 Max. 

Torque Spring or 40189 Min. Torque Spring for automatic shut-off models. 

40259 Magnetic Bit Holder at extra cost. 


FORWARD 

REVERSIBLE 


SPECIFICATIONS 

Model 

R.P.M. 

Clutch 

Length 

Model 

R.P.M. 

Clutch 

Length 

Spindle 

Offset 

Torque 

Lbs./ln. 

8604-A22 

2200 

Adjustable 

7" 

8605-A20 

2000 

Adjustable 

W 

1/2" 

1 1 Ibs./in. 

8604-D22 

2200 

Direct 

Drive 

6%" 

8605-D20 

2000 

Direct 

Drive 

w 

1/2" 

1 1 Ibs./in. 

8604-K22 

2200 

Automatic 

Shut-Off 

w 

8605-K20 

2000 

Automatic 

Shut-Off 

8%" 

1/2" 

1 1 Ibs./in. 

8604-AI3 

1300 

Adjustable 

7" 

8605-AI 1 

1100 

Adjustable 

7Hi" 

1/2" 

1 1 Ibs./in. 

8604-D13 

1300 

Direct 

Drive 

6%" 

8605-Dll 

1 100 

Direct 

Drive 

6%" 

1/2" 

1 1 Ibs./in. 

8604-KI3 

1300 

Automatic 

Shut-Off 

8 Vs" 

8605-KI1 

1 100 

Automatic 

Shut-Off 

8%" 

1/2" 

1 1 Ibs./in. 


Lever-Throttle 0000-Series Screwdrivers-Nutsetters 

STANDARD EQUIPMENT. 39853 Air Hose, 7' long x 3/16" I.D. with 
cartridge filter, 30145-2 Bit, 39357-4 Finder. On adjustable-clutch and 
positive-clutch models, gearing assemblies have integral drive jaw. On 
direct-drive models, gearing assemblies have integral bit holder. Air inlet 
I/8" female N.P.T.F. 

OPTIONAL EQUIPMENT. Other size bladed bit and finder, or non- 
bladed bit and guide, substituted at no cost. Specify size and type. Also MODEL 8606-D22 DIRECT DRIVE 

39383 Max. Torque Spring for adjustable clutch models. 40259 Magnetic 
Bit Holder at extra cost. 


FORWARD 

REVERSIBLE 


SPECIFIC 

NATIONS 

Model 

R.P.M. 

Clutch 

Length 

Model 

R.P.M. 

Clutch 

Length 

Spindle 

Offset 

Torque 

Lbs./ln. 

8606-A22 

2200 

Adjustable 

7Hi" 

8607-A20 

2000 

Adjustable 

7V 

1/2" 

1 1 Ibs./in. 

8606-D22 

2200 

Direct 

Drive 

6%" 

8607-D20 

2000 

Direct 

Drive 

6 %" 

1/2" 

11 Ibs./in. 

8606-AI3 

1300 

Adjustable 

7 %" 

8607-AI 1 

1 100 

Adjustable 

7%" 

1/2" 

1 1 Ibs./in. 

8606-D13 

1300 

Direct 

Drive 

6 %" 

8607-Dll 

1 100 

Direct 

Drive 

6%" 

1/2" 

11 Ibs./in. 




MODEL 8604-K22 AUTOMATIC SHUT-OFF CLUTCH 


0000-Series Screwdrivers-Nutsetters with Vacuum-Pickup 


Any 0000-Series Screwdriver listed on this page can be furnished 
with a vacuum piclc-up attachment. This consists of a venturi, 
plastic tube, modified clutch housing and vented finder. The 
standard venturi is furnished with a button throttle, which can be 
locked down. A lever throttle can be substituted at no extra cost. 

Only a single air hose connection is required, and standard Series 
30145 Bits are used. 

When ordering, add dash -I to model number. Then refer to 
table at right and specify finder desired. The tool will then be 
delivered with the corresponding size of bladed bit. 

For conversion of any Model 8604, 8605, 8606 or 8607 Screwdriver 
already in customer's possession, write for quotation, giving model 
number of tool. 



Finder No. 

Screw Size 

Use With 

Bit No. 

Finder No. 

Screw Size 

Use With 
Bit No. 

Pan 

Rd. 

Pan 

Rd. 

41196-1 

1 

1 

30145-1 

41 196-6 

6 

6 

30145-4 

41 196-2 

2 

2 

30145-1 

41 196-7 

7 

7 

30145-5 

41 196-3 

3 

3 

30145-1 

41 196-8 

8 

8 

30145-6 

41 196-4 

4 

4 

30145-2 

41 196-9 

10 

10 

30145-8 

41196-5 

5 

5 

30145-3 
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PRODUCTION SCREWDRIVERS AND NUTSETTERS 




000-1 Series Automatic Screwdrivers and Nutsetters 

STANDARD EQUIPMENT. Suspension bail, female N.P.T.F. air inlet, J4" hex 
bit holder, 3153 l-l Bit and 30334-4 Guide, 37167-1 Wrench. 



MODEL 8681-15 REVERSIBLE 




MODEL 8680-19 SINGLE DIRECTION 


OPTIONAL EQUIPMENT. Substituted at no cost: other size bit and guide, necessary 
components for nutsetter, including socket. Available at extra cost: No. 41364-2 
Bio-Mechanical Flange for reduction of manual fatigue. The flange fastens on the 
lower part of the housing. Recommended air hose size, 


Model 

Rotation 

R.P.M. 

Clutch 

Length 

Spindle 

Offset 

Weight 

Screw 

Size 

8680-15 

Fwd. 

1,900 

Automatic 

io% 

% 

1.7 lbs. 

4-10 

8680-17 

Fwd. 

1,150 

Automatic 

10% 

% 

1.7 lbs. 

4-10 

8680-19 

Fwd. 

700 

Automatic 

10% 

% 

1.7 lbs. 

4-10 

8680-25 

Fwd. 

1,900 

Ratchet 

10% 

% 

1.7 lbs. 

4-10 

8680-27 

Fwd. 

1,150 

Ratchet 

10% 

% 

1.7 lbs. 

4-10 

8680-29 

Fwd. 

700 

Ratchet 

10% 

% 

1.7 lbs. 

4-10 

8681-15 

Rev. 

1,700 

Automatic 

10% 

% 

1.7 lbs. 

4-10 

8681-17 

Rev. 

1,050 

Automatic 

10% 

% 

1.7 lbs. 

4-10 

8681-19 

Rev. 

600 

Automatic 

10% 

% 

1.7 lbs. 

4-10 

8681-25 

Rev. 

1,700 

Ratchet 

10% 

% 

1.7 lbs. 

4-10 

8681-27 

Rev. 

1,050 

Ratchet 

10% 

% 

1.7 lbs. 

4-10 

8681-29 

Rev. 

600 

Ratchet 

10% 

% 

1.7 lbs. 

4-10 


000-Series Screwdrivers and Nutsetters 


STANDARD EQUIPMENT. Quiet-exhaust, suspension bail, lubrication fitting, 
female N.P.T.F. air inlet, hex bit holder, 3153 l-l Bit and 30334-4 Guide, 
wrenches for adjustable clutch, finder adapter. 



MODEL 7502-D ADJ. CLUTCH 
FORWARD ROTATION 


OPTIONAL EQUIPMENT. Substituted at no cost: other size bit and guide, 
necessary components for nutsetter including socket; square-drive spindle and jaw 
assemblies on page 33. Recommended air hose size, 



R.P.M. 


2,700 

2,700 

2,700 

2,700 

2,700 

2,700 

2,700 

1,800 

1,800 

1,800 

1,800 

1,800 

900 

900 

900 

900 

900 

900 


FORWARD 


Throttle 


Clutch 


Pistol 

Pistol 

Pistol 

Pistol 

Lever 

Lever 

Lever 

Pistol 

Pistol 

Pistol 

Lever 

Lever 

Pistol 

Pistol 

Pistol 

Lever 

Lever 

Lever 


Adjustable 

Torqmatic 

Positive 

Direct Drive 

Adjustable 

Positive 

Direct Drive 

Adjustable 

Positive 

Direct Drive 

Adjustable 

Direct Drive 

Adjustable 

Torqmatic 

Direct Drive 

Adjustable 

Torqmatic 

Direct Drive 


ROTATION 


Gear 

Reduction 


Length 


Single 

Single 

Single 

Single 

Single 

Single 

Single 

Single 

Single 

Single 

Single 

Single 

Double 

Double 

Double 

Double 

Double 

Double 


834 " 
I OX*' 
8V," 
8 / 4 " 
W 
8 / 4 " 
8 / 4 " 
834 " 
8 %" 
8 '/," 
9X*“ 
8 / 4 " 
9%" 
■ W 

w 

lOXs" 

n V," 

9 3 A" 


Spindle 

Offset 


Weight 

1.7 lbs. 

2.5 lbs. 
1.7 lbs. 
1.7 lbs. 

1.5 lbs. 
1.4 lbs. 

1.4 lbs. 

1.7 lbs. 

1.6 lbs. 

1.6 lbs. 

1.5 lbs. 
1.4 lbs. 
2.0 lbs. 

2.8 lbs. 

1.9 lbs. 
1.8 lbs. 
2.3 lbs. 

1.7 lbs. 


Screw 

Size 


4-10 

2-8 

4-10 

2-8 

4-10 

4-10 

2-8 

4-10 

4-10 

2-8 

4-10 

2-8 

2-8 

4-10 

4-12 

2-8 

4-10 

4-12 


MODEL 7507-D 
ADJ. CLUTCH 
FORWARD ROTATION 


Model 


7507-D 
7507-DI 
7506-D 

7521- D 

7502- D 

7503- D 

7522- D 

7569- D 

7570- D 

7571- D 

7572- D 
7574-D 
7552-D 
7552-DI 

7554- D 

7555- D 
7555-DI 
7557-D 


MODEL 7500-C ADJUSTABLE CLUTCH 
REVERSIBLE 



SCREWDRIVER ACCESSORIES 
BEGIN ON PAGE 33. 


REVERSIBLE 


Model 

R.P.M. 

Throttle 

Clutch 

Gear 

Reduction 

Length 

Spindle 

Offset 

Weight 

Screw 

Size 

7515-D 

2,300 

Pistol 

Adjustable 

Single 

834" 

%" 

1.8 lbs. 

4-10 

7515-DI 

2,300 

Pistol 

Torqmatic 

Single 

io X*" 

%" 

2.6 lbs. 

2-8 

7514-D 

2,300 

Pistol 

Positive 

Single 

8'A" 

%" 

1.7 lbs. 

4-10 

7529-D 

2,300 

Pistol 

Direct Drive 

Single 

8V," 

%" 

1.7 lbs. 

2-8 

7500-C 

1,800 

Lever 

Adjustable 

Single 

9%" 

%" 

1.6 lbs. 

4-10 

7500-C 1 

1,800 

Lever 

Torqmatic 

Single 

ll'/s" 

%" 

2.1 lbs. 

2-8 

7501-C 

1,800 

Lever 

Positive 

Single 

9%" 

%" 

1.5 lbs. 

4-10 

7523-C 

1,800 

Lever 

Direct Drive 

Single 

9%'' 

%" 

1.5 lbs. 

2-8 

7558-D 

750 

Pistol 

Adjustable 

Double 

9%" 

%" 

2.1 lbs. 

2-8 

7558-DI 

750 

Pistol 

Torqmatic 

Double 

I IX*" 

%" 

2.9 lbs. 

4-10 

7559-D 

750 

Pistol 

Positive 

Double 

934" 

%" 

2.0 lbs. 

4-10 

7560-D 

750 

Pistol 

Direct Drive 

Double 

9'A" 

%" 

2.0 lbs. 

4-10 

756 l-C 

600 

Lever 

Adjustable 

Double 

m" 

%" 

1.9 lbs. 

2-8 

7561-Cl 

600 

Lever 

Torqmatic 

Double 

12 A" 

%" 

2.4 lbs. 

4-10 

7562-C 

600 

Lever 

Positive 

Double 

I0%- 

%" 

1.8 lbs. 

4-10 

7563-C 

600 

Lever 

Direct Drive 

Double 

I0%" 

%" 

1.8 lbs. 

4-10 
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PRODUCTION SCREWDRIVERS AND NUTSETTERS 


|aro| 


0-1 Series Automatic Screwdrivers and Nutsetters 


STANDARD EQUIPMENT. Suspension bail, 1/4" N.P.T.F. air inlet, 1/4" hex bit 
holder, 31531-2 Bit and 30334-1 Guide, 37167-1 Wrench. 

OPTIONAL EQUIPMENT. Substituted at no cost: other size bit and guide, 
necessary components for nutsetter. including socket. Available at extra cost: 
No. 41364-3 Bio-Mechanical Flange for manual fatigue reduction. The flange fastens 
on the lower part of the housing. Recommended air hose size, 5/16". 


Model 

Rotation 

R.P.M. 

Clutch 

Length 

Spindle 

Offset 

Weight 

Screw 

Size 

8700-AI5 

Fwd. 

1,800 

Automatic 

n% 

'% 

2.7 lbs. 

6-% 

8700-AI7 

Fwd. 

960 

Automatic 

n% 

% 

2.7 lbs. 

6-% 

8700-A25 

Fwd. 

1,800 

Ratchet 

n% 

'% 

2.7 lbs. 

6-% 

8700-A27 

Fwd. 

960 

Ratchet 

n% 

'% 

2.7 lbs. 

6-% 

870I-AI5 

Rev. 

1,700 

Automatic 

n% 

% 

2.7 lbs. 

6-% 

8701-A 17 

Rev. 

900 

Automatic 

n% 

'% 

2.7 lbs. 

6-% 

8701-A 19 

Rev. 

465 

Automatic 

n% 

% 

2.7 lbs. 

6-% 

870I-A25 

Rev. 

1,700 

Ratchet 

n% 

'% 

2.7 lbs. 

6-% 

870I-A27 

Rev. 

900 

Ratchet 

n% 

% 

2.7 lbs. 

6-% 


MODEL 8700-AI5, FORWARD 



MODEL 8701 -A17, REVERSIBLE 


0-Series Screwdrivers and Nutsetters, Lever Throttle 


STANDARD EQUIPMENT. Quiet exhaust, 40191 muffler, lubrication fitting, speed 
regulator, suspension bail, 1/8" female N.P.T.F. air inlet, 1/4" hex bit holder, 31531-2 
Bit and 30334-1 Guide, wrenches for adjustable clutch, guide adapter. 

OPTIONAL EQUIPMENT. Substituted at no cost: other size bit and guide, necessary 
components for nutsetter including socket; square-drive spindle and jaw assemblies on 
page 33 and 34. At extra cost, 37698 Dual Hose Assembly for closed-air circuit, 
page 38. Recommended air hose size, 5/16". 



MODEL 7330-D POSITIVE CLUTCH 


FORWARD ROTATION 


Model 

R.P.M. 

Clutch 

Gear 

Reduction 

Length 

Spindle 

Offset 

Weight 

Screw 

Size 

7329-D 

2,800 

Adjustable 

Single 

10" 

7/8” 

2.3 lbs. 

6-% 

7330-D 

2,800 

Positive 

Single 

9%" 

7/8" 

2.0 lbs. 

6-5(6 

798 l-D 

2,100 

Adjustable 

Single 

10" 

7/8" 

2.3 lbs. 

6-^ 

7982-D 

2,100 

Positive 

Single 

9%" 

7/8" 

2.0 lbs. 

6-K 

7983-D 

2,100 

Direct Drive 

Single 

9%" 

7/8" 

2.0 lbs. 

6-12 

7296-D 

1,200 

Adjustable 

Double 

1154" 

7/8" 

2.8 lbs. 

4-12 

7296-DI 

1,200 

Torqmatic 

Double 

1254" 

7/8" 

3.6 lbs. 

4-12 

7297-D 

1,200 

Positive 

Double 

10'%" 

7/8" 

2.5 lbs. 

6-12 

7476-D 

1,200 

Direct Drive 

Double 

10'%" 

7/8" 

2.5 lbs. 

8 -Va 

7300-DI 

800 

Torqmatic 

Double 

1254" 

7/8" 

3.6 lbs. 

6 -J4 


REVERSIBLE 


Model 

R.P.M. 

Clutch 

Gear 

Reduction 

Length 

Spindle 

Offset 

Weight 

Screw 

Size 

7987-D 

2,100 

Adjustable 

Single 

I0%" 

7/8" 

2.5 lbs. 


7988-D 

2,100 

Positive 

Single 

954" 

7/8" 

2.3 lbs. 

6 -'A 

7212-D 

1,500 

Adjustable 

Single 

I0%" 

7/8" 

2.5 lbs. 

4-12 

7212-DI 

1,500 

Torqmatic 

Single 

I2%" 

7/8" 

3.3 lbs. 

4-10 

7216-D 

1,500 

Positive 

Single 

954" 

7/8" 

2.3 lbs. 

4-10 

7332-D 

1,500 

Direct Drive 

Single 

954" 

7/8" 

2.3 lbs. 

6-12 

7213-D 

900 

Adjustable 

Double 

ll'%" 

7/8" 

3.0 lbs. 

4-10 

7213-D 1 

900 

Torqmatic 

Double 

I3%" 

7/8" 

3.8 lbs. 

4-10 

7217-D 

900 

Positive 

Double 

11'%" 

7/8" 

2.8 lbs. 

4-12 

7359-D 

900 

Direct Drive 

Double 

H’%" 

7/8" 

2.8 lbs. 

6-Va 

7214-D 

550 

Adjustable 

Double 

H'%" 

7/8" 

3.0 lbs. 

4-10 

7214-DI 

550 

Torqmatic 

Double 

I3%" 

7/8" 

3.8 lbs. 

4-12 



MODEL 7216-D POSITIVE CLUTCH 



MODEL 7213-D ADJUSTABLE CLUTCH 


SCREWDRIVER ACCESSORIES 
BEGIN ON PAGE 33. 
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PRODUCTION SCREWDRIVERS AND NUTSETTERS 



0-Series Forward Rotation Screwdrivers & Nutsetters, Pistol Throttle 




STANDARD EQUIPMENT. Quiet exhaust, 40191 Muffler, automatic oiler, lubrication 
fitting, 1/4" female N.P.T.F. air inlet, 1/4" hex bit holder, 31531-2 Bit and 30334-1 
Guide, wrenches for adjustable clutch, guide adapter. 


OPTIONAL EQUIPMENT. Substituted at no cost: other size bit and guide, necessary 
components for nutsetter including socket; square-drive spindle and jaw assemblies 
on page 34, 36976 Regulator in place of standard inlet to provide speed regulation. 
At extra cost: 37699 Dual-Hose Assembly for closed-air circuit, page 38. Recom¬ 
mended air hose size, 5/16". Also see Drill-Screwdrivers on page 45. 


Model 

R.P.M. 

Clutch 

Gear 

Reduction 

Length 

Spindle 

Offset 

Weight 

Screw 

Size 

7322-D 

2,800 

Adjustable 

Single 

w 

13/16" 

2.8 lbs. 

6-K. 

733 l-D 

2,800 

Positive 

Single 

8%s" 

13/16" 

2.3 lbs. 

6 -*; 

7479-D 

2,800 

Direct Drive 

Single 

W 

13/16" 

2.3 lbs. 

4-10 

7399-D 

2,100 

Adjustable 

Single 

w 

13/16" 

2.8 lbs. 

6 -Va 

7920-D 

2,100 

Positive 

Single 

8%" 

13/16" 

2.3 lbs. 

*>-'/* 

7919-D 

2,100 

Direct Drive 

Single 

8W 

13/16" 

2.3 lbs. 

6-12 

7294-D 

1,200 

Adjustable 

Double 

w 

13/16" 

3.4 lbs. 

4-12 

7294-DI 

1,200 

Torqmatic 

Double 

12'/," 

13/16" 

4.2 lbs. 

4-12 

7295-D 

1,200 

Positive 

Double 

9%" 

13/16" 

2.9 lbs. 

6-12 

7499-D 

1,200 

Direct Drive 

Double 

9%" 

13/16" 

2.9 lbs. 

e-y 4 

7298-D 

800 

Adjustable 

Double 

io 

13/16" 

3.4 lbs. 

4-10 

7298-DI 

800 

Torqmatic 

Double 

\2V," 

13/16" 

4.2 lbs. 

6 -y 4 

7299-D 

800 

Positive 

Double 

9%" 

13/16" 

2.9 lbs. 

8-y 4 

7900-D 

800 

Direct Drive 

Double 

9%" 

13/16" 

2.9 lbs. 

IO-% 

7302-D 

500 

Adjustable 

Double 

io y," 

13/16" 

3.4 lbs. 

4-10 


0-Series Reversible Screwdrivers & Nutsetters, Pistol Throttle 




MODEL 7277-D 
POSITIVE CLUTCH 


STANDARD EQUIPMENT. Quiet exhaust, 40191 Muffler, lubrication fitting, turn- 
button reversing action, 1/4" female N.P.T.F. air inlet, 1/4" hex bit holder, 31531-2 
Bit and 30334-1 Guide, wrenches for adjustable clutch, guide adapter. 

OPTIONAL EQUIPMENT. Substituted at no cost; other size bit and guide, 
necessary components for nutsetter including socket; square drive spindle and jaw 
assemblies on page 34. At extra cost, 37698 Dual-Hose Assembly for closed-air 
circuit, page 38. Recommended air hose size, 5/16". 


Model 

R.P.M. 

Clutch 

Gear 

Reduction 

Length 

Spindle 

Offset 

Weight 

Screw 

Size 

7984-D 

2,100 

Adjustable 

Single 

9" 

13/16" 

3.1 lbs. 

6 -y 4 

7985-D 

2,100 

Positive 

Single 

8%" 

13/16" 

2.6 lbs. 

s-y 4 

7986-D 

2,100 

Direct Drive 

Single 

8V," 

13/16" 

2.6 lbs. 

4-10 

7276-D 

1,500 

Adjustable 

Single 

9" 

13/16" 

3.1 lbs. 

4-12 

7277-D 

1,500 

Positive 

Single 

8/," 

13/16" 

2.6 lbs. 

4-10 

7398-D 

1,500 

Direct Drive 

Single 

8/," 

13/16" 

2.6 lbs. 

6-12 

7269-D 

900 

Adjustable 

Double 

I0%" 

13/16" 

3.7 lbs. 

4-10 

7269-DI 

900 

Torqmatic 

Double 

M%" 

13/16" 

4.5 lbs. 

4-10 

7270-D 

900 

Positive 

Double 

9%" 

13/16" 

3.2 lbs. 

4-12 

7908-D 

900 

Direct Drive 

Double 

9%" 

13/16" 

3.2 lbs. 

6-y 

7268-D 

550 

Adjustable 

Double 

I0%" 

13/16" 

3.7 lbs. 

4-10 

7268-DI 

550 

Torqmatic 

Double 

ll%" 

13/16" 

4.5 lbs. 

4-12 

7267-D 

550 

Positive 

Double 

9%" 

13/16" 

3.2 lbs. 

8-y 4 

7423-D 

550 

Direct Drive 

Double 

9%" 

13/16" 

3.2 lbs. 

io-*i 

7265-D 

350 

Adjustable 

Double 

I0%" 

13/16" 

3.7 lbs. 

4-8 

7265-DI 

350 

Torqmatic 

Double 

ll%" 

13/16" 

4.5 lbs. 

6-'A 

7266-D 

350 

Positive 

Double 

9%" 

13/16" 

3.2 lbs. 

io-*; 

7424-D 

350 

Direct Drive 

Double 

9%" 

13/16" 

3.2 lbs. 

io-*; 
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PRODUCTION SCREWDRIVERS AND NUTSETTERS 


2200-Series Screwdrivers & Nutsetters 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40192 Muffler, flush- 
fittings for lubrication, 1/4" female N.P.T.F. air inlet, 1/4" hex bit holder, 30145-10 
Bit, 36106-10 Finder for No. 10 Screw, wrenches for adjustable-clutch models, 
finder adapter in clutch housing. Pistol-grip models have built-in automatic oiler. 
Lever throttle tools have built-in speed regulator and suspension bail. 37085 Aux¬ 
iliary Handle furnished on positive-clutch pistol grip models having speeds of 325, 
600 and 1,100 r.p.m., also on lever-throttle model with positive clutch at 2,400 r.p.m. 
37167 Wrench furnished for all cam-face clutch and ball clutch models. 



OPTIONAL EQUIPMENT. 38103 Suspension Bail furnished for pistol-grip models 
at no cost, when specified. If tool is ordered as a nutsetter, we will substitute re¬ 
quested size of square-drive adapter, socket and guide. Standard square-drive size 
for nutsetters is 3/8" unless otherwise specified. Tools can also be furnished with 
5/16" hex bit holder or 7/16" hex ball-lock adapter. Recommended hose size, 5/16". 


CAPACITY — Up to 7/16" with positive clutch or adjustable ratcheting clutch. 


MODEL 7866-D, 600 R.P.M. 
ADJUSTABLE CLUTCH 


SCREWDRIVER ACCESSORIES 
BEGIN ON PAGE 33. 


Forward Rotation 


Model 

R.P.M. 

Clutch or Drive 

Throttle 

Length 

Weight 

Spindle 

Offset 

7856-D 

2,400 

Adj. Ball Clutch 

Pistol 

1054" 

4.8 lbs. 


7857-D 

1,100 

Adj. Ball Clutch 

Pistol 

12V 

5.7 lbs. 

a ll 

7858-D2 

600 

Adj. Ratchet Clutch 

Pistol 

12V 

5.7 lbs. 

1 11 

7859-D2 

325 

Adj. Ratchet Clutch 

Pistol 

12V 

5.7 lbs. 


7862-D 

600 

Positive Clutch 

Pistol 

I0H" 

5.5 lbs. 

1 11 

7863-D 

325 

Positive Clutch 

Pistol 

1054” 

5.5 lbs. 


7864-D 

2,400 

Adj. Ball Clutch 

Lever 

12" 

3.9 lbs. 

'V 

7865-D 

1,100 

Adj. Ball Clutch 

Lever 

13V 

4.8 lbs. 

'V 

7866-D 

600 

Adj. Ball Clutch 

Lever 

13V 

4.8 lbs. 

'V 

7867-D 

2,400 

Positive Clutch 

Lever 

1054" 

3.4 lbs. 

%" 

♦7867-DI 

2,400 

Direct Drive 

Lever 

1054" 

3.4 lbs. 

%" 

7868-D 

1,100 

Positive Clutch 

Lever 

12 V 

4.3 lbs. 

%" 

♦7868-DI 

1,100 

Direct Drive 

Lever 

12V 

4.3 lbs. 

’V 

7869-D 

600 

Positive Clutch 

Lever 

12 V 

4.3 lbs. 

%" 



Reversible 



Model 

R.P.M, 

Clutch or Drive 

Throttle 

Length 

Weight 

Spindle 

Offset 

7882-D 

3,200 

Adj. Ball Clutch 

Pistol 

1054" 

4.9 lbs. 

1 11 

7883-D 

1,700 

Adj. Ball Clutch 

Pistol 

1054" 

4.9 lbs. 

1 " 

7884-D 

800 

Adj. Ball Clutch 

Pistol 

I2%" 

5.8 lbs. 

1 11 

7885-D 

425 

Adj. Ball Clutch 

Pistol 

I2%" 

5.8 lbs. 

1 11 

7885-D2 

425 

Adj. Ratchet Clutch 

Pistol 

I2%" 

5.8 lbs. 


7887-D 

1,700 

Positive Clutch 

Pistol 

954" 

4.4 lbs. 


♦7887-DI 

1,700 

Direct Drive 

Pistol 

954" 

4.4 lbs. 


7888-D 

800 

Positive Clutch 

Pistol 

i IV 

5.3 lbs. 

1 ** 

♦7888-DI 

800 

Direct Drive 

Pistol 

i i V 

5.3 lbs. 

1 11 

7889-D 

425 

Positive Clutch 

Pistol 

i iV 

5.3 lbs. 

1 11 

7890-D 

3,200 

Adj. Ball Clutch 

Lever 

12V 

4.1 lbs. 

%" 

789 l-D 

1,700 

Adj. Ball Clutch 

Lever 

12 V 

4.1 lbs. 

'V 

7892-D 

800 

Adj. Ball Clutch 

Lever 

1354" 

5.0 lbs. 

%" 

7893-D 

425 

Adj. Ball Clutch 

Lever 

1354" 

5.0 lbs. 

%" 

7895-D 

1,700 

Positive Clutch 

Lever 

i o'V 

3.6 lbs. 

’V 

7896-D 

800 

Positive Clutch 

Lever 

1254" 

4.5 lbs. 

%" 

7897-D 

425 

Positive Clutch 

Lever 

1254" 

4.5 lbs. 

%" 


*%" Female Hex Drive is standard. 


MODEL 7892-D, 800 R.P.M. 
ADJUSTABLE CLUTCH 
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PRODUCTION SCREWDRIVERS AND NUTSETTERS 




0000-Series Right-Angle Screwdrivers & Nutsetters 



STANDARD EQUIPMENT. Suspension Bail (not shown), 1/8 female NPTF air inlet. 39853 
3/16" air hose T long with cartridge filter. 30145-4 bit and 36106-4 finder standard on 
all -36 models. 31 145-1 insert bit furnished on all -32 models. Choice of socket furnished 
on -31 models. Other size bits and finders furnished when specified by part number on 
original order. 

SINGLE DIRECTION 


Model 

R P.M. 

Torque 

Ibs./ft. 

Spindle Drive 

Weight 

Lbs. 

Length 

Inches 

Spindle 

Offset 

Inches 

Right 

Angle Ht. 

Inches 

8637-31 

1500 

1.0 

1 /4 Sq. Drive 

1.1 

7-11/16 

19/32 

1-7/32 

8637-32 

1500 

1.0 

1 /4 Hex Insert 

l.l 

7-11/16 

19/32 

1-7/32 

8637-36 

1500 

1.0 

1 /4 Hex Blade 

l.l 

7-5/8 

9/16 

3 

8636-31 

900 

1.8 

1 /4 Sq. Drive 

l.l 

7-1 1/16 

19/32 

1-7/32 

8636-31 

900 

1.8 

1 /4 Hex Insert 

l.l 

7-1 1/16 

19/32 

1-7/32 

8636-36 

900 

1.8 

1 /4 Hex Blade 

l.l 

7-5/8 

9/16 

3 


REVERSIBLE 


8640-3 1 

1400 

.8 

1 /4 Sq.'Drive 

l.l 

8-1/8 

19/32 

1-7/32 

8640-32 

1400 

.8 

1 /4 Hex Insert 

l.l 

8-1/8 

19/32 

1-7/32 

8640-36 

1400 

.8 

1 /4 Hex Blade 

l.l 

8-1/16 

9/16 

3 

8639-31 

800 

1.2 

1/4 Sq. Drive 

l.l 

8-1/8 

19/32 

1-7/32 

8639-32 

800 

1.2 

1 /4 Hex Insert 

l.l 

8-1/8 

19/32 

1-7/32 

8639-36 

800 

1.2 

1 /4 Hex Blade 

l.l 

8-1/16 

9/16 

3 


000-Series Right-Angle Screwdrivers & Nutsetters 



MODEL 7566-38, 1/4 FEMALE HEX INSERT 


STANDARD EQUIPMENT. Suspension Bail (not shown), 1/8 female NPTF 
air inlet. 39853 3/16" air hose 7' long with cartridge filter. 30145-4 bit 
and 36106-4 finder standard on all -36 models. 31 145-1 insert bit furnished 
on all -32 models. Choice of socket furnished on -31 models. Other size 
bits and finders furnished when specified by part number on original order. 

SINGLE DIRECTION 


Model 

R.P.M. 

Torque 

Cap. Ibs./ft. 

Spindle Drive 

Clutch 

Weight 

Lbs. 

Length 

Inches 

Spindle 

Offset 

Right 

Angle Ht. 

7565-31 

1600 

2.0 

1 /4 Sq. Drive 

None 

1.5 

8 

19/32 

1-7/32 

7565-32 

1600 

2.0 

1 /4 Hex Insert 

None 

1.5 

8 

19/32 

1-7/32 

7565-34 

1600 

2.0 

3/8 Sq. Drive 

None 

1.5 

8 

19/32 

1-7/32 

7565-36 

1600 

2.0 

1 /4 Hex Blade 

None 

1.6 

7-15/16 

9/16 

3 

7565-37 

1600 

1.2 

1 /4 Sq. Drive 

Adjustable 

2.0 

10-5/16 

19/32 

1-7/32 

7565-38 

1600 


1 /4 Hex Insert 

Adjustable 

2.0 

10-5/16 

19/32 

1-7/32 

7565-40 

1600 


3/8 Sq. Drive 

Adjustable 

2.0 

10-5/16 

19/32 

1-7/32 

7565-42 

1600 


1 /4 Hex Blade 

Adjustable 

2.1 

10-1/4 

9/16 

3 

7566-3 1 

550 

6.0 

1 /4 Sq. Drive 

None 

1.8 

9-1/8 

19/32 

1-7/32 

7566-32 

550 

6.0 

1 /4 Hex Insert 

None 

1.8 

9-1/8 

19/32 

1-7/32 

7566-34 

550 

6.0 

3/8 Sq. Drive 

None 

1.8 

9-1/8 

19/32 

1-7/32 

7566-36 

550 

6.0 

1 /4 Hex Blade 

None 

1.9 

9-1/16 

9/16 

3 

7566-37 

550 


1 /4 Sq. Drive 

Adjustable 

2.3 

11-7/16 

19/32 

1-7/32 

7566-38 

550 


1/4 Hex Insert 

Adjustable 

2.3 

11-7/16 

19/32 

1-7/32 

7566-40 

550 


3/8 Sq. Drive 

Adjustable 

2.3 

1 1-7/16 

19/32 

1-7/32 

7566-42 

550 


1 /4 Hex Blade 

Adjustable 

2.4 

11-3/8 

9/16 

3 


REVERSIBLE 


8296-3 1 

1250 

1.5 

1 /4 Sq. Drive 

None 

1.6 

8-3/4 

19/32 

1-7/32 

8296-32 

1250 

1.5 

1 /4 Hex Insert 

None 

1.6 

8-3/4 

19/32 

1-7/32 

8296-34 

1250 

1.5 

3/8 Sq. Drive 

None 

1.6 

8-3/4 

19/32 

1-7/32 

8296-36 

1250 

1.5 

1 /4 Hex Blade 

None 

1.7 

8-1 1/16 

9/16 

3 

8296-37 

1250 


1 /4 Sq. Drive 

Adjustable 

2.1 

11 

19/32 

1-7/32 

8296-38 

1250 


1 /4 Hex Insert 

Adjustable 

2.1 

11 

19/32 

1-7/32 

8296-40 

1250 


3/8 Sq. Drive 

Adjustable 

2.1 

11 

19/32 

1-7/32 

8296-42 

1250 


1 /4 Hex Blade 

Adjustable 

2.2 

10-15/16 

9/16 

3 

8297-31 

400 

4.0 

1 /4 Sq. Drive 

None 

1.9 

9-13/16 

19/32 

1-7/32 

8297-32 

400 

4.0 

1 /4 Hex Insert 

None 

1.9 

9-13/16 

19/32 

1-7/32 

8297-34 

400 

4.0 

3/8 Sq. Drive 

None 

1.9 

9-13/16 

19/32 

1-7/32 

8297-36 

400 

4.0 

1/4 Hex Blade 

None 

2.0 

9-3/4 

9/16 

3 

8297-37 

400 


1 /4 Sq. Drive 

Adjustable 

2.4 

12-1/8 

19/32 

1-7/32 

8297-38 

400 


1 /4 Hex Insert 

Adjustable 

2.4 

12-1/8 

19/32 

1-7/32 

8297-40 

400 


3/8 Sq. Drive 

Adjustable 

2.4 

12-1/8 

19/32 

1-7/32 

8297-42 

400 


1/4 Hex Blade 

Adjustable 

2.5 

12-1/16 

9/16 

3 


28 


THE ARO CORPORATION, BRYAN. OHIO, U.S.A 




















































PRODUCTION SCREWDRIVERS AND NUTSETTERS | ARCj| 


O-Series Right-Angle Screwdrivers & Nutsetters 



MODEL 7934-31 NUTSETTER, DIRECT DRIVE 


FOR BASIC DIMENSIONS 
SEE TABULATION BELOW 



MODEL 7934-36 SCREWDRIVER 
DIRECT DRIVE 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40191 
Muffler, speed regulator, suspension bail, lubrication fitting, 1/8" 
female N.P.T.F. air inlet, spindle drive as listed below opposite each 
model. 30145-8 Bit furnished with -36 and -42 models. Other 
models furnished with choice of one bit or socket; specify by part 
number. Clutch and screwdriver accessories begin on page 33. 


OPTIONAL EQUIPMENT. 37698 Dual-Hose and adapters for 
closed-air circuit available at extra cost; see page 38. Recom¬ 
mended air hose size, 5/16". 



FORWARD ROTATION 


Model 

R.P.M. 

Torque 

Cap. lbs./ft. 

Spindle Drive 

Clutch 

Weight 

Lbs. 

Length 

Inches 

Spindle 

Offset 

Right 

Angle Ht. 

7934-3 1 

1800 

5.1 

1 /4 Sq. Drive 

None 

2.4 

9-3/16 

19/32 

1-7/32 

7934-32 

1800 

5.1 

1 /4 Female Hex 

None 

2.4 

9-3/16 

19/32 

1-7/32 

7934-34 

1800 

5.1 

3/8 Sq. Drive 

None 

2.4 

9-3/16 

19/32 

1-7/32 

7934-36 

1800 

5.1 

1/4 Hex Blade 

None 

2.6 

9-1/8 

9/16 

3 

7934-37 

1800 


1 /4 Sq. Drive 

Adjustable 

2.9 

1 1-5/16 

19/32 

1-7/32 

7934-38 

1800 


1 /4 Female Hex 

Adjustable 

2.9 

11-5/16 

19/32 

1-7/32 

7934-40 

1800 


3/8 Sq. Drive 

Adjustable 

2.9 

1 1-5/16 

19/32 

1-7/32 

7934-42 

1800 


1 /4 Hex Blade 

Adjustable 

3.4 

11-1/4 

9/16 

3 


REVERSIBLE 


8299-31 

1300 

4.5 

1 /4 Sq. Drive 

8299-32 

1300 

4.5 

1 /4 Female Hex 

8299-34 

1300 

4.5 

3/8 Sq. Drive 

8299-36 

1300 

4.5 

1 /4 Hex Blade 

8299-37 

1300 


1 /4 Sq. Drive 

8299-38 

1300 


1 /4 Female Hex 

8299-40 

1300 


3/8 Sq. Drive 

8299-42 

1300 


1/4 Hex Blade 


None 

2.6 

9-3/4 

19/32 

None 

2.6 

9-3/4 

19/32 

None 

2.6 

9-3/4 

19/32 

None 

2.8 

9-11/16 

9/16 

Adjustable 

3.1 

11-7/8 

19/32 

Adjustable 

3.1 

11-7/8 

19/32 

Adjustable 

3.1 

11-7/8 

19/32 

Adjustable 

3.6 

11-13/16 

9/16 


1-7/32 

1-7/32 

1-7/32 

3 

1-7/32 

1-7/32 

1-7/32 

3 
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PRODUCTION NUTSETTERS 


0-Series Right-Angle Screwdrivers & Nutsetters, Heavy Duty 




MODEL 8431-10. NUTSETTER, DOUBLE-END, DOUBLE GEARED 


A I2%" 

B IX" 

C 1 X" 

D %" 


A 12 H" 

B IX" 

C 3W | 

D I'A" 

E IW 

| F % 


STANDARD EQUIPMENT, SCREWDRIVERS. Quiet-exhaust air 
system with 40191 Muffler, built-in speed regulator, suspension 
bail, flush fittings for lubrication, 1/8" female N.P.T.F. air inlet, 
1/4" hex bit holder, 30145-8 Bit, 36106-8 Finder for No. 8 screw, 
wrenches for adjustable clutch model. 

OPTIONAL EQUIPMENT SCREWDRIVERS. Substituted at no cost: 
other size bit and finder, necessary components for nutsetter, in¬ 
cluding socket; square drive spindle and jaw assemblies on page 33. 
At extra cost, 37699 Dual-Hose Assembly for closed-air circuit on 
page 38. Recommended air hose size, 5/16". 


STANDARD EQUIPMENT, NUTSETTERS. Quiet-exhaust air system 
with 40191 Muffler, built-in speed regulator, push-button reversing 
action (can be locked), suspension bail, flush fittings for lubrica¬ 
tion, 1/8" female N.P.T.F. air inlet, wrenches for adjustable-clutch 
model, 3/8" square drive; one square drive socket size to be 
specified. 

OPTIONAL EQUIPMENT NUTSETTERS. 1/4" Square Drive or 
Double End, 42242 Torque Clamp Assembly. 37698 Dual Hose and 
adapters for closed-air circuit available at extra cost. Recom¬ 
mended air hose size, 5/16". 


Type 

Model 

No. 

R.P.M. 

Drive 

Clutch 

Rotation 

Weight 

Screw 

Size 

Stall 

Torque 
Ft. Lbs. 

Nutsetter 

8431-3 

300 

Double 

Direct 

Fwd. 

4 lbs. 

12 -x 

29.5 

Nutsetter 

8431-4 

400 

Double 

Direct 

Fwd. 

4 lbs. 

10 -% 

24.0 

Nutsetter 

8431-6 

600 

Double 

Direct 

Fwd. 

4 lbs. 

8-% 

14.75 

Nutsetter 

8431-10 

1,000 

Double 

Direct 

Fwd. 

4 lbs. 

6-12 

9.0 

Nutsetter 

8431-21 

2,100 

Double 

Direct 

Fwd. 

3 lbs. 8 oz. 

4-10 

4.1 

Nutsetter 

8432-3 

300 

Single 

Direct 

Fwd. 

4 lbs. 

12 -X 

32.8 

Nutsetter 

8432-4 

400 

Single 

Direct 

Fwd. 

4 lbs. 

10 -X 

26.6 

Nutsetter 

8432-6 

600 

Single 

Direct 

Fwd. 

4 lbs. 

8 -H, 

16.3 

Nutsetter 

8432-10 

1,000 

Single 

Direct 

Fwd. 

4 lbs. 

6-12 

10.0 

Nutsetter 

8432-21 

2,100 

Single 

Direct 

Fwd. 

3 lbs. 8 oz. 

4-10 

4.8 

Nutsetter 

8434-6 

600 

Single 

Adi. 

Fwd. 

4 lbs. 12 oz. 

2-10 


Nutsetter 

8434-10 

1,000 

Single 

Adj. 

Fwd. 

4 lbs. 12 oz. 

4-12 


Nutsetter 

8434-21 

2,100 

Single 

Adj. 

Fwd. 

4 lbs. 4 oz. 

6 -Va 


Nutsetter 

8435-6 

600 

Double 

Adj. 

Fwd. 

4 lbs. 12 oz. 

2-10 


Nutsetter 

8435-10 

1,000 

Double 

Adj. 

Fwd. 

4 lbs. 12 oz. 

4-12 


Nutsetter 

8435-21 

2,100 

Double 

Adj. 

Fwd. 

4 lbs. 4 oz. 

6-34 


Screwdriver 

8436-6 

600 


Positive 

Fwd. 

4 lbs. 4 oz. 

8-% 


Screwdriver 

8436-10 

1,000 


Positive 

Fwd. 

4 lbs. 4 oz. 

6-12 


Screwdriver 

8436-21 

2,100 


Positive 

Fwd. 

3 lbs. 12 oz. 

4-10 


Screwdriver 

8437-6 

600 


Adj. 

Fwd. 

5 lbs. 4 oz. 

2-10 


Screwdriver 

8437-10 

1,000 


Adj. 

Fwd. 

5 lbs. 4 oz. 

4-12 


Screwdriver 

8437-21 

2,100 


Adj. 

Fwd. 

4 lbs. 12 oz. 

6-34 


Screwdriver 

8438-7 

700 


Positive 

Rev. 

4 lbs. 8 oz. 

6 -Ji 


Screwdriver 

8438-14 

1,450 


Positive 

Rev. 

4 lbs. 

4-12 


Screwdriver 

8439-7 

700 


Adj. 

Rev. 

5 lbs. 8 oz. 

2-10 


Screwdriver 

8439-14 

1,400 


Adj. 

Rev. 

5 lbs. 

4-12 
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PRODUCTION NUTSETTERS 


| AIR olj 


2200-Series Right-Angle Nutsetters, Direct Drive, Reversible 


STANDARD EQUIPMENT. Quiet exhaust, 40192 Muffler, speed regulator, turn- 
button reversing action, lubrication fittings, aluminum motor housing, malleable- 
iron angle housing, 1/4" female N.P.T.F. air inlet, suspension bail, 1/2" square 
drive, one socket. 

OPTIONAL EQUIPMENT. Substituted at no cost: No. 35630 3/8" square drive. 
Recommended air hose size, 5/16". 


Model 

R.P.M. 

Stall 

Torque 

Ft. Lbs. 

Gear 

Reduction 

Weight 

Capacity 

7960-D 

325 

37.0 

Double 

6.4 lbs. 

3/8" 

3/8" 

796l-D 

600 

20.0 

Double 

6.4 lbs. 


A 1 V t " 

1 B I3%" 

C l>%" 

1 D '%" 



MODEL 7960-D, 325 R.P.M. 



2200-Series Heavy Duty Right-Angle Nutsetters, Direct Drive 


STANDARD EQUIPMENT. Adjustable exhaust sleeve, radial adjustment on 
throttle handle, built-in speed regulator, automatic oiler, flush fittings for 
lubrication, 1/4" female N.P.T.F. air inlet, 1/2" square drive. 

OPTIONAL EQUIPMENT. No. 35630 3/8" square drive can be substituted at 
no cost. One 1/2" square drive socket furnished at no cost. Specify by part 
number, see page 37. Recommended hose size, 5/16 . 



Model 

R.P.M. 

Stall Torque 
Ft. Lbs. 

Gear 

Reduction 

Weight 

Capacity 

7824-A 

450 

39.0 

Double 

6.7 lbs. 

1/2" 

7825-A 

800 

21.0 

Double 

6.7 lbs. 

3/8" 

7826-A 

1,750 

9.7 

Single 

5.3 lbs. 

1/4" 


Double Reduction 

A 2%" 

B 15 V," 

C l%- 

D '%" 

Single Reduction 

A 2%" 

B 

C l%" 

D %" 



T 

A 

i 


55-Series Heavy-Duty Right-Angle Nutsetters, Direct-Drive 


Square drive has double-bearing support. Adjustment screw allows an increase 
or decrease in lever throttle movement. Throttle handls can be positioned in 
increments of 90 degrees. Torque-absorbing arm, recommended for high- 
torque applications, protects operator against strain when dead stall is reached. 

STANDARD EQUIPMENT. Adjustable handle, double-reduction gearing, adjust¬ 
able lever stroke, flush fitting for lubrication, 1/2" female N.P.T.F. air inlet with 
screen, 5/8" square drive. 

NO-COST OPTIONS. 42901 Torque-Absorbing Arm and eyebolt, or 1/2" 
square drive, furnished when requested. Recommended hose size, 1/2". 


Model 

R.P.M. 

Torque 

Cap. 

Lbs./Ft. 

Wt. 

Lbs. 

Drive Type 
& Size 

Spind. 

Offset 

Length 

Max. 

Bolt 

Cap. 

7660-AL1 

275 

150 

14.5 


I'/s 

20% 

% 

7660-AL2 

475 

95 

14.5 


l'/s 

20% 

'% 

7660-AL3 

675 

70 

14.0 

5/8" Sq. 

% 

20% 

% 

7660-AL4 

800 

55 

14.5 

Single End 

l'/e 

20% 

A 

7660-AL5 

1,350 

35 

1 1.7 


'% 

18 % 

% 

7661-ALI 

275 

150 

14.6 


IV, 

20% 

% 

766I-AL2 

475 

95 

14.6 

5/8" Sq. 

■ X 

20% 

% 

766I-AL3 

675 

70 

14.1 

Double End 

% 

20% 

% 

766I-AL4 

800 

55 

14.6 


i X 

2% 

A 

766I-AL5 

1,350 

35 

1 1.8 


% 

18 % 




MODEL 7660-AL8, 850 R.P.M. 



MODEL 7660-AL8 WITH 42901 
TORQUE ABSORBING ARM & CLAMP 
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PRODUCTION NUTSETTERS 



000-Series Flat-Angle Nutsetter 




SCREWDRIVER ACCESSORIES 
BEGIN ON PAGE 33. 


STANDARD EQUIPMENT. Quiet-exhaust air system with diffuser and shield, 
suspension bail, flush fittings for lubrication, 1/8" female N.P.T.F. air inlet, angle 
head with 360° adjustment range. Flat-angle head equipped with 33532-5 3/8" 
Hex Socket Spindle Gear. Through-socket allows tool to be inverted for reverse 
rotation. 

OPTIONAL EQUIPMENT. 33542 1/4" Sq. Drive Adapter furnished on request 
at no cost. 37549 Adapter for dual hose substituted at no cost; Dual Hose 
Assemblies at extra cost. See page 33 for optional spindles. Recommended 
hose size, 5/16". 


Model 


Weight 

Screw 

Size 

A l%" 

| B I0%" 

R.P.M. 


C 2 %" 

D 29/32" 

7509-D 

1,600 

2.6 lbs. 

4-10 

E 43/64" 

F 17/32" 


0-Series Flat-Angle Nutsetters 



MODEL 7453-D, 850 R.P.M. 


STANDARD EQUIPMENT. Quiet-exhaust air system with 40191 Muffler, suspen¬ 
sion bail, built-in speed regulator, flush fittings for lubrication, angle head with 
360° adjustment range, 1/8" female N.P.T.F. air inlet, 33532-5 3/8" Hex Socket 
Spindle Gear. 

OPTIONAL EQUIPMENT. 33542 1/4" Sq. Drive Adapter furnished on request 
at no cost. Dual-Hose Assemblies at extra cost. See page 33 for optional 
spindles. Recommended hose size, 5/16". 



Model 

R.P.M. 

Weight 

Capacity 

B 

II" Single Red, I2J4" Double Red 

7456-D 

1,450 

2.90 lbs. 

1/4" 

A 

iy 4 " 1 c 2| D %" 

7453-D 

850 

3.40 lbs. 

1/4" 

E 

1 F %" 


Optional Spindles for Flat-Angle Nutsetters 



Flat-Angle Nutsetters are furnished with 33532-5 3/8" hex spindle. 
Any spindles listed below will be substituted on original tool order, 
when requested, at no extra cost. 


No. 

Hex 

No. 

Hex 

No. 

Hex 

33532-1 

V* 

33532-5 

% 

33532-9 

'A 

33532-2 

% 

33532-6 

% 

33532-10 

% 

33532-3 

% 

33532-7 

% 

33532-11 

% 

33532-4 

% 

33532-8 

% 




32 


THE ARO CORPORATION, BRYAN, OHIO, U.S.A. 














































































ACCESSORIES 


|aro| 


SCREWDRIVER ACCESSORIES 


43967 CLUTCH LUBRICANT. Molybdenum disulphide 
base. Furnished in I /2-oz. tube with directions for use. 
Recommended for adjustable-clutch jaws. Can also be 
used effectively with 25-degree positive clutch jaws. 


000-Series Adjustable Ball-Type Clutches 



A | B HOUSING WITH HOUSING WITH 

GUIDE ADAPTER FINDER ADAPTER 


A 

Adjustable 

Clutches 

Adjustable clutch with standard 
spring and 90° drive jaw. 

Adjustable clutch with heavy duty 
spring and 90° drive jaw. 

36511 

365IM 

B 

Bit Holder and 90° Driven Jaw. 

36518 

Driven 

1/4" Hex Ball Lock Adapter and 


Jaw 

90° Driven Jaw. 

37792-2 

Assemblies 

90° jaw, 1/4" square drive. 

38814-2 


90° jaw, 3/8" square drive. 

38814-4 


Housing and Finder Adapter Assy. 

36793 

Housing 

Housing and Guide Adapter Assy. 

36795 

Assemblies 

Housing and Guide Adapter Assy. 



for 1/4" Hex Ball Lock Adapter. 

36795-1 


000-Series Adjustable Torqmatic Clutches 



A I B HOUSING WITH 

FINDER ADAPTER 


A 

Adjustable 

Torqmatic 

Clutches 

Torqmatic clutch with heavy duty 
spring and 90° drive jaw. 

Torqmatic clutch with light duty 
spring and 90° drive jaw. 

Torqmatic clutch with extra-light 
duty spring and 90° drive jaw. 

38432-1 

38432-2 

38432-3 

B 

Bit Holder and 90° Driven Jaw. 

36518 

Driven 

1/4" Hex Ball Lock Adapter and 


Jaw 

90° Driven Jaw. 

37792-2 

Assemblies 

90° jaw, 1/4" square drive. 

38814-2 


90° jaw, 3/8" square drive 

38814-4 


Housing and Finder Adapter Assy. 

38433-1 

Housing 

Housing and Guide Adapter Assy. 

38433-2 

Assemblies 

Housing and Guide Adapter Assy. 



for 1/4" Hex Ball Lock Adapter. 

38433-3 


000-Series Positive Clutches 



I B 


HOUSING WITH 
GUIDE ADAPTER 


HOUSING WITH 
FINDER ADAPTER 


A 

Spindles & 
Drive Jaws 

Spindle and 25° Drive Jaw Assy. 
Spindle and 90° Drive Jaw Assy. 

37018 

37020 


Bit Holder and 25° Driven Jaw. 

37022 

B 

Bit Holders 

Bit Holder and 90° Driven Jaw. 

1/4" Hex Ball Lock Adapter and 

36518 

25° Driven Jaw. 

37792-1 

and 

1/4" Hex Ball Lock Adapter and 


Driven 

90° Driven Jaw. 

37792-2 

Jaws 

25° jaw, 1/4" square drive. 

38814-1 


90° jaw, 1/4" square drive. 

38814-2 


25° jaw, 3/8" square drive. 

38814-3 


90° jaw, 3/8" square drrive. 

38814-4 


Housing and Finder Adapter Assy. 

37024 

Housing 

Housing and Guide Adapter Assy. 

37026 

Assemblies 

Housing and Guide Adapter Assy, 
for 1/4" Hex Ball Lock Adapter. 



37026-1 


0-Series Adjustable Ball-Type Clutches 



A I B HOUSING WITH HOUSING WITH 
GUIDE ADAPTER FINDER ADAPTER 


A 

Adjustable 

Clutches 

With Standard Spring, 90° Drive Jaw. 
With Heavy Duty Spring, 90° Drive Jaw. 
With Light Duty Spring, 90° Drive Jaw. 

36310 

36310-1 

36310-2 

B 

Bit Holder and 90° Driven Jaw. 

36322 

Driven 

1/4" Hex Ball Lock Adapter, 90° Jaw. 

37792-4 

Jaw 

90° Jaw, 1/4" Square Drive. 

90° Jaw, 3/8" Square Drive. 

38815-2 

Assemblies 

38815-4 

Housing 

Housing and Finder Adapter Assy. 

Housing and Guide Adapter Assy. 

36786 

36788 

Assemblies 

Housing and Guide Adapter Assy, 
for 1/4" Hex Ball Lock Adapter. 

36788-1 


0-Series Adjustable Torqmatic Clutches 



A I B HOUSING WITH HOUSING WITH 

1 GUIDE ADAPTER FINDER ADAPTER 


A Adjustable 
Torqmatic 
Clutches 

With Heavy Duty Spring, 90° jaw. 

With Light Duty Spring, 90° jaw. 

With Extra-Light Duty Spring, 90° Jaw. 

3831 l-l 
38311-2 
38311-3 

B 

Driven Jaw 
Assemblies 

Bit Holder and 90° Driven Jaw. 

1/4" Hex Ball Lock Adapter, 90° Jaw. 

90° Jaw, 1/4" Square Drive. 

90° Jaw, 3/8" Square Drive. 

36322 

37792-4 

38815-2 

38815-4 

Housing 

Assemblies 

Housing and Finder Adapter Assy. 

Housing and Guide Adapter Assy. 
Housing and Guide Adapter Assy, for 

1/4" Hex Ball Lock Adapter. 

38312-1 

38312-2 

38312-3 
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SCREWDRIVER ACCESSORIES 


ARO* ’’ 

0-Series Positive Clutches 


2200-Series Positive Clutches 


<■ 3 ^ 


A I B HOUSING WITH HOUSING WITH 

1 GUIDE ADAPTER FINDER ADAPTER 


A Spindles & 
Drive Jaws 

Spindle and 25° Drive Jaw Assembly. 

37017 

Spindle and 90° Drive Jaw Assembly. 

37019 

B 

Bit Holder and 25° Driven Jaw. 

37021 

Bit Holder and 90° Driven Jaw. 

36322 

Bit 

1/4" Hex Ball Lock Adapter, 25° Jaw. 
1/4" Hex Ball Lock Adapter, 90° Jaw. 

37792-3 

Holders 

37792-4 

and 

25° Jaw, 1/4" Square Drive. 

90° Jaw, 1/4" Square Drive. 

25° Jaw, 3/8" Square Drive. 

38815-1 

Driven 

38815-2 

Jaws 

38815-3 


90° Jaw, 3/8" Square Drive. 

38815-4 


Housing and Finder Adapter Assy. 

37023 

Housing 

Housing and Guide Adapter Assy. 

37025 

Assemblies 

Housing and Guide Adapter Assy, for 
1/4" Hex Ball Lock Adapter. 

37025-1 


Clutches for 0-Series Right-Angle 
Screwdrivers and Nutsetters 


^y^ yiWi» Ei 

A | B 

A. 37680 Adjustable Clutch and Driven Jaw. 

B. 37678 Drive Jaw. 

POSITIVE CLUTCH. On original tools un¬ 
less otherwise specified, 25-degree jaws are 
standard equipment for positive clutch mod¬ 
els, and 90-degree jaws are standard equip¬ 
ment for adjustable clutch models. 


Description 

25° 

90° 

Bit Holder and Driven Jaw 
Drive Jaw 

Clutch Housing 

31368 

31094 

31528 

32364 

32363 

31528 



2200-Series Adjustable Clutches 



A I B HOUSING WITH HOUSING WITH 
GUIDE ADAPTER FINDER ADAPTER 


Adj. Ball-Type 

With Standard Spring and 90° Jaw. 

37129-1 

A Clutches 

With Heavy Duty Spring and 90° Jaw. 

37129-2 

Adjustable 

With Medium Spring and 90° Jaw. 

39645-1 

Cam-Face 

With Heavy Duty Spring and 90° Jaw. 

39645-2 

Clutches 

With Light Spring and 90° Jaw. 

39645-3 

B 

1/4" Hex Bit Holder, 90° Driven Jaw. 

37131-2 

Driven 

5/16" Hex Bit Holder, 90° Driven Jaw. 
7/16" Hex Ball Lock Adapter, 90° Jaw. 
3/8" Square Drive, 90° Jaw. 

37132-2 

Jaw 

37133-2 

Assemblies 

38816-2 


1/2" Square Drive, 90° Jaw. 

38816-4 


Housing and Finder Adapter Assembly 
for 1/4" Bits. 

37146-6 

37146-7 

Housing and Guide Adapter Assembly 
for 1/4" Bits. 

Housing 

Assemblies 

Housing and Finder Adapter Assembly 
for 5/16" Bits. 

Housing and Guide Adapter Assembly 
for 5/16" Bits. 

37146-8 


37146-9 


Housing and Guide Adapter Assembly 
for 7/16" Hex Ball-Lock Adapter. 

37146-10 



A I B HOUSING WITH HOUSING WITH 

GUIDE ADAPTER FINDER ADAPTER 


Spindles & 
^ Drive Jaws 

Spindle and 35° Drive Jaw Assembly. 

Spindle and 90° Drive Jaw Assembly. 

37130-1 

37130-2 


1/4" Hex Bit Holder and 35° Driven Jaw. 
1/4" Hex Bit Holder and 90° Driven Jaw. 

37131-1 

B 

37131-2 

5/16" Hex Bit Holder and 35° Driven Jaw. 

37132-1 

Bit 

5/16" Hex Bit Holder and 90° Driven Jaw. 

37132-2 

Holders 

7/16" Hex Ball Lock Adapter, 35° Dr. Jaw. 

37133-1 

and 

7/16" Hex Ball Lock Adapter, 90° Dr. Jaw. 

37133-2 

Driven 

3/8" Square Drive, 35° Jaw. 

38816-1 

Jaws 

3/8" Square Drive, 90° Jaw. 

38816-2 


1/2" Square Drive, 35° Jaw. 

1/2" Square Drive, 90° Jaw. 

38816-3 


38816-4 


Housing Finder Adapter Assy, for 1/4" Bits. 

Housing Guide Adapter Assy, for 1/4" Bits. 

37146-1 


37146-2 

Housing 

Housing Finder Adapter Assy, for 5/16" Bits. 
Housing Guide Adapter As#y. for 5/16" Bits. 

37146-3 

Assemblies 

37146-4 


Housing Guide Adapter Assy, for 7/16" 

Hex Ball-Lock Adapter. 

37146-5 


Direct Drive Assemblies for 000, 0 and 
2200-Series Tools 



Tool 

Series 

Direct 
Drive No. 

Bit 

Holder 

Clutch 
Housing 
To Use 

Tool 

Series 

Direct 
Drive No. 

Type 

Drive 

Clutch 

Housing 
To Use 

000 

37027 

1/4" Hex 

37026 

2200 

38727 

5/16" 

3/8" Sq. Dr. 
7/16" Hex 

Bit Holder 

37146-4 

0 

37027 

1/4" Hex 

37025 

2200 

39626 

37146-5 

000 

0 

42649 

42649 

3/8" Sq. 
3/8" Sq. 
1/4" Hex 

37026-1 

37025-1 

2200 

39627 

37146-5 

2200 

39622 

37146-2 

2200 

39625 

1/2" Sq. Dr. 

37146-5 


Finders and Guides for 0000-Series Screwdrivers 


STANDARD 

FINDERS 


ff-4P 1 

bL 


Finder No. 

Screw Size 

Use With 

Bit No. 

Pan 

Head 

Round 

Head 

39357-1 

1 

1 

30145-1 

39357-2 

2 

2 

30145-1 

39357-3 

3 

3 

30145-1 

39357-4 

4 

4 

30145-2 

39357-5 

5 

5 

30145-3 

39357-6 

6 

6 

30145-4 

39357-7 

7 

7 

30145-5 

39357-8 

8 

8 

30145-6 

39357-9 

10 

10 

30145-8 



Screw Size 


Finder 

Pan 

Round 

Use With 

No. 

Head 

Head 

Bit No. 

39445-1 

1 

1 

31370-1 

39445-2 

2 

2 

31370-1 

39445-3 

3 

3 

31370-1 

39445-4 

4 

4 

31370-2 

39445-5 

5 

5 

31370-3 

39445-6 

6 

6 

31370-4 

39445-7 

7 

7 

31370-5 

39445-8 

8 

8 

31370-6 

39445-9 

10 

10 

31370-8 



It 


EXTENSION 

FINDERS 


/1=* 




n 


nn 


SERIES 39443 GUIDES 

For use with non-bladed bits and 
nut-running attachments. Can be 
substituted for finder on original 


Guide No. 

I.D. 

39443-1 

.189 

39443-2 

.252 

39443-4 

.442 

39443-5 

.320 


TTD 39444 GUIDE BUSHING. For use 

with 36585 Magna Bit Holder, Has 
.380 I.D., and is machined from 

brome. 
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SCREWDRIVER ACCESSORIES 


| AROji * 


1/4" Hex Shank 



30145 Bits 
are \ y He' long* 


Bits and Finders 


Hex Shank 
Bit No. 

Seri 

Flat 

w Size 
Round 

Finder No. 

30145-2 

2 

3 

36106-2 

30145-3 

3 

4 

36106-3 

30145-4 

4 

5 

36106-4 

30145-5 

5 

6 

36106-5 

30145-6 

6 

8 

36106-6 

30145-8 

8 

10 

36106-8 

30145-10 

10 

12 

36106-10 

30145-12 

12 

14 

36106-12 


5/16" Hex Shank Bits and Finders 



37161 Bits 
are V/j' long. 


Hex Shank 
Bit No. 

Sere 

Flat 

w Size 

Round 

Finder No. 

37161-1 

6 

7 

37160-1 

37161-2 

7 

8 

37160-2 

37161-3 

8 

10 

37160-3 

37161-4 

10 

12 

37160-4 

37161-5 

12 

14 

37160-5 

37161-6 

14 

16 

37160-6 

37161-7 

16 

18 

37160-7 

37161-8 

18 

20 

37160-8 


5/16" Hex Shank Phillips Bits 

Bit No. 

Over-all 

Length 

Point 

Size 

Screw 

Size 

37162-1 

37162-2 

37162-3 

3" 

3" 

3" 

.187" 

.250" 

.312" 

5-10 

12-14 


1/4" Hex Shank Reed & Prince Bits 


Bit No. 

Over-all 

Length 

Point 

Size 


30776-1 

30776-2 

2%" 

X" 

X" 



5/16" Hex Shank Reed & Prince Bits 


Bit No. 

Over-all 

Length 

Point 

Size 

Screw 

Size 

37165-1 

3" 

.187" 

ah 

37165-2 

3" 

.250" 

37165-3 

3" 

.312" 

Sizes 


Bell Mouth Finders for 1/4" 


Finder No. 

Screw Size 

Bit To 
Use With 

Flat 

Round 

41291-1 

1-2 

2-3 

30145-1 

41291-2 

3 

3-4 

30145-2 

41291-3 

4-5-6 

5-6 

30145-3 

41291-4 

4-5-6 

7-8 

30145-4 

41291-5 

7-8 

8-9 

30145-5 

41291-6 

8-9 

9-10 

30145-6 

41291-7 

10-11-12 

11-12 

30145-7 


Hex Shank Bits 



Similar to standard 
finders, except that 
each finder will ac¬ 
cept 3 or more sizes 
and types of screw 
heads. 


1/4" Hex Socket Head Drivers 


Driver 

No. 

Set Screw 
Size 

Hex 

Size 

Length 

Overall 

30370-2 

Ha" 

Hi" 

i %" 

30370-3 

X" 

X" 

i%" 

30370-4 

Hi" 

Hi" 

i%" 

30370-5 

X" 

He" 

i %" 

30370-8 

No. 6 

Ha" 

i%" 

30370-9 

No. 8 

Ha" 

i%" 


Bell Mouth Extension Finders for 1/4" Hex Shank 

Extension Bits 


Finder No. 

Screw Size 

Bit To 

Use With 

Flat 

Round 

41292-1 

1-2 

2-3 

31370-1 

41292-2 

3 

3-4 

31370-2 

41292-3 

4-5-6 

5-6 

31370-3 

41292-4 

4-5-6 

7-8 

31370-4 

41292-5 

7-8 

8-9 

31370-6 

41292-6 

8-9 

9-10 

31370-7 

41292-7 

10-11-12 

11-12 

31370-8 


Similar to standard find¬ 
ers, except that each 
finder will accept 3 or 
more sizes and types 
of screw heads. 


1 /4" Hex Shank Extension Bits and Finders 

31370 Bits are 3'X" long. 





Hex Shank 
Bit No. 

Screw Size 

Finder 

No. 

Hex Shank 
Bit No. 

Screw Size 

Finder 

No. 

Flat 

Round 

Flat 

Round 

31370-2 

2 

3 

36105-2 

31370-6 

6 

6 

36105-6 

31370-3 

3 

4 

36105-3 

31370-8 

8 

10 

36105-8 

31370-4 

4 

5 

36105-4 

31370-10 

10 

12 

36105-10 

31370-5 

5 

6 

36105-5 

31370-12 

12 

14 

36105-12 


1 /4" Hex Shank Extension Bits w/lntegral Finders 



5/16" Hex Socket Head Drivers 


Driver 

Set Screw 

Hex 

Length 

No. 

Size 

Size 

Over-all 

37163-1 

X" 

X" 

3" 

37163-2 

Ha" 

Hi" 

3" 

37163-3 

X" 

He' 

3" 

37163-4 

Hi" 

X" 

Hi" 

X" 

3" 

37163-5 

3" 

37163-6 

X" 

Ha" 

3" 

37163-7 

X" 

X" 

3" 


1 /4" Hex Square Drive Adapters 


Driver 

Sq. Dr. 


No. 

Size 

Length 

32988-2 

1/4" 

9/32" 

3/8" 

2" 

30337-2 

2" 

30337-3 

2" 

32988-4 

1/4" 

4" 

30337-4 

9/32" 

4" 



Part No. 

Screw Size 

Length 

Part No. 

Screw Size 

Length 

Flat 

Round 

Flat 

Round 

30351-5 

5 

6 

3% 

30382-5 

5 

6 

6% 

30351-6 

6 

8 

3% 

30382-6 

6 

8 

6 % 

30351-8 

8 

10 

3% 

30382-8 

8 

10 

6% 

30351-10 

10 

12 

3% 

30382-10 

10 

14 

6% 


1 /4" Hex Shank Phillips Bits 


Bit No. 

Overall 

Length 

Size 

30320-1 


| 

30320-2 

i 'Hi" 

2 

30320-3 

i %" 

3 


5/16" Hex Square Drive Adapters 



Phillips Bits Reed & Prince Bits 


Phillips 

Screw 

Point 

Reed & 


No. 

Size 

Size 

Prince No. 

Size 

30939-1 

0-4 

3 


All 

Sizes 

30939-2 

5-10 

2 

30938 

30939-3 

12-14 

3 




5/16" Square 
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SCREWDRIVER ACCESSORIES 


|aro| 


5/16" Square Drive Hex Socket Drivers 


Socket Hd. 
Driver No. 

Hex 

Size 

Socket Hd. 
Driver No. 

Hex 

Size 

30948-1 

3/32" 

30948-5 

7/32" 

30948-2 

1 /8" 

30948-6 

1/4" 

30948-3 

5/32" 

30948-7 

5/16" 

30948-4 

3/16" 

30948-8 

3/8" 



TABLE D TYPE OF SCREW HEAD, WITH SUFFIX TO USE 


Flat or Oval —F 

Fillister 

—1L 

Binding Head —B 

Round Head —R 

Pan Head 

—P 

Truss Head —T 


1/4" Hex Shank Bit Holder, 1/4" Hex Drive, 
1/4" Hex Bits 


Reed & 

Screw 

Phillips 

Screw 


Prince No. 

Size 

No. 

Size 

Pt. 

31148 

AH 

Sizes 

31151-1 
31151-2 

0-4 

5-10 

2 



7/16" Hex Shank Extension Bits with 
Integral Finders 


Non-Bladed Bits and Matching Guides 


Each non-bladed bit listed should be matched with correct guide, 
as listed below. (No guide is needed when clutch housing is 
equipped with pressed-in guide adapter.) 


Bit No. 

Use With 
Guide No. 

Bit No. 

Use With 
Guide No. 

Bit No. 

Use With 
Guide No. 

30320-1 

30334-4 

30370-7 

30334-5 

37163-1 

30334-5 

30320-2 

30334-1 

30370-8 

30334-4 

37163-2 

30334-1 

30320-3 

30334-5 

30370-9 

30334-4 

37163-3 

30334-1 

30337-2 

30334-2 

30382-5 

30334-1 

37163-4 

30334-5 

30337-3 

30334-5 

30382-6 

30334-1 

37163-5 

30334-2 

30337-4 

30334-2 

30382-8 

30334-5 

37163-6 

30334-2 

30351-5 

30334-1 

30382-10 

30334-2 

37163-7 

30334-2 

30351-6 

30334-1 

30776-1 

30334-5 

37164-1 

30334-2 

30351-8 

30334-5 

30776-2 

30334-5 

37164-2 

30334-2 

30351-10 

30334-2 

31150 

30334-5 

37164-3 

30334-2 

30370-2 

30334-4 

32988-2 

30334-2 

37165-1 

30334-4 

30370-3 

30334-4 

32988-4 

30334-2 

37165-2 

30334-1 

30370-4 

30334-4 

37162-1 

30334-4 

37165-3 

30334-5 

30370-5 

30334-1 

37162-2 

30334-1 



30370-6 

30334-1 

37162-3 

30334-5 




Guides For Non-Bladed Bits 


I.D. 

Guide No. 

.189 

30334-4 

.252 

30334-1 

.320 

30334-5 

.383 

30334-2 

.453 

30334-3 



LENGTH 27/32" 


Guides may be used optionally for converting a screwdriver to a 
nutsetter. See list of non-bladed bits with corresponding guide 
numbers. 


TABLE B FINDERS FOR 0000-SERIES TOOLS ONLY 





Dash No. 

of Screwdriver Bit To Order 


Finder 

Screw 

Flat or 






Dash No. 

Size 

Oval 

Round 

Fillister 

Pan 

Binding 

Truss 

1 

2 

1 

2 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

3 

3 

2 

2 

2 

2 

2 

2 

4 

4 

3 

3 

3 

3 

3 

3 

5 

5 

4 

4 

3 

5 

5 

5 

6 

6 

5 

5 

4 

5 

6 

6 

TABLE C 

FINDERS 

i FOR 

000 , 0 AND 2200-SERIES TOOLS 




Dash No. 

of Screwdriver Bit To Order 


Finder 

Screw 

Flat or 






Dash No. 

Size 

Oval 

Round 

Fillister 

Pan 

Binding 

Truss 

3 

3 

3 

_ 

_ 

3 

3 

4 

4 

4 

4 

3 

3 

4 

4 

5 

5 

5 

4 

4 

3 

4 

5 

5 

6 

6 

5 

5 

4 

5 

7 

7 

8 

8 

7 

7 

5 

7 

7 

10 

10 

10 

10 

10 

7 

10 

10 

10 

12 

12 

10 

10 

10 

10 

10 

10 

14 

14 

10 

10 

10 

10 

10 

10 



Part 

No. 

Length 

Over-all 

Screw Size 

Part 

Length 

Over-all 

Sere 

w Size 

Flat 

Round 

No. 

Flat 

Round 

31499 

3 3 4" 

6 

8 

31502 

VA" 

12 

14 

31500 

3%" 

8 

10 

31549 

4'/," 

14 

16 

31501 

3%" 

10 

12 

31553 

A'A" 

16 

18 


Square Drive Adapters 




Mounting 

Drive 

Part No. 

Thread 

Size 

30384-5 

3/8"-24 

3/8" 

30384-9 

3/8"-24 

1 /2" 

1 /2" 

40768 

1 /2"-20 




1 /2" 

Female 

x 3/8" Male 

No. 

Length 

No. 

Length 

32990 

I'A" 

32990-6 

6 " 

32990-4 

4" 

32990-8 

8 " 


Sq. Dr. 

Mount¬ 


Adapter 

ing 

Drive 

Number 

Size 

Size 

30937 

32656 

3/8" 

1/2" 

5/16" 

5/16" 



Magnetic Bit Holder and Guide Bushings 


tm 


40259 Magnetic Bit Holder. For 1/4" hex insert bits. Has 1/4" 
hex drive, 1/4" female hex socket. 

40260 Guide Bushing, for use with 0000-Series tools. 

40261 Guide Bushing, for use with 0, 000 and 2200-Series tools. 
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SCREWDRIVER ACCESSORIES 


|aro| 


Torque Arm Assemblies 



MODEL 42742, HEAD MOUNT 


MODEL 42747, PISTOL GRIP MOUNT 


Torque Arm Assembly attaches directly to right angle tool heads 
or gearing assemblies and 2200-Series Pistol Grip Housings. Bar 
can be adjusted to numerous positions or can be modified to rest 
against a positive stop for closer control of required torque. 


Model 

Tool Series 

Description 

42742 

33 

R. A. Head Mount 

42743 

2200 

R. A. Head Mount 

42738 

2200 & 33 

R. A. Gearing Mount 

42747 

2200 

Pistol Grip Mount 


1/4" Square Drive Hex Sockets, 1" long 


Single 

Double 

Socket 

Socket 

Drive 

Hex 

Hex 

Size 

End O.D. 

End O.D. 

30617-1 


3/16" 

7/32" 

7/16" 

7/16" 

30617-2 


7/16" 

7/16" 

1/2" 

1/2" 

30617-3 

32985-1 

1/4" 

7/16" 

30617-4 

32985-2 

9/32" 

15/32" 

1/2" 

9/16” 

30617-5 

32985-3 

5/16" 

1/2" 

30617-6 

32985-4 

11/32" 

3/8" 

9/16" 

9/16" 

30617-7 

32985-5 

9/16" 

30617-8 

32985-6 

13/32" 

5/8" 

5/8" 

11/16" 

5/8" 

5/8" 

30617-9 

32985-7 

7/16" 

15/32" 

30617-10 

32985-8 

11/16" 

3/4" 

30617-1 1 

32985-9 

1/2" 

17/32" 

3/4“ 

3/4" 

13/16" 

30617-12 

32985-10 

3/4" 

30617-13 

32985-11 

9/16" 

13/16" 

30617-14 

32985-12 

19/32" 

7/8" 

^4 -*4 

CO oo 

30617-15 

32985-13 

5/8" 

7/8" 



SINGLE HEX 



DOUBLE HEX 


1/4" Square Drive Hex Sockets, 1 3 /4 M long 


Single 

Double 

Socket 

Socket 

Drive 

Hex 

Hex 

Size 

End O.D. 

End O.D. 

32986-1 

32987-1 

1/4" 

7/16" 

7/16" 

15/32" 

32986-2 

32987-2 

9/32" 

5/16" 

11/32" 

15/32" 

1/2" 

32986-3 

32987-3 

1/2" 

9/16" 

32986-4 

32987-4 

9/16" 

32986-5 

32987-5 

3/8" 

9/16" 

5/8" 

9/16" 

32986-6 

32987-6 

13/32" 

5/8" 

32986-7 

32987-7 

7/16" 

15/32" 

5/8" 

5/8" 

32986-8 

32987-8 

11/16" 

3/4" 

11/16" 

32986-9 

32987-9 

1/2" 

3/4" 

3/4" 

32986-10 

32987-10 

17/32" 

9/16" 

3/4" 

13/16" 

32986-1 1 

32987-11 

13/16" 

7/8" 

32986-12 

32987-12 

19/32" 

5/8" 

7/8" 

32986-13 

32987-13 

7/8" 

7/8" 



SINGLE HEX 



DOUBLE HEX 


3/8" Square Drive Hex Sockets, 7/8" long 


1 /4" Square Drive Extensions 



Single 

Double 

Socket 

Socket 

Drive 

Hex 

Hex 

Size 

End O.D. 

End O.D. 

30616-1 


5/16" 

.476" 

11/16" 

11/16" 

30616-2 


11/32" 

3/8" 

.507" 

30616-3 

30616-30 

.547" 

11/16" 

30616-4 

30616-40 

7/16" 

1 /2" 

.628" 

11/16" 

3/4" 

30616-5 

30616-50 

.708" 

30616-7 

30616-70 

9/16" 

5/8" 

.786" 

13/16" 

30616-9 

30616-90 

.875" 

7/8" 

30616-10 

30616-100 

11/16" 

.947" 

1 " 

30616-11 

30616-1 10 

3/4" 

1.027" 

■w 



DOUBLE HEX 


Part No. 

Length 

Mtg. Size 

Drive Size 

Shank Dia. 

32989-1 

2 " 

1 /4" fern. 

1/4" male 

1 /4" male 

3/8" 

32989-2 

6 " 

1 /4" fern. 

3/8" 

31298-4 

4" 

3/8"fern. 
3/8"fern. 

3/8" male 

1 /2" 

1 /2" 

31298-6 

6 " 

3/8" male 


3/8" Square Drive Double Hex Sockets 
Extra-Deep 


Part 

No. 

Socket 

Size 

Outside Diameter 

Length 

Over-all 

Socket End 

Drive End 

30620-1 

3/8" 

.560" 

21/32" 

Wa" 

30620-2 

7/16" 

.635" 

21/32" 

1 Va" 

30620-3 

1/2" 

.707" 

21/32" 

Wa" 

30620-4 

9/16" 

.770" 

23/32" 

2" 

30620-5 

5/8" 

.875" 

7/8" 

IVa" 

30620-6 

11/16" 

.937" 

15/16" 

2 Vi 

30620-7 

3/4" 

1.000" 

31/32" 

2'/ 2 " 

30620-8 

13/16" 

1.062" 

W 

2Vt" 



DOUBLE 

HEX 


1 /2" Square Drive Extensions 



Part No. 

Length 

Mtg. Size 

Drive Size 

Shank Dia. 

36945-2 

w 

1 /2" fern. 

1 /2" male 

1 /2" male 

5/8" 

36945-4 

4" 

1 /2" fem. 

1 /2" fem. 

1 /2" fem. 

5/8" 

36945-6 

6 " 

1 /2" male 

5/8" 

36945-8 

8 " 

1 /2" male 

5/8" 


3/8" Square Drive Double Square Sockets 
Extra-Deep 


Part 

No. 

Socket 

Size 

Outside Diameter 

Length 

Socket End 

Drive End 

Overall a^\ 

30618-1 

30618-2 

30618-3 

30618-4 

30618-5 

30618-6 

30618-7 

1/4" 

5/16" 

3/8" 

7/16" 

1 /r 

9/16" 

5/8" 

.500" 

.628" 

.647" 

.750" 

.875" 

1.003" 

1.125" 

3/4" 

11/16" 

11/16" 

3/4" 

7/8" 

1 " 

W." 

$ © 

1 ” DOUBLE 

1 " SQUARE 

W 


THE ARO CORPORATION, BRYAN. OHIO. U.S.A 


37 























































































ACCESSORIES 


I ® 

Dual-Hose Assemblies for Closed-Air 
Circuit, 0 and 000-Series Aro Tools 



O-SERIES MODEL WITH DUAL HOSE ASSEMBLY 


Auxiliary Handles for 0-Series Pistol-Grip 
Drills and Screwdrivers 



42625 


All 000-series and 0-series portable drills, tappers, screw¬ 
drivers and nutsetters (identifiable by -D suffix) have 
been specifically designed to allow adaptation to a closed- 
air circuit. In this type of adaptation the exhaust air is 
carried away through a hose attached to the outlet of 
the tool. Exhaust air can then be discharged into a 
central manifold and vented into the atmosphere at 
a point far removed from where the tool is being used. 


Auxiliary handle attaches to forward perimeter of O 
series pistol housing. Can be tightened by firm manual 
twist in any position. 


Bail Assembly for 0-Series Drills 
and Screwdrivers 




42624 


Bail assembly attaches to for¬ 
ward perimeter of "O" series 
pistol housing. Available at 
extra cost on request. 


Bio-Mechanical Flange Assemblies 


36026 HOSE ADAPTER 6225 HOSE ADAPTER FOR 

FOR TOOL MANIFOLD OR PIPE 

5 /8"-l8 UNF-2A 3/8 M MALE N.P.T.F. 

DUAL HOSE & ADAPTER ASSEMBLIES FOR 
000-SERIES AND 0-SERIES STRAIGHT TOOLS 


Air hose has 1/8" thread at tool end, 1/4" thread at other end. 


Assy. No. 

Length 

Assy. No. 

Length 

Assy. No. 

Length 

37698-8 

8 ' 

37698-14 

14’ 

37698-20 

20 ’ 

37698-10 

10 ' 

37698-16 

16' 

37698-25 

25’ 

37698-12 

12 ' 

37698-18 

18' 

37698-30 

30* 


37874-1 18" DUAL HOSE AND ADAPTER ASSEMBLY. Similar 
to above but equipped with 36550 Diffuser Adapter in place of 
6225. Designed specifically to allow exhaust air to be diffused 
at a point 18 inches away from tool. If desired, exhaust deflector 
can be attached to adapter in place of diffuser. For all 000-series 
and all lever or button throttle 0-series models. 


FOR FATIGUE REDUCTION 

Designed for reduction of fatigue in drill¬ 
ing or screwdriving applications. Flange 
is easily attached to the lower diameter 
of the tool. It makes the tool easier to 
handle while reducing muscle tension in 
fhe operator's arm. Since the heel of 
the hand exerts downward pressure, the 
fingers need not be tightly clenched. 

Flanges are furnished in three different 
mounting diameters to fit 0000, 000 
and 0-Series straight tools. Order 41364 
with proper dash number. 



DUAL HOSE & ADAPTER ASSEMBLIES FOR 
0-SERIES AND 000-SERIES PISTOL GRIP MODELS 

1 /4" threads on each end of air hose. 


Assy. No. 

Length 

Assy. No. 

Length 

Assy. No. 

Length 

37699-8 

8 ‘ 

37699-14 

14' 

37699-20 

20 * 

37699-10 

10 ’ 

37699-16 

16' 

— 

— 

37699-12 

12 * 

37699-18 

18' 

— 

— 


37875-1 DUAL HOSE AND ADAPTER ASSEMBLY. Similar to 
above but equipped with 36550 Diffuser Adapter in place of 6225. 
Designed specifically to allow exhaust air to be diffused at a point 
18 inches away from tool. If desired, exhaust deflector can be 
attached to adapter in place of diffuser. For 0-series pistol-grip 
models. 


Flange 

Assembly 

Used on 

41364-1 

0000 -Series Straight Tools 

41364-2 

000 -Series Straight Tools 

41364-3 

0 -Series Straight Tools 




36976 Air Regulator 


For 000 and 0-series pistol-grip tools. Replaces air inlet adapter 
and becomes integral part of tool. Has l/4" female N.P.T.F. inlet 
for air hose. Allows precision adjustment of air flow. Regulator 
valve held by double 0-rings, and turns in 90° adjustment range. 
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REVERSIBLE IMPACT WRENCHES 


ARO 


I 


3/8" & 1/2" Square Drive Impact Wrenches, Bolt Range 1/4" to 3/8" 


STANDARD EQUIPMENT. Built-in air regulator, lubrication fitting, 
suspension bail, 3/8" square drive, 1/4" female N.P.T.F. air inlet, 
floating rotor, manual reversing button. 


OPTIONAL EQUIPMENT. 40218 External Air Regulator at extra 
cost. Recommended hose size, 5/16". 



Model No. 

Throttle 

Height 

Length 

Weight 

Drive Type 

8102-APC-l 

8I02-APC-4 

8I02-APC-5 

8102-LC-I 
8I02-LC-4 
8I02-LC-5 

Pistol 

Pistol 

Pistol 

Lever 

Lever 

Lever 

5%" 

5 

7 %" 

8 " 

7%" 

6 %" 

7%" 

7" 

3.3 lbs. 

3.3 lbs. 

3.3 lbs. 

2.9 lbs. 

2.9 lbs. 

2.9 lbs. 

3/8" Square Drive 

7/16" Hex Ball Lock 

1 /2" Square Drive 

3/8" Square Drive 

7/16" Hex Ball Lock 

1 /2" Square Drive 



MODEL 8102-LC-I 


1/2" Square Drive Impact Wrenches, Bolt Range 5/16" to 3/4" 


STANDARD EQUIPMENT. Ductile-iron impact housing, magnesium 
motor housing, lubrication plug, one-finger trigger, suspension bail (fur¬ 
nished but not illustrated), 1/2" square drive, 1/4" female N.P.T.F. air 
inlet, floating rotor, rotary-type reversing valve, protective wear pads 
at rear of motor housing. 


OPTIONAL EQUIPMENT. 40218 Air Regulator at extra cost. Recom¬ 
mended hose size, 5/16". 


Model No. 

Throttle 

Height 

Length 

Weight 

Drive Type 

8I03APC-I 

Pistol 

7%" 

6 %" 

6 lbs. 

1 /2" Square Drive 

8I03APC-2 

Pistol 

7%" 

9%" 

6.4 lbs. 

1 /2" Sq. Dr., 3" Extension 

1 /2" Sq. Dr., 6" Extension 

8I03APC-3 

Pistol 

7%" 

I2%" 

6.8 lbs. 

8I03APC-4 

Pistol 

7 %" 
7%" 

7%" 

6 %" 

6 lbs. 

7/16" Hex Ball Lock 

8I03APC-5 

Pistol 

6 lbs. 

1/2" Sq. Dr., Ring Retainer 
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REVERSIBLE IMPACT WRENCHES 


|aro| 


3/4" Square Drive Impact Wrenches, Spade & Pistol Grip, Bolt Range 5/8" to 1" 



MODEL 

8I06-APC-I 



MODEL 
8106-SC-I 


STANDARD EQUIPMENT. Ductile-iron impact housing, magnesium 
motor housing, screw-plug for lubrication, one-finger trigger, 3/4" 
square drive, 3/8" female N.P.T.F. air inlet, floating rotor, rotary-type 
reversing valve, protective wear pad at rear of housing, 33131 Auxiliary 
Handle, 39167 Suspension Bail. Provisions are made for use of dead 
handle and suspension bail. Illustrations show one of several possible 
mountings of handle and bail. Bail can be attached to rear of PC models 
for vertical suspension, if desired. 

OPTIONAL EQUIPMENT. Inside trigger for spade handle substituted, 
on request, at no extra cost. 40217 Air Regulator at extra cost. 
Recommended hose size, 3/8". 

APC model also available with auxiliary spring lever for easier depres¬ 
sion of throttle. Specify Model 8106-ALC with desired dash number. 


PISTOL GRIP 


Model No. 

Throttle 

Height 

Length 

Weight 

Drive Type 

8 I0&-APC-I 

Pistol 

8 %" 

9" 

13.3 lbs. 

3/4" Square Drive 

8106-APC-2 

Pistol 

11 %" 

9" 

14.0 lbs. 

3/4" Sq. Dr., 3" Extension 

8I06-APC-3 

Pistol 

I4%" 

9" 

14.7 lbs. 

3/4" Sq. Dr., 6" Extension 

8I06-APC-4 

Pistol 

9%" 

9" 

14.7 lbs. 

5/8" Hex Ball Lock 


SPADE HANDLE 


Model No. 

Throttle 

Height 

Length 

Weight 

Drive Type 

8106-SC-l 

Spade 

4%" 

13 %" 

13.3 lbs. 

3/4" Square Drive 

8106-SC-2 

Spade 

4%" 

I6%" 

14.0 lbs. 

3/4" Sq. Dr., 3" Extension 

8106-SC-3 

Spade 

4%" 

I9%" 

14.7 lbs. 

3/4" Sq. Dr., 6" Extension 

8106-SC-4 

Spade 

4%" 

I3%" 

13.3 lbs. 

5 /8" Hex Ball Lock 


1" Square Drive Impact Wrenches, Spade & Pistol Grip, Bolt Range 7/8" to IV4" 




MODEL 
81 10-SC-l 


STANDARD EQUIPMENT. Aluminum alloy impact housing, magnesium 
alloy motor housing, screw plug for lubrication, thumb trigger on the 
spade handle, finger trigger on the pistol grip. I" square drive, 3/8" 
female N.P.T.F. air inlet, rotary type reversing valve, 33131 Auxiliary 
Handle, 39167 Suspension Bail. Provisions are made for use of dead 
handle and suspension bail. 


OPTIONAL EQUIPMENT. Inside trigger on spade handle substituted, 
on request, at no extra cost. 40217 Air Regulator at extra cost. 
Recommended hose size, 1/2". 


PISTOL GRIP 


Model No. 

Throttle 

Height 

Length 

Weight 

Drive Type 

81 10-APC-l 
81IO-APC-5 

Pistol 

Pistol 

9%" 

9%" 

9%" 

11 %" 

19 lbs. 

20.7 lbs. 

1 " Square Drive 

I%"-I4 Spline Drive 


SPADE HANDLE 


Model No. 

Throttle 

Height 

Length 

Weight 

Drive Type 

8110-SC-l 

81IO-SC-5 

Spade 

Spade 

5 3 /," 

SV." 

I3%" 

I5%" 

20 lbs. 
21.7 lbs. 

1" Square Drive 

I%"-I4 Spline Drive 
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IMPACT WRENCH ACCESSORIES 


ARO 




Logi-Trol® for Impact Wrenches & R.A. Nutsetters 


Logi-troh® is a pressure sensing and timing device. It contains an Aro Pneumatic 
Logic Control circuit and other components. The logic circuit is so sensitive 
that it can feel the air pressure build-up as the tool encounters load. At this 
point it triggers a timer which shuts off air to the tool after a determined 
interval. 

The length of that interval depends upon the timer setting. It can be as fast as 
0.1 second or as long as 10 seconds. It can shut off your impact after only 
three hammer blows. Any way you figure it, you merely set Logi-trol® to the 
time that gives you the torque you need. Try it and see. 

With Logi-trol® you buy standard air tools, not more costly torque-control 
models. Maintenance costs drop because tool runs only as torque is. needed. 
Rework and inspection costs are cut because assembly is accurate the first time. 



MODEL 8730 


FOR OTHER DIRECT TIME RESPONSE AND UNITS 
CONSULT YOUR ARO DISTRIBUTOR 


Operating Pressures 
Operating Temperatures 
Response Time, Minimum 
Response Time, Maximum 
Sensor Pressure Differential 
Capacity, Impact Wrenches 


50 to 150 p.s.i.g. 

32° to 160° F. 

0.1 second 
10 seconds 
15 p.s.i. minimum 
% to 2 A Heavy Duty 


Capacity, Nutrunners 

Height 

Width 

Depth 

Weight 

Air Connections 


Vi hp to 2 hp 
7 3 A 

I \'A 

7Vs 

19 lbs. 

V 2 N.P.T. Male 


Air Restrictors 


1 / 2 " Square Drive Impact Sockets 


40217 3/8"-18 N.P.T. Air Restrictor is same as 

40218 listed below but larger in size. Used 
on models 8106-PC Impact Wrenches as op¬ 
tional equipment. 

40218 1/4"-18 N.P.T. Air Restrictor has 6 

distinct settings for air passage size adjust¬ 
ment. Used on Model 8103-PC Impact Wrench¬ 
es as optional equipment. 



Ball-Lock Adapters for Hex Shank Bits 


HEX BALL-LOCK ADAPTER 


Part No. 

Sq. Drive 
Size 

Length 

Hex 

Size 

31232 

X 

1% 

% 

36949-1 

A 

2 

% 

36949-2 

% 

2V» 

x 

36949-3 

V 

3% 

x 

36949-4 

1 

3% 

x 

36949-5 

1 

3% 

x 




SINGLE HEX 




3/8" SQUARE DRIVE 

1/2" SQUARE DRIVE 

1/2" SQUARE DRIVE 

SINGLE HEX 

SINGLE HEX 

SINGLE 

DEEP HEX 

Part No. 

Hex Size 

Part No. 

Hex Size 

Part No. 

Hex Size 

30994-1 

1/4” 

31571-1 

3 / 8 " 

31573-1 

3 / 8 " 

30994-3 

5/16" 

31571-2 

7/16" 

31573-2 

7/16" 

30994-4 

11/32" 

31571-4 

1/2" 

31573-3 

1/2" 

30994-5 

3/8" 

31571-6 

9/16" 

31573-4 

9/16" 

30994-7 

7/16" 

31571-8 

5/8" 

31573-5 

5/8" 

30994-9 

1/2" 

31571-9 

11/16" 

31573-6 

11/16" 

30994-11 

9/16" 

31571-10 

3/4" 

31573-7 

3/4" 

30994-13 

5/8" 

3 1571-1 1 

13/16" 

31573-8 

13/16" 

30994-15 

11/16" 

31571-12 

7/8" 

31573-9 

7/8" 

30994-17 

3/4" 

31571-13 

15/16" 

31573-10 

15/16" 



31571-14 

1" 

31573-11 

1" 


1" Square Drive Hex Sockets 


3/4" Square Drive Hex Sockets 



Socket 

No. 

Hex Size 
A 

Fasteners Used On 

B 

c 

D 

Type 

39226-1 

3/4 

1 /2 Nut or Bolt 

iVi 

I'A 

2 

A 

39226-2 

13/16 

9/16 Reg. Bolt, 1/2 Reg. Nut 

ix 

IX 

2 

A 

39226-3 

7/8 

1/2 Heavy Duty Bolt & Nut 

IVi 

IX 

2 

A 

39226-4 

15/16 

5/8 Regular Bolt 

IVi 

IX 

2 

A 

39226-5 

1 

5/8 Regular Nut 

IX 

ix 

2 

A 

39226-6 

1% 

5/8 Heavy Duty Bolt & Nut 

ix 

ix 

2 

A 

39226-7 

l V, 

3/4 Regular Bolt & Nut 

ix 

ix 

2'A 

A 

39226-8 

% 


ix 

ix 

2'A 

A 

39226-9 

I'A 

3/4 Heavy Duty Bolt & Nut 

ix 

2 

2'A 

A 

39226-10 

1% 

7/8 Regular Bolt & Nut 

IX 

2 

2'A 

A 

39226-11 

IVs 


2X 

2'A 

2'A 

A 

39226-12 

1% 

7/8 Heavy Duty Bolt & Nut 

2'A 

2'A 

2'A 

A 

39226-13 

ix 

1 Regular Bolt & Nut 

2'A 

2'A 

2X 

A 

39226-14 



2'A 

2X 

2'A 

A 

39226-15 

ly. 

1 Heavy Duty Bolt & Nut 

2'A 

2'A 

2'A 

A 

39226-16 

1 % 

1 'A Regular Bolt & Nut 

2'A 

2'A 

2'A 

A 



Socket 

No. 

Hex Size 
A 

Fasteners Used On 

B 

c 

39932-1 

% 

5/8 Regular Bolt 

2X 

1/2 

39932-2 

1 

5/8 Regular Nut 

2X 


39932-3 

I'At 

5/8 Heavy Duty Bolt & Nut 

2X 

1 % 

39932-4 

IX 

3/4 Regular Bolt & Nut 

2X 

1 % 

39932-5 

IX 

3/4 Heavy Duty Bolt & Nut 

2X 

2'A 

39932-6 

iy 6 

7/8 Regular Bolt & Nut 

2X 

2'A 

39932-7 

1 % 

7/8 Heavy Duty Bolt & Nut 

2X 

2'A 

39932-8 

I'A 

1 Regular Bolt & Nut 

2% 

2'A 

39932-9 

ix 

1 Heavy Duty Bolt & Nut 

2% 

2'A 

39932-10 

1% 

\ } A Regular Bolt & Nut 

2% 

2'A 

39932-11 

1% 

\% Heavy Duty Bolt & Nut 

2% 

2 A 

39932-12 

IX 

1 A Regular Bolt & Nut 

2% 

2 Va 

39932-13 

2 

\A Heavy Duty Bolt & Nut 

2X 

3 

39932-14 

2 % 

\% Regular Bolt & Nut 

2X 

3 

39932-15 

2 % 

1% Heavy Duty Bolt & Nut 

2% 

3 'A 

39932-16 

2X 

\Vi Regular Bolt & Nut 

2% 

3 'A 

39932-17 

2% 

IV 2 Heavy Duty Bolt & Nut 

2% 

3 'A 


D 


Type 


2'A 
2'A 
2'A 
2 % 
2'A 
2 % 
2 !% 
2A 
2 % 
2 % 
2 5 A 

2Vs 
2% 
2Vb 
3'A 
3% 
3 'A 


A 

A 

A 

A 

B 

B 

B 

B 

B 

B 

B 

B 

B 

B 

B 

B 

B 
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SCALING HAMMERS 


i AR °r 


Chipping and Scaling Hammers, Heavy Duty 



STANDARD EQUIPMENT. Replaceable nose bushing, front-end 
exhaust, %" female N.P.T.F. air inlet on all tools. Series 8500 models 
have V 2 " square drive socket and 38079-2 Spoon Chisel, 7%" 
long x \%" blade width. Series 8501 models have V 2 " octagonal 
drive socket and 38823 Spoon Chisel, 7/4" long x 1/4" blade width. 

OPTIONAL EQUIPMENT. Other chisels substituted at no cost. 
38140 Expanding Pliers for Retainer Clip at extra cost. Recom¬ 
mended hose size, 3 / 8 ". 


MODEL 8500 WITH 7%" x W % " SPOON CHISEL Square 

Socket 
Model No. 

Strokes 
Per Min. 

Octagon 
Socket 
Model No. 

Strokes 
Per Min. 

Throttle 

Length 

Weight 

Bore 

Stroke 

8500 

4.600 

8501 

3.600 

Slide 

10^" 

4.1 lbs. 

1" 

\'/ t " 

8500-1 

4,600 

8501-1 

3,600 

Lever 

toy," 

3.9 lbs. 

1" 

iy," 

8500-2 

4,600 

8501-2 

3,600 

Pistol 

\o%" 

4.1 lbs. 

1” 

IV," 


Chipping and Scaling Hammers, Standard Duty 

STANDARD EQUIPMENT. Replaceable nose bushing, front-end 
exhaust, J4" female N.P.T.F. air inlet on all tools. Series 8500 models 
have V 2 " square drive socket and 38079-2 Spoon Chisel, 7J4" 
long x \%" blade width. Series 8501 models have V 2 " octagonal 
drive socket and 38823 Spoon Chisel, 7J4" long x l%" blade width. 



MODEL 8502-1 SPOON CHISEL 


OPTIONAL EQUIPMENT. Other chisels substituted at no cost. 
38140 Expanding Pliers for Retainer Clip at extra cost. Recom¬ 
mended hose size, 3/8". 


Model 

No. 

Socket 

Strokes 

Per Min. 

Throttle 

Length 

Weight 

Bore 

Stroke 

8502 

Vi" Sq. 

4,800 

Slide 

to 3 /," 

4.1 lbs. 

r 

1" 

8502-1 

Vl" Sq. 

4,800 

Lever 

io y e " 

3.9 lbs. 

i" 

r 

8503 

'A" Octa. 

3.800 

Slide 

io 3 A" 

4.1 lbs. 

r 

i" 

8503-1 

y 2 " Octa. 

3,800 

Lever 

I0%” 

3.9 lbs. 

r 

1 >f 


SQUARE SHANK CHISELS OCTAGONAL-SHANK CHISELS 


Hardened 

Chisel 

Blanks 

Length 

Flat 

Chisels 

Length 

Blade 

Width 

Spoon 

Chisels 

Length 

Blade 

Width 

Hardened 

Chisel 

Blanks 

Length 

Flat 

Chisels 

Length 

Blade 

Width 

Spoon 

Chisels 

Length 

Blade 

Width 

38080-1 

38080-2 

38080-3 

lVi" 

12" 

18" 

38078-1 

38078-2 

38078-3 

38078-4 

8" 

12" 

18" 

8" 

vr 

3 A" 
3 A" 
i'A " 

38079-1 

38079-2 

38079-3 

38079-4 

7 'A" 

7'A" 

12" 

18" 

i" 

1 Ve- 
lVe- 

ty," 

38824-1 

38824-2 

b'A" 

7'/ 2 " 

38825-1 

38825-2 

38825-3 

i'A" 

4Ve" 

8" 

3 A" 

i'A" 

1 3 A" 

38823 

7'A" 

\ 3 A" 


Chisels and Needle Attachments 


42444-1 SQUARE SHANK 


42444 NEEDLE 




42444-2 OCTAGONAL SHANK 


Chisel and Needle Attachments fit both Heavy Duty and Standard 
Duty Hammers listed below. Order correct attachments (Square 
Shank or Octagonal Shank) from listing below. 


Model No. 

Shank 

No. of 

Needles 

No. of 

Adjustments 

For Use 

On Models 

42444-1 

Square 

19 

7 

8500 & 8502 

42444-2 

Octagonal 

19 

7 

8501 & 8503 


Reciprocating Drivers 



STANDARD EQUIPMENT. Suspension bail, 39853 T x I.D. 
air hose with cartridge filter at one end. Flange is furnished with 
all Series 8510 models. 

SPECIFICATIONS. 4,000 c.p.m. Weight, 1.2 lbs. Diameter. I". 
Length, 5%". Piston Stroke I". Piston diameter, %'*. 


Model No. 
With Flange 

Model No. 
No Flange 

Standard Attachment 

Model No. 
With Flange 

Model No. 

No Flange 

Standard Attachment 

8510-1 1 

851 l-l 1 

41918-11 Piercing Punch, No. 6 Screw 

8510-31 

8511-31 

41916-31 Internal Driver, ]/&” Dia. Roll Pins 

8510-12 

8511-12 

41918-12 Piercing Punch, No. 7 Screw 

8510-32 

8511-32 

41916-32 Internal Driver, %’ 2 " Dia. Roll Pins 

8510-13 

851 1-13 

41918-13 Piercing Punch, No. 8 Screw 

8510-33 

851 1-33 

41916-33 Internal Driver, Dia. Roll Pins 

8510-14 

8511-14 

41918-14 Piercing Punch, No. 10 Screw 

8510-34 

8511-34 

41916-34 Internal Driver, Dia. Roll Pins 

41921-41 Blank Bit, .374 Dia. x 3 %" Long 

8510-21 

851 1-21 

41917-21 External Driver, Dia. Roll Pins 

8510-41 

8511-41 

8510-22 

851 1-22 

41917-22 External Driver, % 2 " Dia. Roll Pins 

8510-51 

8511-51 

41919-51 Straight Chisel, %" Wide x 4% 2 " Long 

8510-23 

8510-24 

851 1-23 
8511-24 

41917-23 External Driver, %" Dia. Roll Pins 
41917-24 External Driver, Dia. Roll Pins 

8510-61 

851 1-61 

41920-61 V Chisel, H" Wide x Long 
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SINGLE SHOT TOOLS & ROUTERS 


Heavy Duty Single Shot Air Guns, 300-Lbs. Thrust 


Similar to guns below, but with maximum static force of 300 lbs. 
in a 1/8" stroke. Longer stroke lengths produce lower static force. 
Blank-bit models furnished with .3 IO"-diameter blanks, to be finished 
by customer. Air inlet 1/8" female, spindle offset length 6%". 



Model 

Throttle 

Type 

Stroke 

Cycle 

Time 

Width 

Weight MODEL 8280-L2I 

8280-PI0 

8280-P2I 

8280-P24 

828O-LI0 

8280-L2I 

8280-L24 

Pistol 

Pistol 

Pistol 

Lever 

Lever 

Lever 

Plastic Rivet Driver 
Blank Bit 

Blank Bit 

Plastic Rivet Driver 
Blank Bit 

Blank Bit 

13/32" 

1/8" 

1/2" 

13/32" 

1/8" 

1/2" 

.5 Sec. 
.5 Sec. 
.5 Sec. 
.5 Sec. 
.5 Sec. 
.5 Sec. 

l A" 

iy." 

i S A" 

2.1 lbs. ._ 

2.1 jbs. 


Single-Shot Air Guns, 65-Lbs. Thrust 



Each gun is a single-purpose tool. Eight models are available for 
cutting and bending wire, center punching, driving speed nuts and 
taper pins, setting plastic rivets. Stroke thrust is always uniform, 
no matter how many times the cycle is repeated. 



Furnished with 40421-7 T Hose Assembly with filter cartridge and 
Y A " male thread at one end, %"-24 thread at other end for attach- 
ment to gun. It is recommended that each gun be installed with 
Model 26120 Miniature Fog-Type Lubricator. 


Button 

Throttle 

Lever 

Throttle 

Function 

Maximum Capacity 

Length 

Weight 

8141-2 

8I4I-2R 

Driver, Taper Pin, Non-Captivated 

#3-56 Th'ded Driver, Tips 

6% 

9.25 oz. 

8142 

8142-R 

Center Punch 


6 

9.25 oz. 

8143-AB 

8143-AR 

Wire Cut-Cff 

.0I0-.04O dia. wire* 

57s 

9.25 oz. 

8144-AB 

8144-AR 

Cut and Crimp 

.OI0-.O4O dia. wire* 

5% 

9.25 oz. 

8145-AB 

8145-AR 

Cut and Bend 

.OIO-.040 dia. wire* 

6 

9.25 oz. 

8146 

8146-R 

Tubular Punch 


6 

r C/ 

9.25 oz. 

8147 

8147-R 

Plastic Rivet Driver 


5 78 

9.25 oz. 


♦Copper wire only. .012 maximum for steel and stainless steel. 


Portable Routers, 18,000 R.P.M. 



For use with %" and shank router bits on non-ferrous metals, stainless 
steel, honeycomb, wood, plastics, formica and similar materials. All tools 
are of direct-drive type, without gearing. Precision % and / 8 collet. 
Cutting depth can be adjusted within range of Should be used with 

router guide, listed below and furnished at extra cost. Recommended 
hose size, 


MODEL 8000-S, SAFETY LEVER THROTTLE 


Model No. 

Throttle 

R.P.M. 

Capacity 

Dia. 

Spindle 

Offset 

Length 

Weight 

Lbs. 

8000-T 

Turn 

18,000 

]/ A " Collet 

2%" 

i%" 

9 A" 

4.7 

8000-S 

Safety Lever 

18,000 

%" Collet 

2%" 

i%" 

13 

5.4 

8000-P 

Positive 

18,000 

%" Collet 

2%" 

i 

13'%" 

5.4 

800 l-T 

Turn 

18,000 

Collet 

2%" 

ifc" 

9 V A " 

4.7 

800l-S 

Safety Lever 

18,000 

%" Collet 

2%" 

i 

13 %" 

5% 

800l-P 

Positive 

18,000 

Collet 

2%" 

i%" 

I3%" 

5/4 


ROUTER GUIDES FOR 'A" & 3 A" DIAMETER BITS 


Guide No. 

A 

B 

c 

D 

Thd. 

I Guide No. 

A 

B 

c 

D 

Thd. 

39980-3 

2 A 

% 


V* 

Vi- 20 

39980-14 

% 

I'A 

% 

y, 

'A- 20 

39980-5 

A 

I'A 

%2 

'A 

'A- 20 

39980-16 

'A 

I'A 

% 

'A 

'A-20 

39980-6 

Vs 

Wi 

%2 

'A 

'A- 20 

39980-18 

'A 

I'A 

% 

'A 

'A-20 

39980-7 

% 

I'A 

% 

V* 

'A-20 

39980-19 

'A 

2'A 

% 

'A 

'A-20 

39980-8 

Vs 

2'A 

% 

3 A 

'A- 20 

39980-43 

% 

I'A 

% 

'A 

%-20 

39980-1 1 

% 

% 

% 

% 

'A-20 

| 39980-46 

A 

2'A 

% 

'A 

%-20 


Air Inlet 

N.P.T.F. 


%" 

%" 

%" 

'A" 

%" 


Max Depth 

Adjustment 


5 A" 

S A" 

v," 

5 A" 

A" 

A" 


Guide Mt. 

Thread 


'A" 

'A" 

'A" 

%" 

%" 
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ELECTRODE DRESSERS 



22-Series Electrode Dressers 



To be used with blades, blade holders or cutter assemblies 
listed below. 

STANDARD EQUIPMENT. Built-in speed regulator, flush 
fittings for lubrication, 1/4" female N.P.T.F. air inlet. 

OPTIONAL EQUIPMENT. Cutter blades and assemblies at 
extra cost. Recommended hose size, 5/16". 


Model 

R.P.M. 

Capacity 

Throttle 

Air Inlet 

Weight 

7165-A 

1,500 

5/8" 

Lever 

1/4" 

3.5 lbs. 


2200-Series Heavy Duty Electrode Dressers 



MODEL 8039-D, 450 R.P.M. 




-1- 



r 

-^ 


1 


- H 

A 

I4'/b" 

Double Reduction 

A I2%" Single Reduction 

B 


| C 1/2" 

D l%" | E 1 %" 


STANDARD EQUIPMENT. Ductile-iron head, aluminum 
motor housing, built-in speed regulator, flush fittings for 
lubrication, 1/4" female N.P.T.F. air inlet. 

OPTIONAL EQUIPMENT. Cutter blades and assemblies at 
extra cost. Recommended hose size, 5/16". 


Model No. 

R.P.M. 

Throttle 

Gear 

Reduction 

Weight 

Air Inlet 

8038-D 

250 

Lever 

Double 

5.5 lbs. 

1/4" 

8039-D 

450 

Lever 

Double 

5.5 lbs. 

1/4" 

8040-D 

1,000 

Lever 

Single 

4.6 lbs. 

1/4" 


FLUSH-TYPE CUTTER BLADES AND HOLDER FOR .482 DIAMETER ELECTRODES 


32443 

Holder 32490 

_ Flat 


32454 32450 

Standard Truncated 32444 32445 

Dome Cone 2" Radius 3" Radius 


32446 

4" Radius 


32452 

3/16" Tip 



ph Pi 




[7v 


FLUSH-TYPE CUTTER BLADES AND HOLDER FOR .625 DIAMETER ELECTRODES 


32282 

Holder 


32455 

32451, 60° Standard 

x 1/4" Tip Dome 



32284 

Full Dome 


32488 

Flat 



32491 

2'/ 2 " Radius 

rnr~ jl 

III 


32447 

2" Radius 


32448 32449 

3" Radius 4" Radius 


33090, 47° 32453, 25° 

x 3/16" Tip 1/4" Tip 



1 


in u 111 



Flush-type cutter blades are to be used 
with their respective holders. The holder 
is easily inserted in the angle housing, 
where it is retained by an O-ring. Cutters 
and cutter assemblies are inserted directly 
into angle housing without need of a holder. 





















































































































































































































DRILL-SCREW DRIVERS & PANEL SAWS 


Drill-Screw Drivers 


FOR ALL SELF-DRILLING SCREWS. Specially designed for use with all 
screws which drill their own holes, cut their own mating threads and fasten 
materials in one quick operation. 

HALF TRIGGER FOR DRILLING SPEED, FULL TRIGGER FOR ADJUSTED 
SPEED. When the trigger is half open, the tool delivers full speed for hole 
drilling. After breakthrough, when thread cutting begins, the operator 
opens the trigger to its maximum position. This adjusts the speed to a 
lower range for correct driving torque. Screw is driven to a dead stall 
without damage to threads or dimpling of metal surfaces. All tools are 
direct drive. Over-all length is 6/4" on 0-Series and 5J4" on 000-Series. 

STANDARD EQUIPMENT. Quiet exhaust, J4" female N.P.T.F. air inlet, 
30320 No. 2 Phillips Bit. 

OPTIONAL EQUIPMENT. Substituted at no cost: No. I or No. 3 Phillips 
Bit, J4" Hex Shank Posi-Drive Bit. At extra cost: 41206 Magnetic Bit 
Holder, Va" Hex Shank Posi-Drive Insert Bit, /4" Hex Ball Lock Adapter, 
31150 Va" Hex Bit Holder, 3II5I-I or -2 Phillips Insert Bits. 42624 Bail 
Assembly for 0-Series. See pages 34 and 35. Recommended hose size, % . 


000 - SERIES 


Model No. 

R.P.M. 

Rotation 

Capacity 

Spindle Offset 

Weight 

7586-DI 

2,300 

Reversible 

No. 10 

11/16 

1.7 lbs. 

7587-DI 

2,800 

Forward 

No. 10 

11/16 

1.7 lbs. 


0 - SERIES 


Model No. 

R.P.M. 

Rotation 

Capacity 

Spindle Offset 

Weight 

8098-D2 

2,100 

Reversible 

No. 12 

13/16 

2.6 lbs. 

8098-D3 

1,500 

Reversible 

1/4 

13/16 

2.6 lbs. 

8099-D2 

2,800 

Forward 

No. 12 

13/16 

2.3 lbs. 

8099-D3 

2,100 

Forward 

1/4 

13/16 

2.3 lbs. 




MODEL 8099-Dl 
0-SERIES, FOR¬ 
WARD ROTATION, 
4,500 R.P.M. 


Panel Saws, 1/4" to 1" 

For cutting or trimming sheets and panels. Spindle housing 
adjustable through 360 degrees. Saw guard provides angular 
adjustment. Guide shoe gives depth adjustment up to rated 
capacity of tool. 

STANDARD EQUIPMENT. Quiet-exhaust air system, two- 
stage safety-lock trigger, built-in oiler, 1/4" female N.P.T.F. 
air inlet. Each tool furnished with standard saw blades listed 
below. 

OPTIONAL EQUIPMENT. 36799 Dual-Hose and adapters for 
closed-air circuit available at extra cost. Recommended hose 
size, 5/16". 


Model 

No. 

R.P.M. 

Depth 

Cut 

Throttle 

Length 

Weight 

7468- E 

7469- E 
8214-D 

1,450 

1,450 

1,200 

1/4" 

3/8" 

1 " 

Pistol 

Pistol 

Pistol 

13" 

W 

13%" 

4.2 lbs. 
4.5 lbs. 
4.8 lbs. 


STANDARD SAW WHEELS FURNISHED 


For 

Model 

Wheel No. 

Description 

Qty. 


36686-2 

|l/ 4 " O.D. x 44 Teeth 

3 

7468-E 

36687-3 

|l/j" O.D. x 60 Teeth 

3 


36682-2 

2" O.D. x 44 Teeth 

2 

7469-E 

36682-3 

2" O.D. x 60 Teeth 

2 


39638-1 

3%" O.D. x 60 Teeth 

1 

8214-D 

39638-2 

3%" O.D. x 80 Teeth 

1 


Cutting Depth 
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SHEARS. HAMMERS & PICKERS 


Rotary Shear 



4-sided rotary blade, high-speed scissor action, good linear 
accuracy. Non-snagging, detachable footplate. 100% visibility. 
Grinder frame is set back. Blade gives much cleaner cutting 
action. Cuts single ply of all kinds of fabric . . . upholstery 
goods, synthetics, plastics, leather, fiber glass, knit goods, 
canvas, drapery materials, quilting. 


Model 

No. 

R.P.M. 

Throttle 

Length 

Weight 

Height 

8427-D 

1,000 

Lever 

W 

2.4 lbs. 

3V." 


Burke-Docken Power Shear 



Cuts sheet-metal, fiber glass, plastics. Leaves clean edge. Side 
blades rest upon material, and center blade oscillates to pro¬ 
duce high-speed shearing action. 

STANDARD EQUIPMENT. Quiet-exhaust air system, built-in oiler, Y106-4 
Hex Socket Wrench, 39303 Center Blade, 39304 Left Blade, 39305 Right 
Blade, 1/4" female N.P.T.F. air inlet. 

OPTIONAL EQUIPMENT. 36799 Dual-Hose and Adapters for closed-air 
circuit available at extra cost. Recommended hose size, 5/16". 


Model 

No. 

Cycles Per 
Minute 

Maximum 

Length 

Height 

Weight 

Capacity 

Air 

Inlet 

808l-D 

2,100 

B’A" 

«6" 

3 lbs. 

18-gauge 
Mild Steel 

1/4" 



MODEL 7977 
REAR INLET 


4-ln-l Air Shot 


Used for marking, staking, piercing or rivet¬ 
ing. Plunger has 3/8" I.D. hole with set 
screw to permit use of desired attachment. 
Normally operated by foot valve (not 
furnished). Spring-return action on piston. 
Recommended hose size, 3/8". 


Air Pressure 

30 p.s.i. 

60 p.s.i. 

90 p.s.i. 

Thrust Developed 

4 lbs. 

7 lbs. 

10 lbs. 


Model 

Stroke 

Air 


No. 

Length 

Inlet 

Size 

7976 

2 V 2 " 

Side 

X" N.P.T.F. 

7977 

2V2" 

Rear 

X" N.P.T.F. 


OPTIONAL MOUNTINQ POSITION* 



A 314 

B 1% 

C 2l/ 2 between centers 

D.375±.00l 

E 7% 

F 5% 

© 2 % 

H .750 

j 1 % 

K lH(dia.) 

L X" f em 

ale N.P.T.F. 

M 1 

N ifa 


o i ip y. 


Q 4 holes drilled & c-bored for fa socket screws 


R 3/8x3»3 S 3% 


IT |l/ 2 


|U 8 % 
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ACCESSORIES 


5-10-Lb. Capacity Balancers 


These Balancers have adequate capacity 
for the majority of portable tools, gauges 
or fixtures. All tension adjustments are 
external, so that load may be accurately 
counterbalanced. Press spring lever to 
release tension, or turn nut on opposite 
side to increase tension. In-line suspen¬ 
sion keeps cable outlet and mounting eye 
in center line of housing. Cable is nylon- 
sheathed for extra resistance to wear. 



MODEL 7472 


OPTIONAL EQUIPMENT. No. 33862 
Hose Clamp at extra cost. For fastening 
air hose parallel to cable. 


Model No. 

Capacity 

Width 

Depth 

Working Ft. 
of Cable 

7472 

5 lbs. 

5X" 

i%" 

5' 

7072 

10 lbs. 

8W 

2%" 

6' 

7072-15 

15 lbs. 

8%" 

2*i" 

6' 



MODEL 7072 


FOR OTHER AIR LINE 
EQUIPMENT AND ACCESSORIES 
REFER TO THE ARO 
ACCESSORIES CATOLOG 


Air Hose Reels 


Model No. 

Type 

3/8" Hose 
Furnished 

7974-10 

Without 
Stop Dogs 

10' 

7974-15 

Without 
Stop Dogs 

15' 

7974-110 

With 

Stop Dogs 

10’ 

7974-115 

With 

Stop Dogs 

15' 



The Air Hose Reel utilizes a compressed-air supply hose 
to counterbalance air-operated equipment weighing up 
to 10 pounds. Adjustments on spring tension are made 
by adding or removing one or more wraps of hose, as 
required. Universal mounting plate allows convenient 
installatfon on ceiling, beam or other overhead structure. 
Adjustable hose check. Air inlet to reel, 3/8" female 
N.P.T.F.; air outlet from hose, 3/8" male N.P.T.F.; weight, 
24 lbs.; height, l4l/ 2 "; width, l2l/ 2 ". 


ARO 

Standard and Heavy Duty Balancers 
20-300-Lbs. Capacity 




Upper hook rotates 360 degrees. Two mounting positions 
to compensate load. Cable can be replaced on tapered 
drum without disassembly of balancer. Automatic safety 
lock prevents load drop if spring fails. Operator can 
use extension socket to adjust tension from floor level. 
All mainsprings completely cased. Lifetime lubrication. 
Adjustments are external. Hooks are safety type. 
Steel cable. 


SPECIFICATIONS 


Model Range 

Working 
Feet of 
Cable 

Hook- 

to-Hook 

Distance 

Width 

Depth 

8076-15 only 

8* 

12 '/»" 

6%" 

CM 

7473-20 thru 7473-40 

5'/i 

l9'/ 2 " 

8" 

7” 

7970-25 thru 7970-90 

r 

28'/ 4 " 

W'/t' 

CO 

8074-115 thru 7074-195 

r 

281/4” 

MX" 

10%" 

8077-210 thru 8077-300 

r 

28l/ 4 ‘' 

1 ■%“ 

14" 


STANDARD BALANCERS 


Model 

No. 

8076-15 

7473-20 

7473-30 

7473-40 

Capacity 

Lbs. 

8-15 

12-20 

20-30 

30-40 


HEAVY DUTY BALANCERS 


Model 

No. 

7970-25 

7970-35 

7970-45 

7970-55 

7970-70 

7970-85 

Capacity 

Lbs. 

15-25 

25-35 

30-45 

40-55 

55-70 

70-85 


Model 

No. 

7970-90 

8074-115 

8074-125 

8074-135 

8074-145 

8074-155 

Capacity 

Lbs. 

80-90 

85-115 

115-125 

125-135 

135-145 

145-155 


Model 

No. 

8074-165 

8074-175 

8074-195 

8077-210 

8077-235 

8077-250 

Capacity 

Lbs. 

155-165 

160-175 

175-195 

195-210 

210-235 

235-250 


Model 

No. 

8077-265 

8077-280 

8077-290 

8077-300 

Capacity 

Lbs. 

250-265 

265-280 

280-290 

290-300 
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MIXERS AND AIR LINE EQUIPMENT 


Mixing Motors and Accessories 



STANDARD EQUIPMENT. 31642 Needle Valve, flush fittings for 
lubrication, 1/4" female N.P.T.F. air inlet, adjustable exhaust ring. 


OPTIONAL EQUIPMENT AT EXTRA COST. Ball Socket Clamp, 
Stirring Rod Adapter, Stirring Rod and Propellers. See de¬ 
scription this page. Recommended hose size, 5/16". 





Spindle 

Spindle 

Weight 

Model 

R.P.M. 

Length 

Offset 

Thread 

7280-B 

500 

6%" 

7/8" 

3/8"-24 

2.9 lbs. 

7284-B 

800 

6%" 

7/8" 

3/8"-24 

2.9 lbs. 

728 l-B 

1200 

6%" 

7/8" 

3/8"-24 

2.9 lbs. 

7283-B 

2800 

5'/ 2 " 

7/8" 

3/8"-24 

2.5 lbs. 

7282-B 

4500 

5'/2 m 

7/8" 

3/8"-24 

2.5 lbs. 


STAINLESS STEEL STIRRING RODS. Standard lengths below. 
Other lengths available on special order. 


PROPELLERS. Other sizes on special order. Available in stainless 
steel at extra cost. 


Type 

Left-Hand Pitch 
Downward Flow 

Right-Hand Pitch 
Upward Flow 

Used On 

Diameter 

Aluminum 

31679-1 

31680-1 

'A" 

Rod 

3” 

Aluminum 

31679-2 

31680-2 

'A" 

Rod 

4" 

Aluminum 

31679-3 

31680-3 

'A" 

Rod 

5" 

Aluminum 

31679-4 

31680-4 

'A" 

Rod 

6" 

Aluminum 

31679-5 

31680-5 

'A" 

Rod 

8" 

S. Steel 

31679-101 

31680-101 

'A" 

Rod 

3" 

S. Steel 

31679-102 

31680-102 

Vi" 

Rod 

4" 

S. Steel 

31679-103 

31680-103 

A" 

Rod 

5" 

S. Steel 

31679-104 

31680-104 

'A" 

Rod 

6" 

S. Steel 

31679-105 

31680-105 

Vi 

Rod 

8" 


BALL SOCKET CLAMP No. 31920. For mounting motor on fluid 
container. Permits stirring rod to be adjusted 90 degrees vertically 
or 360 degrees horizontally. Furnished with felt liner pad for 
securing motor housing. 

STIRRING ROD ADAPTERS. For connecting stirring rod to motor. 
Holds rod firmly with two set screws. Furnished with socket wrench. 



No. 

Length 


No. 

Length 

JT 

31653-1 

12" 

'A" 

31652-1 

12" 

DIA. 

31653-2 

18" 

DIA. 

31652-2 

18" 

RODS 

31653-3 

24" 

RODS 

31652-3 

24" 


31653-6 

48" 


31652-4 

32" 





31652-5 

36" 





31652-6 

48" 


No. 

Female Thd. Size 

Drive Size 

31763 

3 A"- 24 

'A" 

31764 

%"■ 24 

Vi 

31651 

'A"-20 

Vi 


AIR LINE EQUIPMENT 






FOR COMPLETE INFORMATION ON THE FULL RANGE OF 
AIR LINE EQUIPMENT AND ACCESSORIES REFER TO 
THE ARO ACCESSORIES CATALOG. 
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PRODUCTS OF THE ARO CORPORATION AND ITS SUBSIDIARIES 


AIR TOOL DIVISION 

Grinders Screwdrivers 

Polishers Impact Wrenches 
Tappers Power Motors 

Nutsetters Special Tools 

Sanders Air Hoists 

Drills Air Accessories 

Self-feed Drills 
Self-feed Screwdrivers 
Milling Motors 
Self-feed Tappers 
Fixture Components 


FLUID POWER DIVISION 

Air Cylinders 

Hydraulic Checking Cylinders 
Clamping & Holding Fixtures 
Miniature Valves 
Spool Valves 
Poppet Valves 

Flow Control & Check Valves 

FLUID HANDLING DIVISION 

Airless Spray Paint Pumps 
Paint Circulation Systems 
Heavy Duty Wash Pumps 
Materials Handling Pumps 
Totally Enclosed Adhesive 
Application Systems 
Hotmelt Application Systems 
Industrial Lubricating Equipment 


AUTOMOTIVE DIVISION 

Automotive Lubricating Equipment 
Fluid Inventory Control Systems 
Contractors Lube Rigs and Vans 
Underbody Coating Equipment 
Power Cleaning Equipment 
Vacuum Cleaning Equipment 
Farm Lubricating Equipment 

AERONAUTICAL DIVISION 

Aircraft Fuel Inerting Equipment 
Oxygen Regulators 
Liquid Oxygen Converters 
Personal Life Support Systems 
Cryogenic Power Packs 
Infrared Cooling Devices 
Pressurization Controls 


CUSTOMER SERVICE CENTERS OF 
THE ARO CORPORATION 

ATLANTA HIGH POINT, N.C. 

3750 Oakcliff Road, Atlanta, Georgia 30340 1404 English Rd., High Point, North Carolina 27260 

Tel: 448-6444 (Code 404) Tel: 882-8103 (Code 919) 


BOSTON 

384 Washington St., Westwood, Mass. 02091 
Tel: 329-0755 (Code 617) 

CHICAGO 

7535 W. Roosevelt Road, Forest Park, Illinois 60130 
Tel: 379-0600 (Code 312) 

DALLAS 

7207 Envoy Court, Dallas, Texas 75247 
Tel: 631-7000 (Code 214) 

DETROIT 

13170 Wayne Rd., Livonia, Michigan 48150 
Tel: 522-8900 (Code 313) 


SUBSIDIARIES & DIVISIONS 
MODERNAIR CORPORATION 
Angola, Indiana 

BUFFALO DIVISION 
Buffalo, New York 

ARO CANADA LIMITED 

Toronto, Ontario — Montreal, Quebec 


LOS ANGELES 

17101 E. Gale Ave., City of Industry, Calif. 91749 
Tel: 964-2351 (Code 213) 


NEW YORK CITY 

45 Ruta Court, So. Hackensack, New Jersey 07606 
Tel: 342-7880 (Code 201) 


SAN FRANCISCO 

713 S. Claremont St., San Mateo, California 94402 
Tel: 347-1451 (Code 415) 


INTERNATIONAL SUBSIDIARIES 

AROCORP A. G., Lucerne, Switzerland—Tokyo, Japan 

THE ARO CORPORATION (U.K.) LIMITED 
Caernarvon, North Wales, Great Britian 

ARO G.m.b.H., Lintorf, West Germany 

N.V. ARO S.A., Temse, Belgium 

ARO MEXICANA S.A. de C.V., Mexico City, Mexico 

ARO de VENEZUELA C.A. 

Caracas, Venezuela 

INDUSTRIA e COMERCIO ARO do BRASIL 
LIMITADA 
Sao Paulo, Brazil 


GENERAL OFFICES & MAIN PLANT 

One Aro Center, Bryan, Ohio 43506 
Phone 419-636-4242 — TWX 810-443-2994 — TELEX 286456 



AIR TOOLS 






